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Londontowne 1 Light Outdoor Wall

Londontowne 1 Light Outdoor Wall. 1.1. OL11300. Outdoor. OL11300. G. P. I. : ENERAL RODUCT NFORMATION. These fixtures ar 
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Installation Instructions for



OL11300



Londontowne 1 Light Outdoor Wall



OL11300



Outdoor GENERAL PRODUCT INFORMATION: These fixtures are intended to be installed utilizing NEC compliant junction boxes.



CAUTION - RISK OF FIRE This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved.



This product is safety listed for wet locations. This product may be dimmed with a standard incandescent dimmer.



Use minimum 90°c supply conductors. 1A
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FINIAL



FRAME CLIP



NIPPLE LAMP



1



FRAME SCREW



2



4
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SOCKET



3



NIPPLE



GLASS PANEL



5 HOUSING HOUSING



1



Install all glass panels by carefully sliding them into the housing and securing them using the clips.



2



Install the frame to the housing and secure it to the housing using the frame screws.



3



Screw the lamp into the socket. Refer to the label on the socket for Max Wattage information.



4



Follow enclosed supplement installation instructions for electrical and fixture installation onto house junction box.



5



Raise the housing up to the fixture so that the nipple exits through the top of the fixture and secure them together by screwing the finial onto the nipple.



6



For wet locations, caulk around the base of the fixture using waterproof construction sealant.
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1.1



ATTENTION : RISQUE D'INCENDIE Ce produit doit être installé conformément au code d'installation en vigueur par une personne familière avec la construction et l'exploitation du produit et les risques qu'il entraîne.



Utiliser les conducteurs d'alimentation supérieure à 90° c.
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FLEURON



CADRE CLIP



ATTACHE AMPOULE



1



VIS DE CADRE



2



4



1



DOUILLE



3



ATTACHE



PANNEAU DE VERRE



5 LOGEMENT LOGEMENT



1



Installer tous les panneaux de verre en les faisant glisser avec précaution dans le logement et les fixer à l'aide des clips.



2



Installez le cadre sur le logement et le fixer au logement à l'aide des vis de cadre.



3



Visser l’ampoule dans la douille. Reportez-vous à l'étiquette sur la douille d'informations Max Puissance.



4



Suivez les instructions d'installation de suppléments fermés pour l'installation électrique et le luminaire sur une boîte de jonction.



5



Augmenter le logement jusqu'à le luminaire de sorte que le attache sort par le haut de le luminaire et les fixer ensemble en vissant le fleuron sur le attache.



6



Pour les endroits humides, calfeutrer autour de la base de l'appareil en utilisant une construction étanche étanchéité.
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PRECAUCIÓN: RIESGO DE INCENDIO Este producto debe instalarse de acuerdo con el código de instalación aplicable por una persona familiarizada con la construcción y operación del producto y los riesgos que conllevan.



Utilizar conductores de suministro mínimo 90° c.
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FINIAL



MARCO CLIP



1



CONECTADOR



TORNILLO DEL MARCO



BOMBILLA



2
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1



ENCHUFE



3



CONNECTADOR



PANEL DE VIDRIO



5 VIVIENDA VIVIENDA



1



Instalar todos los paneles de vidrio deslizándolos cuidadosamente en el alojamiento y fijan utilizando los clips.



2



Instale el marco de la vivienda y fijarlo a la vivienda con los tornillos del marco.



3



Atornille la bombilla en el enchufe. Consulte la etiqueta en la enchufe de información Max Potencia.



4



Siga las instrucciones de instalación de suplementos cerrados para la instalación eléctrica y el accesorio sobre la caja de junctura.



5



Elevar la vivienda hasta la lámpara para que el conectador sale a través de la parte superior de la lámpara y asegurarlos juntos atornillando el finial en el conectador.



6



Para lugares húmedos, calafatear alrededor de la base de la lámpara usando sellador de construcción a prueba de agua.



3



SAVE THESE INSTRUCTIONS!
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Londontowne 3 Light Outdoor Wall - shentongchina.co 

Screw the lamps into the sockets. Refer to the label on the socket for Max Wattage information. ... 7400 Linder Ave, Sko
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Londontowne Outdoor Wall (LED) 

CADRE. ATTACHE. VIS DE CADRE. FLEURON. 2. ATTENTION : RISQUE D'INCENDIE. Ce produit doit être installé conformément au c
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Vintner 1 Light Outdoor Wall 

luminaire et le fixer avec la petite vis de fixation à l'aide d'une clé Allen. Fixez le bras à la ... 555 Theodore Fremd
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Londontowne 3 Light Outdoor Post - Lamps.com 

This product is suitable for wet locations. This product may be dimmed with a low voltage electronic dimmer. This instru
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Freemont 1 Light Outdoor Wall Lantern 

código de instalación aplicable por una persona familiarizada con la construcción y operación del producto y los riesgos
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Shepherd 1 Light Outdoor Wall - UserManual.wiki 

the applicable installation code by a person familiar with the ... 9. MOUNTING. PLATE SCREW. FIXTURE. SCREW. 10. DOOR. 6
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Shepherd 1 Light Outdoor Wall - Feiss 

Conecte el cable blanco de la lámpara al cable de línea de alimentación neutra con una tuerca para cable. Conecte el cab
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Lumiere' 1 Light Outdoor Wall Lantern 

Retire temporalmente el asamblea del enchufe quitando los tornillos del interior de la lámpara. Siga las instrucciones d
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Salinger 1 Light Outdoor Wall - Feiss 

Place the washer, outer shade, small spacer, inner shade, and large spacer over the socket (in that order), then secure
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Londontowne 3 Light Outdoor Hanging Lantern - Lamps.com 

Secure the frame to the housing using the frame screws. Place the washer and cover onto the nipple and secure them in pl
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Wembley Park 3 Light Outdoor Wall Lantern 

Wembley Park 3 Light Outdoor Wall Lantern. 1.1. O 9505. L. Outdoor. O 9505. L. Follow enclosed supplement installation i
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Londontowne Outdoor Post (LED) 

Secure the fixture to the post with the post screws making sure to neatly tuck in all wiring. ... Place the cover over t
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Harrow 1 Light Wall 

WB1713. WB1713. Install the glass panels by sliding them into the fixture and securing them using the tabs. Secure the m
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Pediment 2 and 3 Light Outdoor Wall 

Screws the lamp into the sockets. Refer to the label on the socket for Max Wattage information. ... 7400 Linder Ave, Sko
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Prarielands 1 Light Wall 

Mount the fixture base onto the mounting plate and secure it with the Allen screws using an Allen wrench. Screw the lamp
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Marteau 1 Light Wall 

W 1782. B. Wall. G. P. I. : ENERAL RODUCT NFORMATION. These fixtures are intended to be installed utilizing compliant. N
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River North 1 Light Outdoor Wall Lantern - Feiss 

This product may be dimmed with a standard incandescent dimmer. This instruction shows a typical installation. Follow en
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Vintner 1 Light Outdoor Post 

CAUTION - RISK OF FIRE. This product must be installed in accordance with the applicable installation code by a person f
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Pickering Lane 1 Light Wall 

P. I. : ENERAL RODUCT NFORMATION. These fixtures are intended to be installed utilizing ... Refer to the label on the la
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Amalia 1 Light Wall - Feiss 

ELECTRICAL BOX. 7. 6. 1. 1. MOUNTING. PLATE. SUPPORT SCREW. HOT WIRE. BLACK WIRE. NEUTRAL WIRE. WHITE WIRE. MOUNTING. PL
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Soros 1 Light Wall - Feiss 

Follow enclosed supplement installation instructions for electrical and fixture installation onto house outlet box. Inst
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Kenney 1 Light Wall - Feiss 

compliant. NEC junction boxes. This product is safety listed for damp locations. CAUTION RISK OF FIRE. -. This product m
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Urban Renewal 1 Light Wall 

Secure the mounting plate to the electrical box with the two provided mounting plate screws. Connect the fixture ground
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Wattson 1 Light Wall - Feiss 

Refer to the label on the lamp socket for Max Wattage information. Place and secure shade onto ... 7400 Linder Ave, Skok
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