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Product Specification Brigade Model Number:



LS-20-A



Brigade Stock Code:



#3177



Dimensions: mm



Product Specification Environmental Specifications:  Vibration Rating: 10 G  Switch IP Rating (Without Plug): IP51  Switch IP Rating (With Plug): IP54  Operating Temperature: -40° to +70°C  Storage Temperature: -50° to +80°C Approved Standards:  CE  RoHS Technical Specifications:  Operating Voltage: 10v~32 Vdc  Current Consumption: ≤0.005 A @ 12 Vdc  Power Consumption: 0.1 Watts @ 12 Vdc  Switch On Time Delay: 98%



Specifications Subject To Change Without Notice



Technical Specifications Continued...  Cable Length: N/A  Cable Thickness: Power Cables: N/A Output Cables: N/A  Weight: 85 Grams  Overall Dimensions: 36 mm (W) x 61 mm (D) x 94 mm (H)  Casing Material: ABS Black  Heatsink Material: Aluminium Alloy  Colour: Black Features:  Polarity Protected  Single Point Fixing  10A Switching Capability  Simple To Change Switching Speed using DIP Switch Package Contents:  1x Speed Switch  1x User Guide



PS-000618-00-09 























Empfehlen Sie Dokumente






[image: alt]





LS 20 B (3178) Prod Specification 
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Specification 

1-Â½ â€� SLIP JO IN T EN D O U TLET W ASTE. D ESCRIPTIO N. â€¢ Chrom e Finish. â€¢ End O utlet W aste o W aste Arm o Tailpiece o Tee o (3) Nuts o (3) W ashers. âœ“.
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FICHA TÉCNICA CONFIDOR 20 LS 

En pulverización foliar contra pulgones (dosis: 50-75 cc/hL) y mosca blanca (dosis:75 cc/hL), con un gasto mínimo de 500
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?~ls 

4 sept. 2018 - J. MENDOZA R. ~~ .2.0. cIe..H.~r:.:;'.O. cIe/...?~ls-. Visto, el Informe W 333-2015-ERP-ByP, de fecha 26










 


[image: alt]





Remotas LS - LS Innovaciones 

06: UI8 Distributed I/O Module, 8 16-bit Analog Inputs, 20mA & 5Vdc, 8 Resistance, termocuple and RTD Input. 07: I/O
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1624 $1599 $3177 $1988 

Empaque de 24 de 10 oz. #97671. $1624. Cerveza Coors Light. Empaque de 24 de 8 oz. Precio Regular $16.74. #938866. $1599
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

Surgicel Original NuKnit Fibrillar SNoW IFU 2081 2082 2083. 389902R03 San Lorenzo - US / ROW. LAB-0012935 | Rev:4. Relea
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Prod.-Nr 

Unscrew and remove the six screws (A) with an 3mm socket spanner. - Skru alle seks skruer (A) ud med en unbrakonÃ¸gle (3mm). - PomocÃ klÃÄ�e na vnitÅ™nÃ ...
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Specification sheet 

Libertad de movimientos. Al carecer de cables, el X12+™ permite libertad de ... El transmisor digital X12+ y el cable Le
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Product Specification - AWS 

25.07.2017 - Eine Kennzeichnung im Sinne der EU- Verordnung EG Nr. 1829/2003 ist nicht notwendig. Das Produkt wurde nicht bestrahlt. Sensorische Eigenschaften. Dimension. Analysekriterium. Wert. Referenzmethode. Aussehen rechteckiger Riegel organolep
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300 Series Specification Sheet 

115. â€¢ Winkel-Ã–sen passend fÃ¼r HangschlÃ¶sser mit bis zu 12 mm BÃ¼gelstÃ¤rke. â€¢ Aus gehÃ¤rtetem Stahl, 5 mm stark. â€¢ Auch besonders zur Sicherung von.
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PROD-310114_FitSystem-Tyrant ... 

The Patent Pending SCOTT FIT SYSTEM is a one time mechanical adjustment that creates a custom face and nose fit. Two pivot points located at the bottom of ...
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specification for release - Farnell 

11.10.2004 - 
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GCSE Spanish Specification Specification for first teaching in 2016 

listening, as reading offers more opportunities to slow down, look at unknown items at some leisure and study the ......
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Spanish Specification - Edexcel - Pearson 

6 dic. 2012 - País de Gales (m). Wales. Reino Unido (m) ... thank you very much por favor please saludos best wishes soc
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PROD-310114_REPLACEMENT ... 

le vent, la boue et la poussiÃ¨re. Les verres de catÃ©gories 0 sont adaptÃ©s Ã  des conditions de faible luminositÃ©: obscuritÃ©, faible visibilitÃ©. SCOTT CATEGORY.
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DG JACKSONCO CS PROD 
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Download SPECIFICATION - Agrofog 
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300 Series Specification Sheet 

MaÃŸ der AnschraubflÃ¤chen: B: 45 mm, H: 38 mm. 115. â€¢ For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller- ...
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PS(4851)00 LS 60 A 
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LS Profil 

72. 113. 72. 113. 72. 113. LS Profil. LS. Diffusor. LS Alu. Page 2. 72. 113. 113 info. 74. 113. LS Profil. Farbfolien. Beschriftung. Corten Stahl. D.
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specification for release 

This electronic component is designed and developed with the intention for use in general electronics equipments. Before incorporating the components into ...
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