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MacBook Unibody Model A1278 Upper Case Replacement



MacBook Unibody Model A1278 Upper Case Replacement Transfer over your trackpad and replace the upper case on your MacBook Unibody Model A1278.



Geschrieben von: Andrew Bookholt
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MacBook Unibody Model A1278 Upper Case Replacement



EINLEITUNG Use this guide to replace your upper case. The end of this guide details how to transfer the trackpad to your new upper case.



WERKZEUGE:



TEILE:



Phillips #00 Screwdriver (1)



MacBook Unibody (Model No. A1278) Upper Case (Non-Backlit) (1)



Spudger (1)



MacBook Unibody (Model No. A1278) Upper Case (Backlit) (1)



T6 Torx Screwdriver (1) Tri-point Y0 Screwdriver (1) Tri-point Y00 Screwdriver (1)
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 1 — Access Door 



With the case closed, place the Unibody top-side down on a flat surface.







Depress the grooved side of the access door release latch enough to grab the free end. Lift the release latch until it is vertical.







The access door should now be raised enough to lift it up and out of the Unibody.



Schritt 2
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 3 — Battery



 Be sure the access door release latch is vertical before proceeding. 



Grab the white plastic tab and pull the battery up and out of the Unibody.







Remove the following eight screws securing the lower case to the chassis:



Schritt 4 — Lower Case
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One 3 mm Phillips screw.







Three 13.5 mm Phillips screws.







Four 3.5 mm Phillips screws.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 5 



Using both hands, lift and remove the lower case off the upper case.







Disconnect the camera cable by pulling the male end straight away from its socket.



Schritt 6 — Display Assembly



 Be careful not to pull up on the cable as you remove it from the socket.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 7







De-route the camera data cable from the channel in the optical drive.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 8











Remove the following screws securing the camera data cable and right speaker to the upper case: 



One 9.9 mm partially threaded Phillips screw







One 9.6 mm threaded Phillips screw







One 4 mm Phillips screw



Slide the camera cable bracket out from under the subwoofer and remove it from the computer.



 The iSight cable has an eyelet through which passes the left-most screw in these pictures.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 9







Grab the plastic pull tab secured to the display data cable lock and rotate it toward the DC-in side of the computer.







Pull the display data cable connector straight away from its socket.



 Make sure to pull the connector straight away and not straight up from its socket.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 10











Remove the following two screws from the display data cable bracket: 



One 7 mm Phillips screw.







One 5 mm Phillips screw.



Lift the display data cable bracket out of the upper case.



Schritt 11
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Remove the two outer 6 mm Torx screws securing each side of the display to the upper case (4 screws total).
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 12
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Open your MacBook so the display is perpendicular to the upper case.







Place your opened MacBook on a table as pictured.







While holding the display and upper case together with your left hand, remove the 6 mm Torx screw from the lower display bracket.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 13



 Be sure to hold the display and upper case together with your left hand. Failure to do so may cause the freed display/upper case to fall, potentially damaging each component. 



Remove the last remaining 6 mm Torx screw securing the display to the upper case.



Schritt 14







Grab the upper case with your right hand and rotate it slightly toward the top of the display so the upper display bracket clears the edge of the upper case.







Rotate the display slightly away from the upper case.







Lift the display away from the upper case, minding any brackets or cables that may get caught.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 15 — Upper Case



 Some 2.0 GHz A1278 MacBook Unibody logic boards do not have the necessary socket installed to accept the keyboard backlight ribbon cable attached to the upper case. The first and second pictures show logic boards with and without the socket installed, respectively. If your logic board does not have the backlight ribbon cable socket installed, the keyboard will work but the keys will not light up.



 If your logic board does not have the socket installed to accept the keyboard backlight ribbon cable and you are installing a backlit upper case, simply tuck the keyboard backlight ribbon cable out of the way when you reinstall the logic board into the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 16 



Remove the single Phillips screw securing the hard drive bracket to the chassis.



 This screw is captive to the hard drive bracket.



Schritt 17
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Lift the hard drive by its pull tab enough to grab and remove the retaining bracket.







Lift the hard drive out of the chassis, minding the cable attaching it to the computer.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 18 



Remove the hard drive from its cable by pulling the cable connector straight away from the drive.







Remove the four 10.3 mm Phillips screws securing the mid wall to the upper case.



Schritt 19
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 20 



Lift the mid wall out of the upper case.







Remove the following three screws securing the fan to the upper case:



Schritt 21
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Two 5 mm Phillips screws.







One 7 mm Phillips screw.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 22







Use a spudger to pry the fan connector straight up and out of its socket on the logic board.



 It is useful to twist the spudger axially from beneath the fan cable wires to release the connector.  The fan socket and the fan connector can be seen in the second and third pictures. Be careful not to break the plastic fan socket off the logic board as you use your spudger to lift the fan connector straight up and out of its socket. The layout of the logic board shown in the second picture may look slightly different than your machine but the fan socket is the same.



Schritt 23 
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Lift the fan out of the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 24 



Using the flat end of a spudger, pry the subwoofer connector straight up off the logic board.







Remove the single Phillips screw securing the subwoofer to the upper case.



Schritt 25
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 26



 The subwoofer is still connected to the right speaker, so don't completely remove it just yet. 



Lift the subwoofer off the optical drive, and set it above the computer.







Use a spudger to pry the optical drive connector straight up off the logic board.



Schritt 27
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 28 



Use the flat end of a spudger to pry the hard drive cable connector straight up off the logic board.



Schritt 29







Remove the three 2.5 mm Phillips screws securing the optical drive to the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 30 



Lift the optical drive from its right edge and pull it out of the computer.



Schritt 31







Peel the hard drive cable from the adhesive securing it to the upper case, and maneuver the plastic retaining block out of the upper case.



 The hard drive cable and the plastic retaining block are attached together.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 32







Peel back the small piece of black tape covering the right speaker cable.







Use the tip of a spudger to pry the right speaker up off the adhesive securing it to the upper case.







Lift the subwoofer and right speaker assembly out of the upper case.



Schritt 33







Use the tip of a spudger to flip up the locking lever to release the IR sensor ribbon cable from its socket.







Pull the IR sensor ribbon cable straight away from the logic board.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 34 



Use the flat end of a spudger to pry the trackpad connector straight up off the logic board.



Schritt 35







Using the tip of a spudger, flip up the keyboard ribbon cable retaining flap.







Pull the keyboard ribbon cable straight out of its socket.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 36







Remove the two 5 mm Phillips screws securing the keyboard flex bracket to the upper case.







Lift the keyboard flex bracket out of the upper case.



Schritt 37







Remove the single Phillips screw securing the battery cable cover to the upper case.







Remove the battery cable cover from the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 38 



Use a spudger to pry the battery level indicator cable connector straight up off the logic board.







Disconnect the battery cable connector by pulling it straight away from the logic board.



Schritt 39



 If you cannot grasp the cable with your fingers, a spudger and tweezers may be helpful for removal.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 40







Remove the two 4mm Phillips screws securing the bottom case clip to the upper case.







Lift the bottom case clip out of the upper case.



Schritt 41 
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Use the tip of a spudger to release the microphone from the upper case.



Seite 25 von 32



MacBook Unibody Model A1278 Upper Case Replacement



Schritt 42







Remove the following five screws securing the logic board to the upper case: 



Four 3 mm Phillips screws.







One 3.5 mm Phillips screw.







Remove the two 7 mm Phillips screws securing the DC-in board to the upper case.







Lift the logic board from its left edge and pull it out of the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 43



 If you are buying a new upper case from us, the next two steps are not necessary. Your upper case will come with these parts preinstalled. 







Remove the following screws securing the battery connector cover to the upper case: 



One 2.5 mm Phillips screw.







Two 1.5 mm Phillips screws.



Lift the battery connector cover out of the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 44 



De-route the battery connector cable through the gap in the upper case and remove it from the computer.



 If you are installing an Upper Case that is missing the black bracket in the middle then transfer it from the old case to the replacement.



Schritt 45 — Upper Case 
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Remove the six 1.4 mm Y0 Tri-wing screws securing the trackpad to the upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 46







Carefully dislodge the edge of the trackpad closest to the keyboard from its recess in the upper case by pushing it away from the brackets attached to the upper case.







De-route the trackpad cable through its slot cut into the upper case.



Schritt 47
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Pull the trackpad away from the outer edge of the upper case.







Remove the trackpad and set it aside.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 48



 In the following steps, you will be working on your new upper case. 



Use a Y1 Tri-wing screwdriver to loosely install the 1.2 mm set screw included with your new upper case into its tapped hole near the middle of the trackpad opening on your new upper case.



 Only tighten it about one turn for now.



Schritt 49







Carefully insert the cable from your old trackpad through its slot cut into your new upper case.







Use one hand to hold the trackpad cable in place as you insert the two retaining tabs on the outer edge of the trackpad under the lip on the upper case.







Pull the trackpad cable as you seat the trackpad into its void in your new upper case.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 50 



Insert a 1.4 mm Y0 Tri-wing screw into each of the outer holes drilled into the trackpad (two screws total).



 You'll install the rest in a bit.  Tighten the screws all the way, then back them out about a quarter turn to aid in aligning your trackpad during the next few steps.



Schritt 51 



While continually trying to click your trackpad, gently tighten the Y1 Triwing set screw until the clicks return to their factory "feel".



 You can tell when the screw is tightened just right by the noise it makes when the trackpad clicks. If the set screw is too loose, the trackpad will have excessive play before it clicks. If it is too tight, the trackpad will click too easily and won't make the characteristic loud mouse clicking noise.
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MacBook Unibody Model A1278 Upper Case Replacement



Schritt 52 



Next, flip your upper case over so the keyboard side is facing up.







Align the trackpad so it is centered in its hole cut into the upper case.







Tighten the outer two screws along the inner edge of the trackpad and check the alignment of it on the outer side of the upper case.







If its alignment looks good, install the rest of the Y0 Tri-wing screws along the inner edge of the trackpad.







Before reassembling your machine, verify that the set screw is still installed in a position so the mouse will click correctly.



Schritt 53



To reassemble your device, follow these instructions in reverse order. Dieses Dokument wurde zuletzt angelegt am 2017-11-24 04:51:51 AM.
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MacBook Unibody Modell A1278 Logic Board Ersatz 

17.06.2017 - Geschrieben von: Walter Galan. MacBook Unibody Modell .... Heben Sie die Tastatur flex Halterung aus dem oberen GehÃ¤use.. Schritt 26.
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MacBook Unibody Modell A1278 Mikrofon Ersatz 

18.06.2017 - Die ZugangstÃ¼r sollte nun genug, es zu heben und aus dem Unibody angehoben werden.. MacBook Unibody Modell A1278 Mikrofon Ersatz.
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MacBook Unibody Modell A1278 Frontdisplay Glasersatz 

04.08.2017 - De-Route die Kamera-Datenkabel aus dem Kanal in das optische .... Staub oder FingerabdrÃ¼cke im Inneren wird gefangen zu reinigen stÃ¶rend ...
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MacBook Unibody Modell A1278 AirPort Karte Replacement 

26.07.2017 - Ersetzen Sie die AirPort-Karte in Ihr MacBook Unibody Modell A1278. ... Dieser Leitfaden wird Ihnen helfen, die AirPort-Karte ersetzen.










 


[image: alt]





MacBook Unibody Modell A1278 linke Kupplung Scharnier Ersatz 

21.10.2016 - Schieben Sie die Kamerakabel Halterung aus unter dem Subwoofer und entfernen Sie sie aus dem. Computer.. Die iSight Kabel hat eine ...
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MacBook Pro 17 "Unibody Versalien Ersatz 

23.06.2017 - Wenn die Kunststofflasche fehlt, verwenden Sie einen spudger, um den Stecker aus der Steckdose hebeln.. Ziehen Sie die Lasche parallel ...
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MacBook Unibody Modell A1342 Fan Ersatz - PDFDOKUMENT.COM 

16.06.2017 - einen defekten LÃ¼fter austauschen Ihr Laptop lÃ¤uft kÃ¼hl zu halten. WERKZEUGE: Phillips # 00 Schraubendreher (1). Spudger (1). TEILE:.
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MacBook Unibody Modell A1342 Display Ersatz 

30.11.2016 - insgesamt) nach oben weg von der AirPort / Bluetooth-Karte zu hebeln.. De-Route die lange Antenne aus seinem Kanal im hinteren ...
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MacBook Unibody Modell A1342 Vorderseite Bildschirmblende Ersatz 

02.11.2016 - Weiter zu trennen, bis die obere Kante der vorderen Displayrahmen frei von der Display-. Baugruppe ist.. Seien Sie vorsichtig, wenn Sie in ...
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MacBook Unibody Modell A1342 hinten Bildschirmblende Ersatz 

22.06.2017 - Verwenden Sie Ihre spudger die linke Seite des vorderen Displayrahmen weg von der Display-Baugruppe zu hebeln. den Bereich hinter ...
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MacBook Unibody Modell A1342 Fan Ersatz 

16.06.2017 - AirPort / Bluetooth Bandkabelstecker gerade nach oben aus der. Hauptplatine zu hebeln. biegen Sie vorsichtig das AirPort /. Bluetooth ...
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MacBook Unibody Modell A1342 RAM Ersatz 

20.06.2017 - den RAM in diesem Computer Zugriff ist einfach und erfordert nur einen minimalen Abbau. WERKZEUGE: Phillips # 00 Schraubendreher (1).
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MacBook Unibody Model A1278 Akkutausch 

12.08.2017 - DrÃ¼cke den Verschlusshebel auf der geriffelten Seite der Klappe in das. GehÃ¤use des MacBooks, bis du den. Verschlusshebel auf der anderen.
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MacBook Unibody Modell A1278 LVDS Display-Cable Replacement 

De-Route die Kamera-Datenkabel aus dem Kanal in das optische Laufwerk. .... Staub oder FingerabdrÃ¼cke im Inneren wird gefangen zu reinigen stÃ¶rend ...
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MacBook Unibody Modell A1342 Festplattenaustausch 

30.10.2016 - WERKZEUGE: Phillips # 00 Schraubendreher (1). Spudger (1). T6 Torx-Schraubendreher (1). TEILE: 500 GB 5400 RPM 2.5 "Hard Drive (1).
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MacBook Unibody Modell A1342 Teardown 

17.06.2017 - Der Mangel an strukturellen UnterstÃ¼tzungen wie diese in frÃ¼heren Kunststoff MacBooks Konten fÃ¼r .... Vergleich zu der auf dem vorherigen.
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Reemplazo MacBook Unibody A1278 Modelo Panel LCD 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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Reemplazo MacBook Unibody A1278 Modelo Mayúsculas 

28 nov. 2016 - Paso 1 — Puerta De Acceso ... La puerta de acceso ahora debería .... Si su placa lógica no tiene instalad
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MacBook Unibody Model A1278 Subwoofer & Right Speaker 

28.09.2017 - Right Speaker Replacement. Geschrieben von: Walter Galan. MacBook Unibody Model A1278 Subwoofer & Right Speaker Replacement.
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Reemplazo MacBook Unibody A1278 Modelo Tarjeta AirPort 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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Reemplazo MacBook Unibody A1278 Modelo minúsculas 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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MacBook Unibody Model A1278 RAM Arbeitsspeicher ersetzen 

DrÃ¼cke den Verschlusshebel auf der geriffelten Seite der Klappe in das. GehÃ¤use des MacBooks, bis du den. Verschlusshebel auf der anderen. Seite greifen ...
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MacBook Unibody Modell A1342 Mitte 2010 Teardown 

22.06.2017 - Wir haben dieses GerÃ¤t aus dem Apple Store am 19. Mai 2010 statt. Schauen Sie sich die YouTube - Video - Diashow , wie gut! WERKZEUGE:.
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MacBook Unibody Modell A1342 AirPort / Bluetooth Platinenaustausch 

18.06.2017 - Lautsprecherkabel-Stecker zu hebeln weg von der Hauptplatine.. Schritt 12. Entfernen Sie die hinteren. Lautsprecher Baugruppe aus dem.
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