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Skylla-i 24/80 (1+1) 24/80 (3) 24/100 (1+1) 24/100 (3)



1. SAFETY INSTRUCTIONS EN



1.1. General



NL FR DE



● Please read the documentation supplied with this product first, so that you are familiar with the safety signs and directions before using the product. ● This product is designed and tested in accordance with international standards. The equipment should be used for the designated application only. ● WARNING: danger of electric shock The product is used in combination with a permanent energy source (battery). Even if the equipment is switched off, a dangerous electrical voltage may still be present at the input and/or output terminals. Always disconnect the AC power and the battery before performing maintenance. ● The product contains no internal user-serviceable parts. Do not remove the front panel unless the mains and the battery are disconnected. Do not put the product into operation unless all panels are fitted. All maintenance should be performed by qualified personnel. ● Never use the product at sites where gas or dust explosions could occur. Refer to the specifications provided by the manufacturer of the battery to ensure that the battery is suitable for use with this product. The battery manufacturer's safety instructions should always be observed. ● WARNING: do not lift heavy objects unassisted.



ES



1.2. Installation



● Ensure that the equipment is used under the correct operating conditions. Never operate it in a wet or dusty environment. ● Ensure that there is always sufficient free space around the product for ventilation, and that ventilation openings are not blocked. ● Install the product in a heatproof environment. Ensure therefore that there are no chemicals, plastic parts, curtains or other textiles, etc. in the immediate vicinity of the equipment.



1.3. Transport and storage ● During storage or transport of the product, ensure that the mains supply and battery cables are disconnected. ● No liability can be accepted for damage in transit if the equipment is not transported in its original packaging. ● Store the product in a dry environment; the storage temperature should range from –20°C to 60°C. ● Refer to the battery manufacturer's manual for information on transport, storage, charging, recharging and disposal of the battery.
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Appendix



● Read the installation instructions before commencing installation activities. ● This product is a safety class I device (supplied with a ground terminal for safety purposes). It’s AC input and/or output terminals must be provided with uninterruptible grounding for safety purposes. An additional grounding point is located on the outside of the product. If it can be assumed that the grounding protection is damaged, the product should be taken out of operation and prevented from accidentally being put into operation again; contact qualified maintenance personnel. ● Ensure that the connection cables are provided with fuses and circuit breakers. Never replace a protective device by a component of a different type. Refer to the manual for the correct part. ● Check before switching the device on whether the available voltage source conforms to the configuration settings of the product as described in the manual.



2. INSTALLATION AND WIRING 2.1. Installation Find a dry and well-ventilated area to mount the Skylla charger and battery. Keep the cable length between the charger and the battery less than 6 meters. The charger may be wall or floor mounted. Vertical mounting improves the air circulation within the charger cabinet and will prolong the lifetime of the battery charger. Wall mounting The unit can best be mounted to a wall using the supplied mounting plate. With this plate fixed to the wall, the charger can be hung on this mounting plate. The charger can then be fixed by installing two screws at the lower backside of the charger. Now the charger is fully secured. Wiring The inlets for the mains cable, the battery cables, the remote functions and the connection to attach the earth cable are located at the bottom of the housing, see Figure 1 for the two output models and figure 3 for the three output models Figure 1 Bottom view of cabinet showing cable entries: two output models 1. Mains cable 2. Remote connections 3. Starter battery 4. Main battery 5. Grounding point



Figure 2 Bottom view of cabinet showing cable entries: three output models



1. Mains cable 2. Remote connections 3. (not present) 4. Main batteries 5. Grounding point
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Connecting earth Connect the grounding point (5) to a real earth-point. Connections to earth have to be according to applicable safety standards. • On a ship: connect (5) to the earth plate or to the hull of the ship. • On land: connect (5) to the earth of the mains. The connection to the earth of the mains has to be according to applicable safety standards. • Mobile applications (a vehicle, a car or a caravan): Connect (5) to the frame of the vehicle. The battery connections of the charger are fully floating with respect to this grounding point.



2.2. Connecting the batteries



FR



Recommended cable cross section: Skylla-i type



25mm
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cable length 1,5m - 6m 35mm2



25mm² to each battery



35mm² to each battery



24/100 (1+1)



35mm2



50mm2



24/100 (3)



35mm² to each battery



50mm² to each battery



ES



24/80 (3)



DE



24/80 (1+1)



cable length up to 1,5m



Appendix



2.2.1. Connecting the starter battery The starter battery has to be connected using wire of at least 2.5mm2. Connect the positive (+) battery-pole to the "Starter battery plus" connector, see figure 2. 2.2.2. Battery connection sequence The Skylla is NOT protected against reverse battery polarity. ("+" connected to "-" and "-" connected to "+"). Follow the installation procedure. The warranty expires when the Skylla becomes defective due to reverse polarity.



The on/off switch at the front of the cabinet does not switch off the mains supply.



Disconnect the mains supply before making or breaking connections to the battery.



1. Disconnect the mains supply. 2. Disconnect battery cables from the battery. 3. Remove the front cover of the charger. 4. Connect battery cables to the charger. 5. Connect battery cables to the battery. 2.2.3 Battery disconnection sequence



When disconnecting the battery cables, be very careful not to accidentally short circuit the battery.



1. Switch off the charger. 2. Disconnect the mains supply. 3. Disconnect battery cables from the battery. 4. Remove the front cover of the charger. 5. Disconnect the negative battery-cable. 6. Disconnect the positive battery-cable. 7. Disconnect all other cables like temperature sensor and/or voltage sensor used with this particular battery.
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+: Main battery plus -: Main battery minus



Starter battery plus



Figure 3 Location of battery connections: two output models



Note: The starter battery can draw current from the battery connected to the main battery terminals in case the starter battery voltage is lower than the main battery voltage. However, the main battery cannot draw current from the starter battery even when the starter battery is fully charged and the main battery is at minimum charge level. Triple output model connections



+A: Battery A plus +B: Battery B plus +C: Battery C plus -: Battery A/B/C minus



Figure 4 Location of battery connections: three output models
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2.3. Other options The wiring of these signals must be done with the mains disconnected from the charger.



NL



CONNECTION BLOCK FOR EXTERNAL SENSORS, SWITCH AND RELAY



FR



+ Temperature sensor



+ Remote on/off



NO



NC COM Alarm relay



DE



+ Voltage sensor



ES



Figure 5 Connector block



To connect the external voltage sensing option, proceed as follows: • connect a red wire (0.75mm2) between the positive battery pole and connector "+ Voltage sensor" • connect a black wire (0.75mm2) between the negative battery pole and connector "- Voltage sensor” • check that the accompanying LED is lit, otherwise check cabling 2.3.2. External temperature sensor The external temperature sensor, supplied with the charger, can be connected to these terminals in order to perform temperature compensated charging of the battery. The sensor is electrically isolated and must be connected to the negative pole of the battery. To connect the temperature sensor, proceed as follows: • connect the red wire to connector "+ Temperature sensor" • connect the black wire to connector "- Temperature sensor" • mount the temperature sensor on the negative pole of the battery • check that the accompanying LED is lit, otherwise check cabling 2.3.3. Remote on/off The wiring of the remote switch requires extra attention. Since this input is quite sensitive it is advised to use twisted wires for this connection. The remote on/off input can also be connected to an open collector optocoupler: the open circuit voltage is 3V and the closed circuit current is 100 µA. When no remote switch is connected the remote on/off terminals must be short circuited by a short wire. The remote on/off input can be connected to a Lithium Battery Management System VE.Bus BMS ('charge disconnect' output) with a Skylla-i remote on-off cable ASS030550400. 2.3.4. Alarm relay connections The alarm relay is triggered by a battery under-voltage situation ( 
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Anleitung Manual Notice 

01.09.2013 - DÃ©claration de la SociÃ©tÃ© Graupner/SJ GmbH . .... for the payment of damages for whatever reasons (including personal injury, death, damage ...
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Anleitung Manual Notice - Graupner 

01.09.2013 - PrÃ¼fen Sie vor dem ersten Einsatz des Modells, ob Ihre Privat-Haftpflichtversicherung den Betrieb von RC-Modellen dieser Art mit einschlieÃŸt.
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

rotate back and forth to engage the spindle-lock ..... repair or replace any part on a electric power tool which, after
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

Wipe clean. Are your hands clean and dry? •. Wipe dry — oils from your hands can lubricate the tubing and ..... ou visit










 


[image: alt]





OWNER'S MANUAL MANUEL D'UTILISATEUR MANUAL ... - Hayneedle 

adjust belts to get a snug fit around your child. ... stroller or your child may fall out. Also, use extra care ..... Yo
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del ... 

ing instructions, read the operator's manual supplied with your charger ..... manuel d'utilisation fourni avec le charge
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

POWER TOOL USE AND CARE. • Do not .... Point the tool downward, twist the collar, and shake .... Reconditioned product a
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

Save all warnings and instructions for future reference. The term " ..... a) When the product is used in a different man
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del ... 

be sure the blade always extends beyond the .... *Every MILWAUKEE V™-technology Li-Ion Battery Pack 18 volts or above is
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Instruction Manual Manual de Instrucciones Manuel d'lnstructions 

17 ago. 2005 - PARTS. Contact an authorized service dea)er for re- placement of damaged or worn parts. • STOP Switch - E
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Operating Manual Manuel d'utilisation Manual de operación 

SH-Series pumps must not be used to pump salt water, sewage, flammable or .... Revise el número de modelo para asegurars
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OWNER'S MANUAL MANUEL D'UTILISATEUR 

Setting Up the Playard. • THIS PRODUCT REQUIRES ADULT ASSEMBLY. • Keep fingers clear of top corners during setup. Be sur
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OWNER'S MANUAL MANUEL D'UTILISATEUR 

information please call Graco's customer service number: ..... Lap Belts with Automatic ... LATCH is defined as anchorag
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owner's manual manuel d'utilisateur manual del propietario 

ESTRANGULACIØN. ARTÓCULOS. ALREDEDOR. COMO. DE. CHUPETE s. SOBRE. CORDONES s NO USE EL COLUMPIO SIN. FUNDA s DEJE DE USA
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OWNER'S MANUAL MANUEL D'UTILISATEUR MANUAL DEL ... 

stroller or your child may fall out. ... DO NOT ALLOW your child to stand on ..... 44. 2. 1. Forward seating • Siège ver
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

The term "power tool" in the warnings refers to your mains-operated (corded) power tool or battery-operated ..... This w
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

Underwriters Laboratories, Inc.,. United States and Canada. Cat III. Classification of transient overvolt- ages, based o
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

of purchase to a MILWAUKEE factory Service/Sales Support Branch location or ... ABLE FOR ANY INCIDENTAL, SPECIAL, CONSEQ
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

attached to a rotating part of the power tool may result in personal ... tool" in the warnings refers to your mains-oper
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owner's manual manuel du propriétaire manual del 

22 nov. 2017 - MANUAL DEL PROPIETARIO ... We suggest that you read this owner's manual before plugging in ..... E4 - dis
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Handleiding schaartrappen Manual Scissor Stairs Betriebsanleitung ... 

a new part will be furnished at no charge. All parts can be exchanged without special .... Australia, Asia and Middle East. Gorter Hatches Pty LtdAustralia. PO Box ...
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del ... 

trique à alimentation par le réseau (à cordon) ou par batterie (sans fil). • Maintenir ... de vêtements amples ni de bij
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instruction manual manual de instrucciones manuel d'instructions 

hood is permitted to be used in conjunction with a gas range, and that both unit ... against any of the edges of the ran
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OPERATOR'S MANUAL MANUEL de L'UTILISATEUR MANUAL del 

parts of the tool “live” and shock the operator. ..... 13. MONTAGE DE L'OUTIL. AVERTISSEMENT Pour minimiser les risques
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