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MIDI PC & CC SPECIFICATION BASIC INFORMATION MIDI Channels Note Numbers Program Change Back Select Response Modes Supported: Mode 1: Omni-On, Poly Mode 2: Omni-On, Mono Mode 3: Omni-Off, Poly Mode 4: Omni-Off, Mono Multi Mode Note-On Velocity Note-Off Velocity Universal System Exclusive Manufacturer System Exclusive



TRANSMITTED Y (1) Y Y (0-99) Y9



RECOGNISED REMARKS Dedicated USB MIDI connection Y (1-16) Tuner mode outputs note data N Y (0-99) N



N N N Y



N N N N N N N N Y



MIDI TIMING AND SYNC. MIDI Clock



TRANSMITTED RECOGNISED REMARKS N N
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Preset store & recall



IMPLEMENTATION CHART FUNCTION Control Change



# 71 72 74 75 76 77 78 79 80 81 82 83 85 86 87 89 90 102 103 104 31 63 105 106 107 108 109 110 111 112 113 114 115 116 117



TRANSMITTED Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-14) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-31) Y (0-127) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-1) Y (0-7)



RECOGNISED Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-14) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-31) Y (0-127) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-100) Y (0-100) Y (0-100) Y (0-100) Y (0-1) Y (0-3) Y (0-1) Y (0-7)



REMARKS Bass Middle Volume Pre Fx On/Off Pre Fx Type Pre Fx Parameter 1 Pre Fx Parameter 2 Pre Fx Parameter 3 Pre Fx Parameter 4 Amp On/Off Amp Type Gate Threshold Modulation On/Off Modulation Type Modulation Parameter 1 Modulation Parameter 2 Modulation Parameter 3 Modulation Parameter 4 Delay On/Off Delay Type Delay Time MSB* Delay Time LSB* Delay Parameter 2 Delay Parameter 3 Delay Parameter 4 Reverb On/Off Reverb Type Reverb Parameter 1 Reverb Parameter 2 Reverb Parameter 3 Reverb Parameter 4 Power Amp On/Off Power Amp Type Cabinet On/Off Cabinet Type



*Delay time is calculated from the combination of the MSB and LSB controller values to form a 14-bit value providing 0-4000ms. [DelayTimeMs = (DelayTimeMSB Command > End of Transmission START OF TRANSMISSION SysEx start byte must be transmitted at the start of every message. SYSEX BYTE NUMBER VALUE 0 0xF0



DESCRIPTION SysEx start byte



HEADER The Header must be transmitted at the start of every message and contains 6 bytes. 1 0x00 Marshall MIDI Manufacturers Association ID1 2 0x21 Marshall MIDI Manufacturers Association ID2 3 0x15 Marshall MIDI Manufacturers Association ID3 4 0x7F Marshall Global Family ID 5 0x7F Marshall Global Model ID 6 0x7F Marshall Global Device ID Note: 0x7F is the Marshall ID global address value that allows all units in the CODE range to be addressed. COMMAND Command bytes vary in length and allow settings to be set and recalled from one of CODE’s 100 presets or it’s current settings. SET CURRENT SETTINGS 7 8 9 PRESET DATA



0x72 0x02 0x00



Access Current Settings Set See below for format of preset data bytes



SET PRESETS 7 8 9 PRESET DATA



0x73 0x02 0xnn



Access Preset Set



Preset Number



See below for format of preset data bytes



RECALL CURRENT SETTINGS 7 8 9



0x72 0x01 0x00



Access Current Settings Recall



0x73 0x01 0xnn



Access Preset Recall



RECALL PRESETS 7 8 9



Preset Number



END OF TRANSMISSION SysEx end byte must be transmitted at the end of every message. LAST



0xF7



SysEx End Byte
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RECEIVING A COMMAND FROM CODE When using the Recall commands specified above CODE will reply with the required preset data using the following format. Start of Transmission > Header > Data > End of Transmission START OF TRANSMISSION SYSEX BYTE NUMBER VALUE 0 0xF0



DESCRIPTION SysEx start byte



HEADER The Header must be transmitted at the start of every message and contains 6 bytes. 1 2 3 4 5 6



0x00 0x21 0x15 0x-0x-0x--



Marshall MIDI Manufacturers Association ID1 Marshall MIDI Manufacturers Association ID2 Marshall MIDI Manufacturers Association ID3 Units Marshall Family ID Units Marshall Model ID Units Marshall Device ID



0x72 / 0x73 0x03 0xnn



Data location, 0x72 = Current settings 0x73 = Preset



DATA 7 8 9 PRESET DATA



Data is being returned



Preset number if applicable



See below for format of preset data bytes



END OF TRANSMISSION LAST



0xF7



SysEx End Byte
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SYSEX PRESET & RECALL OVERVIEW SYSEX BYTE NUMBER 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43



DATA RANGE ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII ASCII FIXED VALUE 0-100 0-100 0-100 0-100 0-100 0-1 0-3 0-100 0-100 0-100 0-1 0-14 0-100 0-1
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PARAMETER Char_1 Char_2 Char_3 Char_4 Char_5 Char_6 Char_7 Char_8 Char_9 Char_10 Char_11 Char_12 Char_13 Char_14 Char_15 Char_16 Char_17 Char_18 0x00 Gain Bass Middle Treble Volume Pedal_State Pedal_Type Pedal_P1 Pedal_P2 Pedal_P3 Pedal_P4 Amp_State Amp_Type Gate_Threshold Modulation_State



SYSEX BYTE NUMBER 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71



DATA RANGE 0-3 0-1 0-100 0-100 0-100 0-1 0-3 0-255 0-255 0-100 0-100 0-100 0-1 0-3 0-100 0-100 0-100 0-100 0-1 0-3 0-1 0-7 0-100 0-100 FIXED VALUE FIXED VALUE FIXED VALUE FIXED VALUE



PARAMETER Modulation_Type Modulation_P1 Modulation_P2 Modulation_P3 Modulation_P4 Delay_State Delay_Type Delay_Time_MSB* Delay_Time_LSB* Delay_P2 Delay_P3 Delay_P4 Reverb_State Reverb_Type Reverb_P1 Reverb_P2 Reverb_P3 Reverb_P4 PowerAmp_State PowerAmp_Type Cabinet_State Cabinet_Type Resonance Presence 0x01 0x02 0x03 0x04



*Delay time is calculated from the combination of the MSB and LSB controller values to form a 14-bit value providing 0-4000ms. [DelayTimeMs = (DelayTimeMSB 
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Specification 

1-Â½ â€� SLIP JO IN T EN D O U TLET W ASTE. D ESCRIPTIO N. â€¢ Chrom e Finish. â€¢ End O utlet W aste o W aste Arm o Tailpiece o Tee o (3) Nuts o (3) W ashers. âœ“.
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Torno Midi Tour Midi-Lathe MIDI-LATHE 

Power Tool Institute, 1300 Sumner Avenue, Cleveland, OH 44115-2851or online at www.powertoolinstitute.com. • National Sa
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

Surgicel Original NuKnit Fibrillar SNoW IFU 2081 2082 2083. 389902R03 San Lorenzo - US / ROW. LAB-0012935 | Rev:4. Relea
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PC-19 PC-25 PC-38 PC-50 

Art. Pico 3/4" común. > Pico no automático de flujo continuo de 314". > Con conexión giratoria. Art. Pico 1" común
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Specification sheet 

Libertad de movimientos. Al carecer de cables, el X12+™ permite libertad de ... El transmisor digital X12+ y el cable Le
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Product Specification - AWS 

25.07.2017 - Eine Kennzeichnung im Sinne der EU- Verordnung EG Nr. 1829/2003 ist nicht notwendig. Das Produkt wurde nicht bestrahlt. Sensorische Eigenschaften. Dimension. Analysekriterium. Wert. Referenzmethode. Aussehen rechteckiger Riegel organolep
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300 Series Specification Sheet 

115. â€¢ Winkel-Ã–sen passend fÃ¼r HangschlÃ¶sser mit bis zu 12 mm BÃ¼gelstÃ¤rke. â€¢ Aus gehÃ¤rtetem Stahl, 5 mm stark. â€¢ Auch besonders zur Sicherung von.
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specification for release - Farnell 

11.10.2004 - 
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GCSE Spanish Specification Specification for first teaching in 2016 

listening, as reading offers more opportunities to slow down, look at unknown items at some leisure and study the ......
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Spanish Specification - Edexcel - Pearson 

6 dic. 2012 - País de Gales (m). Wales. Reino Unido (m) ... thank you very much por favor please saludos best wishes soc
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Download SPECIFICATION - Agrofog 

Apply i gpuplacrfncm. im Mmm iin-Hhul'Ã®-S m. Whg-wrm) Mmmiiy Ã  pri-Rm. apply IÃœ 5 'Mii per pluim! Maint-lin M1 nnilmu-pwd :lupiplpl uf I'md'l bill in' l5 dlgs u:.










 


[image: alt]





300 Series Specification Sheet 

MaÃŸ der AnschraubflÃ¤chen: B: 45 mm, H: 38 mm. 115. â€¢ For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller- ...
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specification for release 

This electronic component is designed and developed with the intention for use in general electronics equipments. Before incorporating the components into ...
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Product Specification - AWS 

03.08.2017 - rechteckiger Riegel organoleptisch. Farbe creme weiß bis leicht gelblich organoleptisch. Geruch/ Geschmack. Kokos organoleptisch. Vollmilchschokolade organoleptisch. Konsistenz fest organoleptisch. Artikelmaße (90%). Dimension. Analysekr
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300 Series Specification Sheet 

For padlocks with shackles up to 12 mm. â€¢ Made of 5 mm hardened steel. â€¢ Also ideal for securing roller-shutters. â€¢ Size of fixing bases (per part):. Width: 45 mm ...
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GCSE German Specification Specification for first teaching in ... - AQA 

02.08.2016 - A specification designed for you and your students. We've worked with a range of teachers to create this specification. We have focussed on ...
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0455-CC 

VMRS JUÁREZ de 11 de abril de 2019, representante legal de la Supervisión de la ... JESUS HIMENEZ JUAREZ. SULLANA .... C
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e,pc 

4 sept. 2018 - e,pc,. No 355 " 2° t 5)11;t9S11. Zma, 5 4 ZJpá o del 2015. Visto, el expediente N° 15-050814-001 que cont
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PC-CAT 

Klingen-Titan-Nitrid-Beschichtung. â€¢ hÃ¶here Schnittgeschwindigkeit. â€¢ geringerer VerschleiÃŸ. â€¢ hÃ¶here Standzeit. Orig inallÃ¤nge. PC-Cat. CAT/Twisted-Pair Ã¸ 4,5 ...
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alegaciones cc 

alegaciones cchttps://gtl-static-media.s3.amazonaws.com/media/.../alegaciones_cc_modelo_original.pdfrelata el árbitro en
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1 PC 1 PC 1 PC 4 PCS 1 PC 8 PCS 4 PCS 1 PC ... - Alera Details 

1 PC. 8 PCS. 4 PCS. 1 PC. ALE-MA43ALS10M. Manufactured for/ Hecho para/ Fabriqué pour Alera / USSCo,. 1 Parkway North, S
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antrasin pc 

ANTRASIN P.C es un fungicida y bactericida mineral con base en Sulfato de Cobre y Sulfato de Calcio, que ha sido usado e
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Mapa PC 

41. 15. 42. 24. 19. 30. 18. 32. 33. 36. 35. 39. 37. 13. 11. 15. 21. 22. 19. 20. 14. 12. 17. 16. 18. 42. 43. 44. 45. 47.
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2017 CC 

2015-21318. Salamanca, Gte. SHAl0859/2017. C.C. INTEGRANTES DE LA COMISiÓN DE DERECHOS HUMANOS. Y ATENCiÓN A GRUPOS VULN










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














