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MP 25 MIXIT – high-performance, low-cost



Putzmeister mixer pumps are some of the most versatile machines of this type on the market.



The MP 25 MIXIT is quickly disassembled into easy-to-handle and portable structural components.



And this is also true for the M 25 MIXIT. It handles all pumpable ready-mixed mortars such as ground coat plasters, adhesive mortars, reinforcement mortars, refractory mortars and texturing plasters etc. – both inside and outside.



Incidentally, the MP 25 MIXIT offers a complete standard equipment with a water pump, D6 power worm parts, a 15 m mortar hose and a 15 m air hose as well as a fine plaster spray gun with swivel coupling, etc. So you see, you’re getting a powerful mixer pump that is immediately ready for operation – and all this for an amazingly favourable price.



Being a typical Putzmeister mixer pump, you can also completely disassemble the MP 25 MIXIT with effortless ease. The modular groups can then be easily loaded into an estate car or carried up to the upper storey on the construction site. There the hoses are connected up and work can begin! Operation is then just simple. Set the water, start up, open the mortar valve... all this just from one side of the machine.



These structural components can then easily be carried in your estate car. Even narrow flights of steps are no longer a problem.



With a conveying performance of up to 25 l/min and an operating pressure of 40 bar, the MP 25 MIXIT offers enough performance for a normal day on the construction site. The well-proven low-wearing „Power Pump“ also contributes considerably towards this. Many mixer pumps have shown in the field that they stir up a great deal of material dust whilst mixing. But this is not the case with the MP 25 MIXIT. It can be driven to almost 100 % empty without any danger of dust and segregation. The result is a better mortar quality and less dust.



Technical Data 



MP 25 MIXIT



Conveying performance 



up to 25 l/min



Conv. pressure (D6 Power) 



40 bar



Max. conv. distance* 



40 m



Max. vertical height* 



15 m



Mixing pump drive Drive star-wheel 



el. motor 5.5 kW, 400 V, 50 Hz el. motor, 1.1 kW



Waterpump 



3.4 m3/ h, 0.78 kW



Compressor 



200 l/min, 0.55 kW



Hopper content Weight Dimensions (L x W x H) Part no. 



115 l 240 kg 1,324 x 728 x 1,443 mm



Subject to technical modifications and errors © by Putzmeister Mörtelmaschinen GmbH 2014 All rights reserved Printed in Germany (21405Sc) MM 3476-10 GB * Maximum theoretical values listed. Maximum output and pressure cannot be achieved simultaneously.



MP 25 has been well-known for many years in the mixer pump trade for unrestricted operational possibilities and for easy disassembly of the machine.



111 417.168



Material vessel and mixer pipe are separated from each other. They open the valve and the dry material enters the mixing chamber.
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mixer - Soundland 

the lesser of the price you have paid for the product or the cost of repair or replacement of any components that malfunction under conditions of normal use. ...... Utilice solo soportes y fijaciones que sean robustos y adecuados cuando instale el eq
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Insider FT2 - SIS Machinery 

controls the whole manufacturing process. GrÃ¢ce au superviseur il est possible de gÃ©rer aisÃ©ment et intuitivement l'importation et la gestion des charges de ...
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MP BH02MF.cdr 

Prepare the room before starting the assembly, leaving it completely clean and the area in good condition to start the w
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MP BPL23MF.cdr 

Assim, você evita avarias nas peças durante o processo de montagem. Cubrir la zona de ensamble con una manta o alfombra.
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MP BPL24MF.cdr 

Utilize o papelão da própria embalagem para separar e apoiar as peças retiradas das caixas. Use the cardboard of the pac
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MP BPP11MF.cdr 

Dimensões e ferramentas. Dimensions and tools. Dimensiones y herramientas. Dimensões: Dimensiones: L: 445 A: 1150 P: 350
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MP BPP01MF.cdr 

Antes de começar a montagem prepare o ambiente, deixando-o completamente limpo e com bom espaço para iniciar o trabalho.
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MP BPP41MF.cdr 

COSTA GAVETA. 2. 021. LATERAL ESQUERDA GAVETA. 2. 022. PÉS. 4. 023. TOP. RIGHT SIDE. FRONT DRAWER. SHELF. LEFT SIDE. LON
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MP BR563MF.cdr 

Leia atentamente este manual e siga os passos indicados para que o produto nÃ£o perca a garantia e tambÃ©m para uma perf
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MP BE08MF.cdr 

Encaixe as peças 04 e 05, de acordo com a imagem. Fit pieces 04 and 05, according the image. Junte las piezas 04 y 05, d
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MP BL03MF.cdr 

COSTA MAIOR. COSTA MENOR. PORTA. RODAPE. 6. 4. 2. 2. 1. 2. 002. 003. 004. 005. 006. 007. SIDE ... Fixe os pés redondos u
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MP BPP21MF.cdr 

2. 008. 009. 010. 020. 021. LATERAL ESQUERDA GAVETA 2. 022. TOP. RIGHT SIDE .... Encaixe a peça 08 entre os espaços espe
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MP BR363MF.cdr 

COD BR: BR 363. COD US: 174AMC174, 174AMC188, 174AMC208, 174AMC213. COSTA. 1. BACK. REVÃ‰S. 1. 1. 010. 010. 010. PEÃ‡A D
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Food Machinery Grease 

7 dic. 2016 - Corrosión de Cobre, ASTM D4048. 1b. Cuatro Bolas EP, ASTM D2596, Carga de Soldadura, kgf. 500. Descaste de
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Food Machinery Oil 

7 nov. 2016 - Color, ASTM 1500. 0.5. 0.5. 0.5. 0.5. 0.5. Color, Saybolt. +30. +30. +30. +30. +30. Punto de Inflamación (
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CatEko_2013_EFD_Lr.pdf - Maginn Machinery 

en option un eiectrc-mandrin a 4,5KVV avec vitesse jusdua 78.000 tpm et un groupe de perÃ§age charniÃ¨re configurable. Standbohreinheit Nr. 7, einzeln ...
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Hand Mixer - HamiltonBeach.com 

Pour batter into a greased and floured 10-inch tube pan. Bake for about 1 hour and ...... Con la batidora, bata la mante
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Digital Portable Mixer - Sony 

frecuencia de muestreo de 48 kHz o. 96 kHz. Convierte las señales analógicas a señales digitales de 24 bits y emite seña
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concept 350 - Forza Machinery 

Le rÃ©glage de la profondeur de la rainure ou incision est faite par simple rotation ..... x 177 mm) Bildschirmsteuerung
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Power Mixer Maxtone 

10 '' Woofer. • Trompa: 3 x 7 '' Trompa piezoeléctrico con protector. • Detalles: Gabinete incorporado. • Materiales: Co
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KITCHENAID® STAND MIXER WARRANTY 

50 United States, District of. Columbia, and Puerto Rico, call toll-free 1-800-541-6390. Or write to: Customer Satisfact
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Untitled - Maginn Machinery 

info abiesse.co.uk www.biesse.co.uk. 40 mm. 60 mt/min. 1300 mm. 30 m/min ... Ma. patented chain truck. ... Service: Tel. +46 (0)471 25170_Fax +46 (0)471 25107 biesse.scandinavia @jonstenberg.se ... Le BlevÆ�e e efectue dans le respect des normes NE E
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MP BE43MF.cdr 

Connect pieces 04 and 13 using hardware EF 000132. Junte las piezas 04 y 13 utilizando el herraje EF 000132. Utilize a c
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MP BPP23MF.cdr 

W: 35.43 H: 24.80 D: 13.78 inches. L: 900 A: 630 P: 350 mm. UTILIZE ALCOOL PARA REMOVER O NUMERO DAS PEÇAS. USE ALCOHOL
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