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5 (4) + 5 (6) + 7.5 + 10 + 20 + 50. Single rating Capacitor Combinations. Connect across Common Terminal and Jumped Term 

















 PDF Herunterladen 



 PNG-Bilder






 855KB Größe
 8 Downloads
 327 Ansichten






 Kommentar


























®



multi-rated capacitor



Installation instructions



installation Instructions 1. Determine the capacitance required for the motor(s) being operated or from the technical manual. 2. Refer to chart for correct configuration. 3. Use jumper wires to make correct values. 4. Use the pen to record the values you have used in the boxes provided on the capacitor. 5. Secure the capacitor to the motor using original mountings or zip ties. CAUTION: It is important for proper operation that the capacitor is adequately ventilated. Do not mount in the cardboard packaging or in any manner that insulates the capacitor or restricts air flow around it. 6. Connect leads from the motor(s) to the capacitor. If two motors, the common (black) terminal ONLY can be used for both.



Instrucciones 1. Determina la capacidad requirido para el motor(s) que esta operando o del manual. 2. Compruebe la configuración correcta en la esquema. 3. utilice los cables de conexión para obtener el/los valor(es) correcto(s). 4. Utilice el bolígrafo para registrar los valores que ha utilizado en las casillas correspondientes que aparecen en el condensador. 5. Fije el condensador universal al motor por medio de los elementos de montaje orginales o fijaciones de cremallera. 6. Conecte el cable de el/los motor(es) al de el/los condensador(es). Si son doz motores, el terminal común (negro) SOLO puede ser utilizado para ambos motores.



Single rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Compressor/Fan Total Cap Terminal(s) 4 5 6 7.5 10 12.5 15 17.5 20 25 27.5 30 32.5 35 37.5 40 42.5 45* 47.5 50 55 57.5 60 62.5 65 67.5 70 72.5 75 77.5 80 82.5 85 87.5 90 92.5 95* 97.5



5 (4) 5 (6) 5 (6) 7.5 10 5(6) + 7.5 5(6) + 10 7.5 + 10 20 5 (4) + 20 7.5 + 20 10 + 20 5 (6) + 7.5 + 20 5 (6) + 10 + 20 7.5 + 10 + 20 5 (4) + 5 (6) + 10 + 20 5 (6) + 7.5 + 10 + 20 5 (4) + 5 (6) + 7.5 + 10 + 20 5 (4) + 5 (6) + 7.5 + 10 + 20 50 5 (4) + 50 7.5 + 50 10 + 50 5 (6) + 7.5 + 50 5 (6) + 10 + 50 7.5 + 10 + 50 20 + 50 5 (6) + 7.5 + 10 + 50 5 (4) + 20 + 50 7.5 + 20 + 50 10 + 20 + 50 5(6) + 7.5 + 20 + 50 5(6) + 10 + 20 + 50 7.5 + 10 + 20 + 50 5 (4) + 5 (6) + 10 + 20 + 50 5(6) + 7.5 + 10 + 20 + 50 5 (4) + 5 (6) + 7.5 + 10 + 20 + 50 5 (4) + 5 (6) + 7.5 + 10 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.



Dual rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Total 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4



Fan Terminal 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4) 5 (4)



Compressor Total Terminal(s) 20 22.5 25 27.5 30 32.5 35 37.5 40* 45* 50 55 57.5 60 62.5 65 67.5 70 72.5 75 77.5 80 82.5 85 87.5 90*



20 5 (6) + 7.5 + 10 5 (6) + 20 7.5 + 20 10 + 20 5 (6) + 7.5 + 20 5 (6) + 10 + 20 7.5 + 10 + 20 5 (6) + 7.5 + 10 + 20 50 50 5 (6) + 50 7.5 + 50 10 + 50 5 (6) + 7.5 + 50 5 (6) + 10 + 50 7.5 + 10 + 50 20 + 50 5 (6) + 7.5 + 10 + 50 5 (6) + 20 + 50 7.5 + 20 + 50 10 + 20 + 50 5 (6) + 7.5 + 20 + 50 5 (6) + 10 + 20 + 50 7.5 + 10 + 20 + 50 5 (6) + 7.5 + 10 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.



Dual rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Total 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5



Fan Terminal 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6)



Compressor Total Terminal(s) 20 22.5 25 27.5 30 32.5 35 37.5 40* 45* 50 55 57.5 60 62.5 65 67.5 70 72.5 75 77.5 80 82.5 85 87.5 90*



20 5 (4) + 7.5 + 10 5 (4) + 20 7.5 + 20 10 + 20 5 (4) + 7.5 + 20 5 (4) + 10 + 20 7.5 + 10 + 20 5 (4) + 7.5 + 10 + 20 50 50 5 (4) + 50 7.5 + 50 10 + 50 5 (4) + 7.5 + 50 5 (4) + 10 + 50 7.5 + 10 + 50 20 + 50 5 (4) + 7.5 + 10 + 50 5 (4) + 20 + 50 7.5 + 20 + 50 10 + 20 + 50 5 (4) + 7.5 + 20 + 50 5 (4) + 10 + 20 + 50 7.5 + 10 + 20 + 50 5 (4) + 7.5 + 10 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.



Dual rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Total 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6



Fan Terminal 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6) 5 (6)



Compressor Total Terminal(s) 20 22.5 25 27.5 30 32.5 35 37.5 40* 45* 50 55 57.5 60 62.5 65 67.5 70 72.5 75 77.5 80 82.5 85 87.5 90*



20 5 (4) + 7.5 + 10 5 (4) + 20 7.5 + 20 10 + 20 5 (4) + 7.5 + 20 5 (4) + 10 + 20 7.5 + 10 + 20 5 (4) + 7.5 + 10 + 20 50 50 5 (4) + 50 7.5 + 50 10 + 50 5 (4) + 7.5 + 50 5 (4) + 10 + 50 7.5 + 10 + 50 20 + 50 5 (4) + 7.5 + 10 + 50 5 (4) + 20 + 50 7.5 + 20 + 50 10 + 20 + 50 5 (4) + 7.5 + 20 + 50 5 (4) + 10 + 20 + 50 7.5 + 10 + 20 + 50 5 (4) + 7.5 + 10 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.



Dual rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Total



Fan Terminal



Total



Fan Terminal



7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5



10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10



7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5



10 10 10 5 (4) - 5 (6) 5 (4) - 5 (6) 5 (4) - 5 (6) 5 (4) - 5 (6) 5 (4) - 5 (6) 10 10 10 10 10 10 10 10



Compressor Total Terminal(s) 20 25 30 35 40 45* 50 55 60 65 70 75 80 85 90



20 5 (4) + 20 10 + 20 5 (6) + 10 + 20 5 (4) + 5 (6) + 10 + 20 50 50 5 (4) + 50 10 + 50 5 (6) + 10 + 50 20 + 50 5 (4) + 20 + 50 10 + 20 + 50 5 (6) + 10 + 20 + 50 5 (4) + 5 (6) + 10 + 20 + 50



Compressor Total Terminal(s) 20 25 27.5 30 35* 37.5 45* 50 55 57.5 60 65* 70 75 80 85*



20 5 (4) + 20 7.5 + 20 10 + 20 7.5 + 10 + 20 7.5 + 10 + 20 50 50 5 (4) + 50 7.5 + 50 10 + 50 5 (4) + 5 (6) + 7.5 + 50 20 + 50 5 (4) + 20 + 50 5 (4) + 5 (6) + 20 + 50 5 (4) + 5 (6) + 7.5 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.



Dual rating Capacitor Combinations



Connect across Common Terminal and Jumped Terminal(s) Total



Fan Terminal



Compressor Total Terminal(s)



Total



Fan Terminal



Compressor Total Terminal(s)



12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5



15 15 15 15 15 15 15 15 15 15 15 15 15



5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5 5 (6) - 7.5



5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10 5 (6) - 10



20 25 30 35 45* 50 55 60 65 70 75 80 85



20 25 27.5 30* 45* 50 55 57.5 60* 70 75 77.5 80*



20 5 (4) + 20 10 + 20 5 (6) + 10 + 20 50 50 5 (4) + 50 10+50 5 (6) + 10 + 50 20 + 50 5 (4) + 20 + 50 10 + 20 + 50 5 (4) + 10 + 20 + 50



20 5 (4) + 20 7.5 + 20 5 (6) + 7.5 + 20 50 50 5 (4) + 50 7.5 + 50 5 (4) + 7.5 + 50 20 + 50 5 (4) + 20 + 50 7.5 + 20 + 50 5 (4) + 7.5 + 20 + 50



*IMPORTANT! After installation check motor operating amperes to insure that they are within the manufacturer’s specifications.
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El Condensador (capacitor) 

Este es un circuito inicialmente descrito en 1833 por Samuel Hunter Christie (1784-1865). No ..... V es la tensión en lo
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Sustitución de un capacitor de Atari 

Esta guía le ayudará a reemplazar uno de los condensadores en la Atari Lynx. Específicamente, es el condensador C10 que
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fan motor capacitor wiring diagram also ac motor repalcement parts dbid qz7xz 
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