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N300 Wireless PoE Access Point

4 Gigabit Ports and 2 Mini-GBIC Slots. • CD-ROM (User's Guide). • Power adapter (12V DC, 1A). • Mounting kit. 300Mbps Wi 
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N300 Wireless PoE Access Point TEW-653AP(V1.0R) The N300 Wireless PoE Access Point (model TEW-653AP) combines high speed wireless n coverage with Power over Ethernet (PoE) technology* to deliver up to 12x the speed and 4x the coverage of wireless g**. Define a weekly power saving schedule, view real time network traffic charts, turn off the flashing LED indicators, and assign individual VLANs*** for up to 4 separate SSIDs. Advanced antenna technology (MIMO) delivers superior range and eliminates dead spots. Synchronize wireless clients at the touch of a button with Wi-Fi Protected Setup (WPS). Advanced encryption protects valuable data and WMM® Quality of Service (QoS) technology prioritizes video and audio packets.



FEATURES • Wi-Fi compliant with IEEE 802.11n and IEEE 802.11b/g standards • Power device by an Ethernet cable using IEEE 802.3af Power over Ethernet (PoE) protocol • Functional Access Point, WDS and Repeater modes provide network flexibility • Advanced wireless security with 64/128-bit WEP, WPA/WPA2-RADIUS and WPA-PSK/WPA2-PSK • Supports multiple SSIDs (up to 4 SSIDs) with 802.1q VLAN tagging (AP mode) • High-speed data rates up to 300Mbps using 802.11n connection • Monitor bandwidth allocation through graphical interface • Wi-Fi Protected Setup (WPS) integrates wireless clients quickly • 802.1X Authentication protocol support • Wi-Fi Multimedia (WMM) Quality of Service (QoS) data prioritization • Management via web browser • SNMP (v1, v2c) support • 3-year limited warranty



* Optional power port and power adapter provided for non-PoE installations. *** Maximum wireless signal rates are referenced from IEEE 802.11 theoretical specifications. Actual data throughput and coverage will vary depending on interference, network traffic, building materials and other conditions. *** Virtual Local Area Networks (VLAN) created separately by Web Smart switches, Managed Layer 2 switches or third party



TEW-653AP rev:07.19.2010



N300 Wireless PoE Access Point TEW-653AP(V1.0R)



SPECIFICATIONS Hardware Standard



• IEEE 802.3 (10Base-T), IEEE 802.3u (100Base-TX), IEEE 802.11b, IEEE 802.11g, IEEE 802.11n, 802.3af



Interface



• 1 x 10/100Mbps Auto-MDIX PoE LAN port



LED Indicators



• Power/Status, LAN, WLAN



Button



• Reset button – restores factory default settings



Power Supply



• Active Ethernet (Power over Ethernet, IEEE802.3af )-48VDC/0.375A



Power Consumption



• 6 watts (max)



Dimensions (Diameter x Height)



• 120mm x 50mm (4.72 x 1.97 in.)



Weight



• 280g (9.87 oz)



Temperature



• Operating: 0° ~ 45°C (32° ~ 113°F)



Humidity



• 5% ~ 95% typical (non-condensing)



Certifications



• CE, FCC



• Power adapter 12V/1A



• Storage: -20°C ~ 70°C (-4° ~ 158° F)



Wireless Module Technique



• OFDM: BPSK, QPSK, 16-QAM, 64-QAM, DBPSK, DQPSK, CCK



Modes



• Access Point, WDS Bridge, Repeater



Antenna



• 4dBi smart internal antenna



Frequency



• 2.412 ~ 2.472 GHz



Management



• Web browser (HTTP); SNMP v1, v2c



Data Rate (Auto Fallback)



• 802.11n: up to 300Mbps



Output Power



• 802.11n: 18dBm (typical) @ 300Mbps



• 802.11g: up to 54Mbps



• 802.11b: up to 11Mbps



• 802.11g: 18dBm (typical) @ 54Mbps • 802.11b: 17dBm (typical) @ 11Mbps



Receiving Sensitivity



• 802.11n: -61dBm



Encryption



• 64/128 bit WEP, WPA-PSK/WPA2-PSK, WPA/WPA2-RADIUS



Channels



• 1-11 (FCC), 1-13 (ETSI)



• 802.11g: -72dBm • 802.11b: -89dBm
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NETWORKING SOLUTIONS



PACKAGE CONTENTS • TEW-653AP • Multi-Language Quick Installation Guide



300Mbps Wireless N PoE Access Point



• CD-ROM (User's Guide)



(TEW-653AP)



• Power adapter (12V DC, 1A) • Mounting kit



300Mbps Wireless N PCI Adapter (TEW-623PI)



Mini Wireless N Speed USB Adapter (TEW-649UB)



RELATED PRODUCTS TPE-224WS



24-Port 10/100Mbps Web Smart PoE Switch with 4 Gigabit Ports and 2 Mini-GBIC Slots



TEW-623PI



300Mbps Wireless N PCI Adapter



TEW-649UB



Mini Wireless N Speed USB Adapter



TPE-80WS



8-Port Gigabit Web Smart PoE Switch



ORDER INFORMATION 20675 Manhattan Place,Torrance, CA 90501 USA Tel: 1-310-961-5500 Fax: 1-310-961-5511 Web: www.trendnet.com Email: [email protected]



To Order Please Call:



1-888-326-6061 TRENDnet is a registered trademark. Other Brands and product names are trademarks of their respective holders. Information provided in this document pertain to TRENDnet products and is subject to change at any time, without notice. For the most recent product information please visit http://www.trendnet.com. Copyright © TRENDnet. All Rights Reserved. 
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Wireless 150N Access Point 

Der INTELLINET NETWORK SOLUTIONS Wireless 150N Access Point ist das ... UnterstÃ¼tzt WEP und WPA/WPA2 (TKIP und AES) DatenverschlÃ¼sselung.










 








wireless-n access point handbuch 

Netzwerke inklusive der kabelgebundenen. NetzwerkgerÃ¤te. Bis zu vier weitere Access. Points kÃ¶nnen in diesem Modus verbunden werden. AP Bridge-WDS.










 








High-Power Wireless AC1750 Dual-Band Gigabit PoE Access Point 

450 Mbit/s Wireless N (2,4 GHz) + 1300 Mbit/s Wireless AC (5 GHz), WDS, Wireless ... UnterstÃ¼tzt WEP- und WPA/WPA2- (TKIP und AES) DatenverschlÃ¼sselung.










 








wireless 300n outdoor poe access point handbuch - Intellinet Network 

und Ausschalten des GerÃ¤ts nachprÃ¼fen lÃ¤sst, sollten Sie die StÃ¶rungen durch eine oder mehrere der ..... Wenn Sie wissen, dass eine Channel-Nummer von ...










 








525800 - Intellinet Wireless 300N PoE Access Point - Intellinet Network 

a sharp object to push in the reset button. Do that for about 6 seconds and the Access Point will automatically restore the factory settings and restart. Bracket Attachment Points: Wall or ceiling mount installation requires affixing the bracket. (Fi










 








High Power Wireless 300N PoE Access Point zur 

Mehrere LÃ¶sungen in einem GerÃ¤t. Der INTELLINET High Power Wireless 300N PoE Access Point zur Deckenmontage dient mehreren Zwecken - als. Access Point fÃ¼r Ihr WLAN mit UnterstÃ¼tzung von mehreren SSIDs und tagged VLANs oder als Bridge fÃ¼r Point-t










 








wireless 300n outdoor poe access point quick ... - Intellinet Network 

sur le CD inclus ou sur intellinet-network.com. Installation ... options de configuration — se trouvent dans le manuel d










 








Wireless 300N Outdoor PoE Access Point - Intellinet Network 

802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, ... IEEE 802.11g (54 Mbps, 48 Mbps, 36 Mbps, 24 Mbps, 18 Mbps, 12 Mbps, ...










 








High Power Wireless 300N PoE Access Point zur Deckenmontage 

802.11b: Direct Sequence Spread Spectrum (DSSS): DBPSK, DQPSK, CCK. - 802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, 16QAM,. 64QAM. - 802.11n: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, 16QAM,. 64QAM. â€¢ 










 








High-Power Wireless AC1200 Dual-Band Gigabit PoE Access Point 

LAN-Port: 1 RJ45 10/100/1000 Mbit/s Daten- und Stromeingang (PD port). â€¢ Flash: 8 MB. â€¢ RAM: 64 MB DDR2 ... Kurzanleitung. â€¢ Installations-CD. â€¢ Netzteil.










 








Read Ultimate Fake Access Point - Wireless ... - WordPress.com 

Welcome My name is Elsa Calderon and i'm here to discuss my views on this ... Power Of Hacking 6) You would then see som










 








WIRELESS N ACCESS POINT QUICK INSTALL GUIDE 

CONNECTIONS. 1. Use the included Ethernet cable to connect your router or switch/hub to the LAN port on the back panel o










 








Wireless MIMO Multi-Function Access Point 

garantizar el respeto a los límites de compatibilidad electromagnética. En la .... de cualquier dispositivo inalámbrico,










 








Access Point 300N con PoE - Intellinet Network 

OFDM: 15 dBm +/- 1.5 dBm (54 Mbps, 40 mW máx.) - CCK: 17 dBm +/- 1 dBm (11 Mbps, 63 mW máx.) • Sensitividad del receptor










 








Wireless 150N Access Point - Intellinet Network 

Der INTELLINET NETWORK SOLUTIONS Wireless 150N Access Point ist eine ... UnterstÃ¼tzt WEP und WPA/WPA2 (TKIP und AES) DatenverschlÃ¼sselung.










 








High Power Wireless G Access Point 

LEDs fÃ¼r Power, Status, Wireless Link/Act, LAN 1 Link/Act, LAN 2 Link/Act, Bridge, WEP,. WPA, MAC Control. â€¢ Zertifikate: FCC Class B, CE Mark, RoHS. LEDs.










 








Wireless 300N Access Point - Intellinet Network 

802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, ... IEEE 802.11g (54 Mbps, 48 Mbps, 36 Mbps, 24 Mbps, 18 Mbps, 12 Mbps, ...










 








Wireless 300N Access Point - Intellinet Network Solutions 

Zugriffskontrolle durch (MAC) Filter. â€¢ Antennen: - 2 entfernbare Dipole-Antennen mit 3 dBi Gewinn. - 2T2R MIMO Modus (2 Sender, 2 EmpfÃ¤nger). LEDs. â€¢ Strom. â€¢ WLAN Link/AktivitÃ¤t. â€¢ LAN Link/AktivitÃ¤t. Betriebsumgebung. â€¢ Abmessungen: 1










 








Wireless 150N Access Point - Intellinet Network 

802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, ... IEEE 802.11g (54 Mbps, 48 Mbps, 36 Mbps, 24 Mbps, 18 Mbps, 12 Mbps, ...










 








Access Point 300N PoE para Exteriores - Intellinet Network 

OFDM: 15 dBm +/- 1.5 dBm (54 Mbps, 40 mW máx.) - CCK: 17 dBm +/- 1.5 dBm (11 Mbps, 63 mW máx.) • Sensitividad del recept










 








high-power wireless ac1750 dual-band gigabit poe access point ... - ELV 

forget your password, you can reset the device back to factory settings. This resets everything to the default settings.










 








Access Point 150N 

desactivación del broadcast del SSID y soporte de los mecanismos recientes de encriptación de datos. Features: Hasta 150










 








wireless n access point quick install guide - Intellinet Network Solutions 

permet alimenter le point d'accčs via le port LAN s'il est branché ŕ une source d'alimentation ... La DEL WLAN s'allume










 








High-Power Wireless 150N Outdoor Access Point - Intellinet Network 

802.11g: Orthogonal Frequency Division Multiplexing (OFDM): BPSK, QPSK, ... IEEE 802.11g (54 MBit/s, 48 MBit/s, 36 MBit/s, 24 MBit/s, 18 MBit/s, 12 MBit/s, ...
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