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Outdoor Wireless Remote ... - Jackson Systems

Before drilling holes for mounting the Remote Sensor, verify the area(s) chosen for mounting allows good wireless commun 
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F145RF-1600 Indoor/Outdoor Wireless Remote Sensor for 1F98EZ-1621 INSTALLATION INSTRUCTIONS



Save these instructions for future use! FAILURE TO READ AND FOLLOW ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLING OR OPERATING THIS CONTROL COULD CAUSE PERSONAL INJURY AND/OR PROPERTY DAMAGE.



1F98EZ-1621 will accept up to 3 remote sensors      1 Model 1F98EZ-1641      Includes Comfort/User Interface, Equipment Control outdoor. and onefor Wireless Remote Sensor Remote Sensor (outdoor location)



Wireless Indoor/Outdoor Remote Sensor F145RF-1600



Comfort Interface Equipment Control Module



NOTE For heat pump application, outdoor remote sensor can be used for dual fuel outdoor temperature setting. See Homeowner       26, menu #21.



SPECIFICATIONS Operating Temperature range: ..... Battery ......................................... Operating Humidity Range........... Color ............................................ Weight ......................................... Dimensions ..................................



INDEX 0o to 120o 2 “AA” Alkaline Batteries 0 to 85% RH (non-condensing) Classic White Weighs less than 0.25 lb. 5”H x 3”W x 2”D



Page Locate and Mount Remote Sensor Powering the Remote/Connecting to 1F98EZ-1621   



     How to Identify the Sensor Number How to Check Battery Status   



    



  Troubleshooting



2 2 3 4 4 4 4



PART NO. 37-7247B www.white-rodgers.com www.emersonclimate.com



Replaces 37-7247A 1137



LOCATE AND MOUNT REMOTE SENSOR IMPORTANT Before drilling holes for mounting the Remote Sensor, verify the area(s) chosen for mounting allows good wireless communication to the Equipment Control Module. Place the remote(s) where they will be mounted (but do not drill holes yet)                 "$%  & 



'   location may be required. 



Indoor Remote Sensor Locate Wireless Remote Sensor(s) 5’         Comfort Interface and Remote Sensor location.     



     



Base



   



Use base to mark mounting hole location on wall. Drill mounting holes. Remote sensor can be attached to wall after checking operation. For indoor use, the bracket is optional.



2 “AA” batteries Mounting Holes



Outdoor Remote Sensor If the sensor is going to be used outdoors, clip the indoor/outdoor jumper labelled W1.



Up



Locate wireless remote sensor setup out of direct sunlight. Direct



!    



Mounting holes



Make sure it is mounted in upright position and in a dry location  " 



NOTE



Bracket mounting holes



            



 # "



 "   from the mounting surface and away from water buildup.



Clip W1 for outdoor use



Install mounting bracket to wall at desired location. Outdoor Remote Sensor can be attached to mounting bracket after checking wireless operation.



POWERING THE REMOTE/CONNECTING TO 1F98$*+1621 Press Connect button



Press Connect button
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POWER



1. $    %& '  2. Go to Equipment Control and press the Connect button. Equipment Control Status LED will blink green indicating



   



   3. Press and hold the Connect button located on the inside of    %&  '     #'  *+%&    amber indicating the sensor number assigned. 1' 0  1 2'  0  2 3'   0  3 4'  0  4



Equipment Control Module 2



Remote Sensor



CONFIRM WIRELESS DEVICES ARE COMMUNICATING



1



At the Comfort Interface, press the Menu button once and release.



2



Press the Connect button once and release. Comfort Interface display will indicate 1   until (CTL) control and wireless icon are found. If no communication, it will show 3   (see Troubleshooting below)



3



Press the Next button once, RS-1 (Remote sensor) should be displayed if a remote sensor is installed. Temperature displayed is the temperature at the remote sensor. Press Next      1 2RS-2, RS-3, ORS-4 (outdoor), RAS.



&*   1* 2 Sensor Number



Remote Sensor 1 (if installed)



Remote Sensor 2 (if installed)



Remote Sensor 3 (if installed)



NOTE Battery icon ( ) shows battery status for each remote.



Outdoor Remote Sensor (if installed)



4



#  1* 2



Press the Run button to return to Home screen. 3



HOW TO IDENTIFY THE SENSOR NUMBER At the remote sensor, momentarily press the Connect button     3%& '    number assigned. 1' 0   1 2'  0  2 3'  0  3 4'  0  4



HOW TO CHECK BATTERY STATUS 1. Press the Menu button once on the Comfort Interface and release. 2. Press the Connect button once and release. Comfort Interface display will indicate 1   until (CTL) control is found. 3. Continue pressing and releasing the Next  the battery icon for all remote sensors (RS 1, RS 2, RS 3 or ORS). If battery needs to be replaced “Change  will be displayed for the remote sensor listed on the screen.



Sensor battery



REMOVE WIRELESS DEVICES FROM THE WIRELESS SYSTEM 1. At the Comfort Interface, press Menu button once. 2. Press the Connect button. 3. Press and release the Next button until the display shows the   +CTL, RS 1, RS 2, RS 3 or ORS.  3%1&*  4 2 RS 1 (Indoor remote sensor 1) RS 2 (Indoor remote sensor 2) RS 3 (Indoor remote sensor 3) ORS (Outdoor remote sensor 4) RAS (Return Air Sensor - do not delete) 4. Press and hold the and buttons simultaneously to   $      + press Next  



   !   5. Press the Run button to exit the menu.



TROUBLESHOOTING Symptom



Possible Cause



Correction Action



The Comfort Interface display will alternately &        4   Sensor number (RS 1, RS 2, RS 3 or ORS) and two dashes (--)



 &* 4  are located too far apart. Batteries are dead.



    &*  Control Module. Replace batteries.
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F145RF-1600 Interior/Exterior inalámbrico Sensor remoto para 1F98EZ-1621 INSTRUCCIONES DE INSTALACCIÓN



¡Guarde estas instrucciones para uso futuro! EL NO LEER Y SEGUIR CON CUIDADO TODAS LAS INSTRUCCIONES ANTES DE INSTALAR O UTILIZAR ESTE CONTROL PODRÍA CAUSAR LESIONES PERSONALES Y/O DAÑOS MATERIALES.



1F98EZ-1621 acepta hasta 3 sensores remotos      Model 1F98EZ-1641      Includes Comfort/User Interface, Equipment Control and one    Wireless Remote Sensor Sensor remoto (ubicación externa)



Inalámbrico para Interior/Exterior F145RF-1600



Interfaz de confort Módulo de control del equipo



NOTA En aplicaciones de bomba de calor, el sensor remoto externo puede utilizarse para el ajuste de temperatura externa de doble combustible. Vea en la Guía del propietario “Opciones del menú



 56 26, menú N.° 21.



ÍNDICE



ESPECIFICACIONES



Página Rango de temperatura de transporte: ... 0° a 120° Pilas ................................................. 2 pilas alcalinas “AA” Rango de humedad operativa ................ 0 a 85% RH (sin condensación) Color ................................................. Blanco Clásico Peso .................................................. Pesa menos de 0.25 lb. Dimensiones ................................................. 5 pulg. Al x 3 Pulg. An X 2 pulg. P



Ubicación y montaje del sensor remoto Alimentación del control remoto/Conexión a 1F98EZ-1621  7*  



     8   se están comunicando 7   9   Cómo comprobar el estado de la pila Desinstalación de los dispositivos inalámbricos del sistema inalámbrico Solución de problemas
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2 2 3 4 4 4 4



UBICACIÓN Y MONTAJE DEL SENSOR REMOTO IMPORTANTE 7         8  9 9 6     :   ;    5 6;    9  9        =       ?>@    57   5  1     6    "$%      6 :9         ;  5 Cubierta



Sensor remoto interno ; *        8  5 pies del suelo en un lugar *       


   ^1,5 m du sol, à un  * ?   ! ?  module de confort et le détecteur à distance.  =  ?{  +



= [    |   



   [  `  



]  Glissez le    de la base



; 



=  *     +



 =   %?}!?



   ?



2 piles « AA »



   [ 



 ^ [ ? +     



Trous de montage



Détecteur à distance d’extérieur   ?  



?^ [!? + = ?^ [?     +   ??? 







Trous de montage



_? =* ?    ?^   +  



+} 5  REMARQUE



Trous de montage du







)      *  &      &  +&  ,+    &  (+&/& !%&  (   %    ? [!? ^ [?    *   [
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ALIMENTATION DU DÉTECTEUR/BRANCHEMENT AU 1F98$*+1621 Enfoncez le bouton Connect



Enfoncez le bouton Connect
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=   Connect12%&%[?\  ^\9     +  * ? ? *     3. Enfoncez et tenez le bouton Connect ?^ [ ?  ?^
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69-1709EFS - C7089 Outdoor Sensor - Jackson Systems 

1. Wire the C7089 Outdoor Sensor to S1 and S2 terminals on the thermostat. If leadwire provided ... 1985 Douglas Drive N
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quick start - Jackson Systems 

If this thermostat is replacing a thermostat that contains mercury in a ... near air vents, in direct sunlight, or near
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69-2091EFS-07 - RedLINK™ Wireless System - Jackson Systems 

Wiring must comply with local electrical codes. ..... 35 Media Room ..... television reception, which can be determined
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frequency list wireless systems 

It is needed to contact the National Spectrum Management Authority. ... conditions for the 694-790 MHz (â€š700 MHz') frequency band in the EU for the provision of ...
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frequency list wireless systems 

LD SystemsÂ® is a brand of the Adam Hall Group. Adam-Hall-Str. 1 Â· 61267 Neu-Anspach Â· Germany. FREQUENCY LIST WIRELESS SYSTEMS. Series and.
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frequency list wireless systems 

FREQUENCY LIST WIRELESS SYSTEMS. Series and. Power. Description. Frequency ranges. Austria. Australia. Belgium. Brazil. Denmark. Finland. France.
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frequency list wireless systems 

Description. Frequency ranges. Austria. Australia. Belgium. Denmark. Finland. France. Germany. Greece. Italy. Netherlands. Norway. U series. 2 mW, 10 mW,.
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frequency list wireless systems 

Series and. Power. Model ... U500 series. 2 mW, 10 ..... of UHF (600 MHz) television band frequencies, which is planned to start on 29 March, 2016. Much less ...
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frequency list wireless systems 

Frequency ranges. Austria. Australia. Belgium. Brazil. Denmark. Finland. France. Germany. Greece. Hungary. Italy. Japan. Netherlands. U series. 2 mW, 10 mW,.
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frequency list wireless systems 

body worn within ... body worn within ..... *4 - Use of the frequencies for TRA-ECS is possible in accordance with EC and/or CEPT documents based on the â€žMan-.
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frequency list wireless systems 

It is needed to contact the National Spectrum Management Authority. *4 - Use of the frequencies for TRA-ECS is possible in accordance with EC and/or CEPT ...
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frequency list wireless systems 

Page 7 ... the National Spectrum Management Authority. ... broadband and other uses in support of EU spectrum policy objectivesâ€œ and taking into account.
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frequency list wireless systems 

LD SystemsÂ® is a brand of the Adam Hall Group. Adam-Hall-Str. 1 ... U series. 2 mW, 10 mW,. 30 mW. LDU505. 584 â€“ 608 MHz. License required. Yes. License.
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frequency list wireless systems 

FREQUENCY LIST WIRELESS SYSTEMS ... Netherlands ..... *2 -In Portugal, only use of transmitting microphones in sub-bands 470-734 MHz and 742-786 MHz ...
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frequency list wireless systems 

Yes. Limited to professional use. LDU508. 823 â€“ 832 MHz. License required. No. Yes. Handheld up to. 20 mW and. 100 mW for body worn within. 823-826 MHz.
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frequency list wireless systems 

cies, which is planned to start on 29 March, 2016. Much less UHF spectrum is expected to be available fter the upper part of the TV broadcast band is ... Page 6 ...
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frequency list wireless systems 

LD SystemsÂ® is a brand of the Adam Hall Group. Adam-Hall-Str. 1 Â· 61267 Neu-Anspach Â· Germany. FREQUENCY LIST WIRELESS SYSTEMS. Series and.
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69-2677EFS-03 - Wireless Vent Boost Remote 

2 Press and release the CONNECT button on the remote. After a short delay, the LED will glow green for 15 seconds. • Ven
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Wireless remote Setup Funkfernbedienung ... - FCC ID 

The Installation is finished now and the handset will work according to the specification. Program the remote handset(only required in case of a malfunction): Disconnect the DIN plug, wait for 60 seconds then reconnect it with the actuator. Press S1+
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Wireless remote Setup Funkfernbedienung ... - FCC ID 

The Installation is finished now and the handset will work according to the specification. Program the remote handset(only required in case of a malfunction): Disconnect the DIN plug, wait for 60 seconds then reconnect it with the actuator. Press S1+
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ERM5220R Equipment Remote Module with RedLINK™ Wireless 

AGE OF TWO ST. AGE COMPRESSOR. TERMINALS FOR 24V. AC POWER. TERMINAL FOR JUMPER. JUMPER BETWEEN J AND R SHOULD BE IN PLA
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Wireless remote Setup Funkfernbedienung ... - FCC ID 

3. Stecken Sie den DIN Stecker in den Antrieb. Danach wird der MC301 zuerst einen kurzen Tonabgeben, gleichzeitig drücken Sie auf der Fernbedienung die TastenS1+S2. ( die beiden obersten Tasten) gemeinsam für 5 Sekunden. Nach einem langen. Signalton 
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69-1816EFS-09 - VisionPRO® IAQ - Jackson Systems 

External fossil fuel kit controls backup heat. 0. Thermostat controls backup heat (outdoor sensor required). Installer s
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frequency list wireless systems - LTT-Versand 

606-614 MHz not allowed. Yes. License required. Yes. Limited to professional use. License required. Yes. License required. Yes. Only allowed within 584-588,.
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