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pART 1 EIGNER-HANDBUCH OWNERÂ´S MANUAl

Remove all loose parts from the boat. (seats, spray cover, steering ... ding, and change of direction. â–» Spraycover ... Subject to change, technical changes errors. 

















 PDF Herunterladen 



 PNG-Bilder






 319KB Größe
 9 Downloads
 76 Ansichten






 Kommentar


























EIGNER-HANDBUCH OWNER´S MANUAL RIVERSTAR Teil 1 - part 1 Bootsnummer: Boat number: Kaufdatum: Date of purchase: Besitzer/Name: Owner/name: PLZ, Ort: Post code, town: Straße, Nr.: Street, nr: Telefon Nr.: Telefon:



2 Ösenleiste für Sitze, Spritzdecke, Packtaschen fixing eyelet-strip for seats, spray-cover, pack bag



D-Ring für Sitzbefestigung D-ring for seat mounting



Luftsitz inflatable seat



Entwässerungsöse drain eyes



Sicherheitsventil safety valve



Heckbeschlag stern fitting



Steuervorrichtung (Zubehör) steering device (accessory)



Steuerseil Durchlässe grommets for steering cables



Typenschild specification lable



Rückenstützlehne (Zubehör) backrest (accessory) Stemmbügel footrest-bracket



Lochbeschläge für Gepäcknetz u. Bug/Hecktasche eye-fittings for bow/stern net and bow/stern bag



Tragegriff carrying handle
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Stückliste



1 Bootskörper 2 Luftsitze 1 Stemmbügel vorne 1 Stemmbügel hinten 1 Heckbeschlag 1 Reparaturset inkl. Ventilschlüssel und Ventiladapter Bajonett



Betriebsdaten RIVERSTAR Länge:



XXL



500 cm



595 cm



Breite:



90 cm



95 cm



Eigengewicht:



30 kg



36 kg



Personen:



2 Erw.



3 Erw.



Nutzlast:



280 kg



320 kg



Betriebsdruck:



0,3 bar



Motorleistung:*



2,2 kw - 3 PS



Motorgewicht:*



17 kg



Segelfläche:



4 m²



Windstärke:



3 Beaufort



WW-Kategorie:



3



Norm:



ISO-EN 6185/III



Kategorie:



►► Paddelboot für 1-3 Personen auf Seen, Flüssen und küstennahen, geschützten Gewässern. ►► Wildwasserboot bis Schwierigkeitsgrad 3 – (XXL = 2) – Übersichtliche Durchfahrten. Hohe unregelmäßige Wellen. Größere Schwälle. Walzen, Wirbel und Preßwalzen. ACHTUNG: Wildwasserfahrten nur für geübte Paddler und mit Spritzdecke möglich. ►► Segelboot mit 4 m² Segelfläche bis maximal Windstärke 3 Beaufort. ►► Motorisierbares Boot bis maximal 2,2 kW/3 PS – Nur mit Ausleger! ►► Motorisierbares Boot bis maximal 400 Watt Elektromotor mit Heckmotorhalterung.



AUfbau ►► Öffnen Sie den Karton und nehmen Sie Ihr Boot, die Stemmbügel und den Heckbeschlag heraus. ►► Überprüfen Sie anhand der Stückliste ob alle Teile vorhanden sind. ►► Entfernen Sie die Verpackungsfolie und rollen Sie den Schlauchkörper auf. ►► Bei Verwendung einer Steuervorrichtung oder eines Heckmotors stecken Sie den Heckbeschlag in die Laschen am Heck ein.



2 D



* = Nur mit Ausleger!
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SITZ BEFESTIGUNG ►► Befestigen Sie den Sitz, mit den seitlichen Gurten, an der gewünschten Position an den Ösen der Ösenleiste.



►► Sichern Sie den Sitz gegen vorrutschen mit dem mittleren Gurt an einem D-Ring am Bootsboden.



►► Pumpen Sie den Boden und die Seitenschläuche soweit auf, bis etwa die endgültige Form gegeben ist. ►► Stecken Sie die Stemmbügel, in der gewünschten Position, zwischen Boden und Seitenschläuche (kurzer Stemmbügel vorne, langer Stemmbügel hinten).



►► Jetzt erst pumpen Sie Ihr Boot auf Betriebsdruck (0,3 bar) auf. 4



Abbau ►► Suchen Sie sich zum Abbauen und Verpacken einen sauberen Untergrund. ►► Entfernen Sie alle losen Teile vom Boot (Steuervorrichtung, Spritzdecke, persönliche Ausrüstung,....). ►► Lassen Sie die Luft vom Boot aus. ►► Entfernen Sie die Stemmbügel, den Heckbeschlag und die Sitze. ►► Reinigen und trocknen Sie IhrBoot und das Zubehör um Beschädigung durch Sand und kleine Steine zu vermeiden! ►► Überprüfen Sie Ihr Boot auf eventuelle Beschädigungen und beheben Sie diese so rasch wie möglich damit das Boot für die nächste Fahrt wieder einsatzbereit ist! fALTanleitung ►► Rollen Sie das Boot vom Bug zum Heck zusammen (Richtung Ventile) damit die meiste Luft entweichen kann. ►► Rollen Sie das Boot wieder auf und legen es flach auf den Boden.



►► Legen Sie das Boot der Länge nach in der Mitte zusammen und falten Sie das Verdeck nach innen.



ACHTUNG: Achten Sie darauf, dass sich keine Luft mehr im Boot befindet! ►► Verschnüren Sie das zusammengerollte Boot mit einer Packleine oder einem Gurt. ACHTUNG: In diesem Zustand darf das Boot nicht lange Zeit aufbewahrt werden! (Siehe „Pflege und Lagerung“) ►► Jetzt können Sie Ihr Boot samt serienmäßigem Zubehör in Ihrem Pack- oder Rucksack (Sonderzubehör) verpacken. ACHTUNG: Überprüfen Sie ob noch alle Teile vorhanden sind! ►► Wenn sich noch Restluft im Boot befindet, kann es sein, dass Sie Ihr Boot nicht in den Packsack oder Rucksack bringen! (In diesem Fall das Boot nochmals aufrollen und neu zusammenlegen)



►► Beginnen Sie das Boot vom Bug weg, eng zusammenzurollen.



►► Falten Sie das Heck nach innen und rollen das Boot fertig zusammen. 5



Anwendung + details RIVERSTAR bei Solofahrten: Wählen Sie die Sitzposition so, dass der Schwerpunkt des Bootes leicht hinter der Mitte liegt. Die richtige Sitzposition: ►► Setzen Sie sich so ins Boot, dass der Oberkörper aufrecht bzw. leicht nach vorne geneigt ist. ►► Die Füße haben eine V-Stellung und sind etwas über 90 Grad gestreckt. ►► Die Beine werden angewinkelt und die Knie nach außen geneigt.



GRABNER GMBH Weistracherstraße 11 3350 HAAG, Österreich Tel: +43(0)7434/42251 Fax: +43(0)7434/42251-66 Mail: [email protected]
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zubehör – in der Serienausstattung nicht enthalten ►► Rückenstützlehne - Die Rückenstützlehne ermöglicht ermüdungsfreies Fahren und verhindert Rückenschmerzen. Die Rückenstützlehne wird in den Schlitz zwischen Sitz und Verdeck und in die Lasche, an der Rückseite der Sitzlehne, eingeschoben. ►► Steuervorrichtung – erleichtert das Kurshalten und ermöglicht raschen Richtungswechsel ►► Spritzdecke – schützt vor Spritzwasser, Regen und Kälte ►► Bug/Heck Verdecktasche - Die wasserdicht verschweißte Tasche, mit semiwasserdichtem Reißverschluss, wird mit den vier Befestigungshaken an den seitlichen Lochleisten vom Boot eingehakt und mit den Gurten abgespannt. ►► Gepäcknetz – wird am Bug- oder Heckverdeck montiert und an den Ösenleisten und Lochbeschlägen abgespannt. ►► Bootswagen – zum leichten Transport an Land ►► Treibsegel - für achterlichen und leicht raumen Wind ►► Trimaran Besegelung – für den ultimativen Segelspaß ►► Torqeedo Heckmotor - für lange, ermüdungsfreie Fahrten ►► Auslegerset – gegen Kentern und für Motorhalterung



WICHTIG: Für Ihren RIVERSTAR gibt es noch viel nützliches Zubehör. Die genauen Informationen über das Zubehörprogramm finden Sie im GRABNER-LUFTBOOTKATALOG oder unter



www.grabner-sports.at
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list of items 1 Hull 2 Inflatable seats 1 Forward footrest 1 Rear footrest 1 Stern fitting 1 Repair kit incl. valve key and bayonet adapter



specification RIVERSTAR



XXL



Length:



500 cm



595 cm



Beam:



90 cm



95 cm



Net weight:



30 kg



36 kg



No of persons:



1 adult



2 adults



Carrying capacity: 170 kg



►► Sail boat, 4m² sail area, to max. wind force 3 Beaufort. ►► Motorisation to max 2.2KW/ 3HP - With outrigger only! ►► Motorisation to max 400 Watt electric motor with stern motor-bracket.



Assembly ►► Open and empty the carton, of your boat, the footrests and the stern fitting. ►► Check the list of items to ensure no parts are missing. ►► Remove the wrapping foil and unroll the boat. ►► Inflate bottom and side tubes till they reach approximate final shape. ►► If you use a steering device or a stern motor, insert the stern fitting into the push-in brackets on the stern.



230 kg 0,3 bar



Operating pressure:



Motor output:*



2,2 kw - 3 HP



Motor weight:*



17 kg



Sail area:



4 m²



Wind force:



3 Beaufort



WW-Class: Norm:



►► Kayak for 1-3 persons, on lakes, rivers and sheltered coastal close waters ►► White-water suited to class grade 3 (XXL= 2) - none obstructive passages, high inordinate waves, large swell, rolling, swirling water, surge and torrent wash. WARNING: White-water with spray-cover, possible for experienced paddlers only.
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ISO-EN 6185/III



Category:



D



* = with outrigger only! 7



SEAT FASTENING ►► Fix the seat with the belts into the desired position on the eyelets.



►► Safe the seat about shift with the belt on a D-ring on the bottom.



►► Inflate bottom and side tubes till they reach approximate final shape. ►► Insert the footrest into the desired position between the bottom and the side tubes (short bar forward long footrest rear).



►► Now only inflate your boat to full operating pressure (0.3 bar). 8



dismantling ►► Choose clean ground for dismantling and packing. ►► Remove all loose parts from the boat (seats, spray cover, steering assembly and personal items, ...) ►► Deflate the boat. ►► Removeseats, footrests and stern fitting ►► Clean and dry your boat and the accessories to avoid damage by grit! ►► Check your boat for possible damage, and repair such as soon as pos-sible, ready for next use! folding instructions ►► Roll up the boat from bow to stern (direction towards valves) so as to allow discharge of air. ►► Unroll and place the boat flat on the ground



►► Fold the boat in half lengthwise, turn over the deck to the inside



CAUTION: Make sure there is no air left in the boat! ►► Lace the rolled up boat by means of a line or strap. CAUTION: The boat must not be stored in this state for longer periods! (Refer „are and storage“) ►► You may now pack your boat and standard accessories into your pack-bag or rucksack (special accessory). CAUTION: Check for completion of all parts! ►► If you still find residue of air inside air chambers of the boat, you may not be able to successfully stow your boat into your bag or rucksack. (In the event of that unroll the boat and repeat the process of rolling up once more).



►► Start firmly rolling the boat from bow to rear.



►► Fold the stern over to the inside of the roll and continue until finish.
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Handling + details



accessories



RIVERSTAR for single handed: Choose your seat position that the bary-centre are abaft the middle of the boat.



– not contained in standard accessory supply



The correct seat position: ►► Take up an upright, slightly forward pointing body posture in the boat. ►► Feet are V-pointing and arranged at an angle just over 90 degrees. ►► Legs should be angled, with knees pointing outward.



GRABNER GMBH Weistracherstraße 11 3350 HAAG, Österreich Tel: +43(0)7434/42251 Fax: +43(0)7434/42251-66 Mail: [email protected]
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►► Backrest - The push in backrest prevents fatigue and backache. It slots into the rear of the seat back panel between the midship deck and seat. ►► Steering device - enhances course holding, and change of direction. ►► Spraycover - protects against spray, rain and cold ►► Bow/stern deck bag - this dry-bag complete with semi watertight zip attaches to the coaming eyelets by means of 4 straps with hooks. ►► Bow/stern net - hooks into the coaming eyelets. ►► Boat Trolley - for convenient transport ashore ►► Drive Sails - for running downwind, reaching and free windward sailing. ►► Trimaran sail rig - for ultimate sailing experience ►► Torqeedo sternmotor - for long, fatigueproof trips ►► Outrigger set - stabilises against capsize, and is essential for motor bracket attachment. IMPORTANT: There is an abundance of useful accessories for your boat. For information refer to the accessory programme contained in the GRABNER-INFLATABLE BOAT CATALOGUE, or



www.grabner-sports.at



konformitätserklärung 2003/44/eg Declaration of conformity 2003/44/ec



Hersteller: producer: Modell: model: Seriennummer: serial number: Art des Bootes: Boat-type. Auslegungskategorie: category Länge: Breite: Eigengewicht: Personen: Nutzlast: Motorleistung*: Motorgewicht*: Segelfläche: Tiefgang: Konformitätsbewertungsmodul: Conformity evaluation class:



GRABNER GMBH Weistracherstraße 11 A-3350 HAAG



RIVERSTAR CIN: AT-GRA Aufblasbares Boot Inflatable boat



D



Length (L.o.a.) Beam Net weight Persons Loading capacity Motor output* Motor weight* Sail area Draft/draught



5m 0,90 m 30 kg 2 280 kg 2,2 kW - 3 PS 17 kg 4 m² 0,12 m



A



* = nur mit Ausleger - with outrigger only! Die Firma GRABNER GMBH erklärt, dass das Boot, für das diese Erklärung ausgestellt ist, unter Anwendung der EN ISO 6185/III, den Anforderungen der Richtlinie 2003/44/EC des europäischen Parlaments und des Rates entspricht. The GRABNER Company hereby declare that the boat, for which this declaration is issued, conforms to regulation 2003/44/EG of standard EN ISO 6185/III of the European Council and Parliament.



Haag, September 2011



Wolfgang Grabner Firmeninhaber
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konformitätserklärung 2003/44/eg Declaration of conformity 2003/44/ec



Hersteller: producer: Modell: model: Seriennummer: serial number: Art des Bootes: Boat-type. Auslegungskategorie: category Länge: Breite: Eigengewicht: Personen: Nutzlast: Motorleistung*: Motorgewicht*: Segelfläche: Tiefgang: Konformitätsbewertungsmodul: Conformity evaluation class:



GRABNER GMBH Weistracherstraße 11 A-3350 HAAG



RIVERSTAR XXL CIN: AT-GRA Aufblasbares Boot Inflatable boat



D



Length (L.o.a.) Beam Net weight Persons Loading capacity Motor output* Motor weight* Sail area Draft/draught



5,95 m 0,95 m 36 kg 3 320g 2,2 kW - 3 PS 17 kg 4 m² 0,12 m



A



* = nur mit Ausleger - with outrigger only! Die Firma GRABNER GMBH erklärt, dass das Boot, für das diese Erklärung ausgestellt ist, unter Anwendung der EN ISO 6185/III, den Anforderungen der Richtlinie 2003/44/EC des europäischen Parlaments und des Rates entspricht. The GRABNER Company hereby declare that the boat, for which this declaration is issued, conforms to regulation 2003/44/EG of standard EN ISO 6185/III of the European Council and Parliament.



Haag, September 2011 12



Wolfgang Grabner Firmeninhaber
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Owners Manual 

Use an outlet that cannot be turned off by a switch. Do not use an ...... Standard 53 for the reduction of Lead, Mercury
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Owners Manual 

To ensure proper ventilation for your refrigerator, allow for 1â�„2" ...... Check to see that the refrigerator is level.
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Owners Manual 

NOTE: The green, ground wire remains attached to the hinge. 6. Remove the ..... To avoid odor transfer and drying out of
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Owners Manual 

scrape the floor. See â€œAdjust the Door(s)â€� or â€œDoor Closing and Door Alignment.â€� 9. Tape the doors closed and ta
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Owners Manual 

Delay displays how many hours before the cycle will begin. To delay the start: 1. Select a wash cycle and options. 2. Pr
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Owners Manual 

Do not use or place electrical devices inside the refrigerator compartments if they are not of the ... Bed and breakfast










 


[image: alt]





Owners Manual 

Staff kitchen areas in shops, offices and other working environments;. â–¡ ..... to depress and hold the water dispenser
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Owners Manual 

are finished, reconnect the refrigerator to the electrical source ...... Commercial, non-residential, multiple-family us
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Owners Manual 

Elastic mesh: 100% Polyamide. 3D-mesh: 51% ... C. Side Latch. L. Head Support Knob. D. Leg Strap Button. M. Side Latch G
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Owners Manual 

â€œwalkâ€� the refrigerator when trying to move it, as floor damage could ...... faille appliquer plusieurs tours aux vi
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Owners Manual 

kit ready models only). ... After you remove all of the packaging materials, clean the inside ... Do not clean glass she
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Owners Manual 

If you only want to remove and replace the doors, see ..... Pulsating - fans/compressor adjusting to optimize ..... Whir
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Owners Manual 

When both doors are closed, the hinged seal automatically .... status tracking feature each time you replace your water
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Owners Manual 

We have provided many important safety messages in this manual and on your appliance. Always read ...... City or Well. W
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owners manual 

â€œL&Pâ€� means Leggett & Platt, Incorporated. â€œPurchaserâ€� and â€œYouâ€� both mean the consumer who is the o
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owners manual 

Observe signs and warnings. Keep off closed trails. Know how to use the lifts ..... TuneUps™ und andere Giro-. Zeichen sind das Eigentum von Giro und können.
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Owners Manual 

or press the Minus sign touch pads repeatedly until a dash (–) appears in both the Freezer and ...... *Class I particle
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owners manual 

weight restriction is not followed (refer to the advisory section of the Owner's Manual) or if You sell or give or trans
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Owners Manual 

Junked or abandoned refrigerators are still dangerous. â€“even if they will sit for â€œjust a few days.â€� If you are ge
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Owners Manual BABYBJÖRN 

BABYBJÖRN AB, Box 595, SE-182 15 Danderyd, Sweden, 2005. This product and the trademark are protected by patent and trad
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bike owners manual 

durch einen nicht oder schlecht verschlossenen. Schnellspannhebel zu .... in einem trockenen, konstant temperierten Raum. - Vor lÃ¤ngerem Einlagern den ...
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WINDSOR OWNERS MANUAL PDF 

windsor owners manual are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using instruction ...
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owners manual 2007 

Comrpuebe la presión del aire regularmente, e hin- che la rueda de acuerdo a la presura recomendada por el fabricante de
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owners manual 2007 

[PDF]owners manual 2007 - S3https://s3.amazonaws.com/assets.scott-sports.com/.../manual_s_gshock_esp_web.pdfEn caché8 se
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