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Photometric Measurements

Photometrische Messungen I Mesures PhotomÃ©triques. Medicones FotomÃ©tricas. THUNDER WASH ... Beam width (1/2 peak) [cm]. Beam angle. (1/2 peak): 116Â°. 

















 PDF Herunterladen 



 PNG-Bilder






 900KB Größe
 0 Downloads
 198 Ansichten






 Kommentar


























Photometric Measurements



Photometrische Messungen I Mesures Photométriques Medicones Fotométricas



THUNDER WASH 100 RGB (CLTW100RGB) Distance (m)



1



3



5



10



20 Chromaticity coordinates



Luminous flux All LEDs on



614 lm



x 0.222 y 0.228



116°



Beam angle (1/2 peak): 116°



Illuminance (full on) [lux] Beam width (1/2 peak) [cm]



301 158



40 13.2 475 792



3.3 1583



0.8 3166



Wavelength [nm]



All LEDs on



UV



400



500



600



700



IR
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All LEDs on Chromaticity coordinates



Luminous flux 614 lm



x 0.222 y 0.228



Wavelength [nm]



All LEDs on
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Photometric Measurements 

Luminous flux. Chromaticity coordinates. All LEDs on x y. 1913 lm ... I Mesures PhotomÃ©triques. Medicones FotomÃ©tricas. FLAT PRO 7 XS (CLPFLATPRO7XS) ...
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Photometric measurements 

W avelength [nm]. UV. IR. Blue. 400. 500. 600. 700. 400. 500. 600. 700. CameoÂ® is a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· ...
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Photometric measurements 

Photometric Measurements. Photometrische Messungen I Mesures PhotomÃ©triques. Medicones FotomÃ©tricas. PAR 64 CAN Q 8W BS (CLP64Q8WBS/PS).
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Photometric measurements 

... a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. All LEDs on. Luminous flux. Chromaticity coordinates x y. 313 lm. 0.208.
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Photometric measurements 

Photometric Measurements. Photometrische Messungen I Mesures PhotomÃ©triques. Medicones FotomÃ©tricas. PAR 64 CAN RGB 10 (CLP64RGB10BS/PS).
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Photometric Measurements 

All LEDs on x y. 1200 lm. 0.259. 0.200. Red x y. 207 lm. 0.698. 0.293. Green x y. 519 lm. 0.168. 0.716. Blue x y. 66 lm. 0.159. 0.021. White x y. 661 lm. 0.309.
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Photometric Measurements 

All LEDs on x y. 2337 lm. 0.250. 0.240. Red x y. 334 lm. 0.689. 0.305. Green x y. 1027 lm. 0.156. 0.720. Blue x y. 190 lm. 0.147. 0.042. White x y. 953 lm. 0.300.
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Photometric Measurements 

Cameo Â® is a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. 400. 500. 600. 700. W avelength [nm]. Luminous flux.
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Photometric measurements 

CameoÂ® is a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. All LEDs on. Luminous flux. Chromaticity coordinates x.Es fehlt:
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Photometric measurements 

x y. 326 lm. 0.252. 0.225. Red x y. 49 lm. 0.691. 0.301. Green x y. 136 lm. 0.156. 0.703. Blue x y. 22 lm. 0.156. 0.032. White x y. 144 lm. 0.316. 0.335. UV. IR.
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Photometric Measurements 

CameoÂ® is a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. 400. 500. 600. 700. W avelength [nm]. Luminous flux.
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Photometric Measurements 

Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam width (1/10 peak) [cm]. Beam angle. (1/2 peak): 6.0Â°. Field angle. (1/10 peak): 10.5Â°. Distance (m). 1.
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Photometric Measurements 

All LEDs on x y. 2684 lm. 0.273. 0.250. Red x y. 388 lm. 0.687. 0.305. Green x y. 1105 lm. 0.181. 0.720. Blue x y. 185 lm. 0.144. 0.041. White x y. 1140 lm. 0.305.
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Photometric measurements 

Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam angle. (1/2 peak): 12Â°. Distance (m). 1. 3. 5. 10. 20. White. Luminous flux. Chromaticity coordinates.
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Photometric measurements 

x y. 774 lm. 0.312. 0.323. Red x y. 143 lm. 0.7. 0.297. Green x y. 242 lm. 0.166. 0.702. Blue x y. 44 lm. 0.155. 0.025. White x y. 371 lm. 0.312. 0.323. UV. IR. 58k. 8.
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Photometric Measurements 

All LEDs on x y. 1389 lm. 0.282. 0.255. Red x y. 167 lm. 0.693. 0.302. Green x y. 530 lm. 0.184. 0.726. Blue x y. 90 lm. 0.144. 0.042. White x y. 533 lm. 0.303.
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Photometric measurements 

... Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. 400. 500. 600. 700. W avelength [nm]. UV. Luminous flux. Chromaticity coordinates x y. 1 lm. 0.177.
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Photometric measurements 

... Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. 400. 500. 600. 700. W avelength [nm]. All LEDs on. Luminous flux. Chromaticity coordinates x y. 1196 lm.
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Photometric measurements 

27.86k. 51. 3.18k. 154. 1160. 256. 284.9. 512. 71.2. 1024. Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam angle. (1/2 peak): 30Â°. Distance (m). 1. 3.
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Photometric Measurements 

Warm White. Luminous flux. Chromaticity coordinates x x x y y y. 7500 lm. 4000 lm. 3500 lm. 0.352. 0.304. 0.423. 0.340. 0.301. 0.398. CRI 78. CCT 3200-7400 K.
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Photometric measurements 

CameoÂ® is a brand of the Adam Hall Group Â· Daimlerstrasse 9 Â· 61267 Neu-Anspach Â· Germany. 400. 500. 600. 700. W avelength [nm]. All LEDs on. Luminous ...
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Photometric measurements 

348. Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam width (1/10 peak) [cm]. Beam angle. (1/2 peak): 5,9Â°. Field angle. (1/10 peak): 10Â°. Distance (m).
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Photometric Measurements 

All LEDs on x y. 6615 lm. 0.272. 0.252. Red x y. 936 lm. 0.688. 0.307. Green x y. 2515 lm. 0.147. 0.673. Blue x y. 384 lm. 0.148. 0.036. White x y. 2758 lm. 0.299.
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Photometric Measurements 

All LEDs on x y. 4551 lm. 0.289. 0.267. Red x y. 787 lm. 0.687. 0.306. Green x y. 1710 lm. 0.149. 0.689. Blue x y. 230 lm. 0.147. 0.036. White x y. 1795 lm. 0.299.
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