






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































Polaroid S10 Speaker Replacement

02.09.2017 - Polaroid S10 Speaker Replacement. This guide will show how to replace any bad speakers in the Polaroid S10. Geschrieben von: James. 
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Polaroid S10 Speaker Replacement



Polaroid S10 Speaker Replacement This guide will show how to replace any bad speakers in the Polaroid S10.



Geschrieben von: James
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Polaroid S10 Speaker Replacement



EINFÜHRUNG People like to play their music and sometimes they play it too loud and it blows out their speakers. This will show you how to replace them.



WERKZEUGE: Soldering Station (1) 64 Bit Driver Kit (1) Spudger (1) Metal Spudger Set (1) iFixit Opening Picks set of 6 (1) Heavy-Duty Spudger (1)
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Polaroid S10 Speaker Replacement



Schritt 1 — Removing the backcover







Place an opening pick between the volume button and the back cover.



 More than one pick may be needed but avoid placing more than two in the space.  Excessive force on the pick will break the volume button. 



Carefully use the metal spundger to remove the back cover.



 A plastic snap noise is normal due to the tabs on the back cover. Schritt 2 — Speaker Assembly







Use a heavy-duty nylon spudger to remove the tape.







Unscrew the four 5 mm screws with the J000 screwdriver that connects the speakers.
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Polaroid S10 Speaker Replacement



Schritt 3 — Desoldering the Speakers







Carefully desolder the 4 connections of the speakers.



 Do not touch the soldering iron to the motherboard or LCD screen. To reassemble your device, follow these instructions in reverse order. Dieses Dokument wurde zuletzt angelegt am 2017-09-02 11:08:27 AM.
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Nokia 6310i Speaker Replacement 

28.10.2017 - Nokia 6310i Speaker Replacement. This guide shows how to remove the speaker. Geschrieben von: Mustafa. Nokia 6310i Speaker ...
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Nexus 4 Speaker Replacement 

11.10.2016 - Entfernen Sie die SIM - Fach , die mit SIM - Karte auswerfen Tool . ... des Telefons starten und um das Telefon kreisen ein mit Kunststoff ...
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Polaroid A10 Back Cover Replacement 

This efficient guide will assist in opening the external casing of the Polaroid A10 by removing the back panel to access
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Nintendo DS Lite Speaker Replacement 

03.10.2016 - desolder a broken speaker and solder a working speaker on, or you may replace the speakers together with the display assembly.. Nintendo ...
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Garmin Nuvi 1490T Speaker Replacement 

Remove the four 11.0 mm screws using the Torx T5 screwdriver.. Paso 6. Using the plastic prying tool, dislodge the frame
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Polaroid One-Step 600 Battery Cartridge Replacement 

26.01.2017 - Polaroid One-Step 600 Battery Cartridge. Replacement. Geschrieben von: Doug Jimenez. EINFÃœHRUNG. Dieses Handbuch informiert Sie ...
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iHip Fold-Up Portable Speaker Stand Replacement 

Escrito por: Lisa. iHip Fold-Up ... HERRAMIENTAS: Phillips #0 Screwdriver (1) ... Unscrew the four outer 1.0 mm screws w
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Huawei Ascend G610 Ear speaker Replacement 

... trovare la vite sottostante.. Rimuovere la vite piÃ¹ corta centrale vicino allo slot sim card.. Con l'aiuto di uno s
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Xiaomi Redmi 2 Front Speaker Replacement 

29.09.2016 - Use the flat end of the spudger to remove the back panel from the mid-frame and front body.. Schritt 2 ... Entfernen Sie die SIM-Karte und /.
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Garmin nÃ¼vi 3590 LMT Speaker Replacement 

21.10.2016 - halten.. Lift this tab gently with the wide tipped tweezers or the plastic spudger and remove the orange connection from the circuit board.
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RCA Small Wonders Camcorder CC176 Speaker Replacement 

19.09.2017 - Gently unplug the grey cord, located underneath the panel, disconnecting the speaker from the inner component of the device.. Remove the ...
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2009 Subaru Impreza WRX Rear Speaker Replacement 

The door panel is now completely removed from ... There's one on top and two on the sides where ... Once the white clip
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1996-1998 Acura TL Rear Speaker Replacement 

... explains how to access the rear speaker by removal from the back seat and trunk. ... La versiÃ³n mÃ¡s reciente de es










 


[image: alt]





Debut S10 

to the amplifier and will power on. Also, to conserve energy, the subwoofer will power off after a long period of inactivity. S10 10-inch 200-Watt* Powered Subwoofer. S10 Specifications. ENCLOSURE TYPE. Bass Reflex. AMPLIFIER TYPE. BASHâ€”Tracking. M
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Motorola Razr V3 LCD Screens and Call Speaker Replacement 

21.10.2016 - Motorola Razr V3 LCD Screens and Call. Speaker Replacement. This guide will show you how to install the internal screen. This may be ...
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KD-S10 - JVC USA 

29 jul. 2003 - Masse: 1,3 kg (2,9 lbs) (sans les accessoires). La conception et les spécifications sont sujettes ą chang
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accessory speaker 

description of the Product is for the sole purpose of identifying it and shall not .... If your device does not CONNECT
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Reemplazo Polaroid SNAP Visor 

Reemplazo Polaroid SNAP Visor. Esta guía de reemplazo le mostrará cómo reemplazar el visor en su Polaroid SNAP. Escrito
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Polaroid PTAB7XC Motherboard Ersatz 

25.06.2017 - Informationen zum EntlÃ¶ten finden Sie hier . WERKZEUGE: Pinzette (1). LÃ¶tstation (1). Solder Vacuum (1). iFixit Ã–ffnungs-Werkzeuge (1).
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Auseinanderbauen Polaroid a520 Objektiv 

18.06.2017 - Schritt 7. Ziehen Sie beide Seiten des schwarzen Stück nach oben bis zu einem Millimeter.. Der schwarze Kunststoffteil ist nicht auf den ganzen Weg aus gemeint, gerade genug, um den Bildschirm zu lösen.. Sobald das Stück sorgfältig den. 
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Polaroid SNAP Batteriewechsel 

16.06.2017 - Schraubenkopf: Philips, SchraubenlÃ¤nge: 5mm.. Schritt 4. Nachdem die Schrauben entfernt werden, drehen Sie die Kamera Ã¼ber.
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100 993 ReflexHerbicide S10 0316 SupplementalLabel 
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Disassembling Polaroid a520 LCD Screen 

24.09.2017 - EINFÃœHRUNG. How to replace the LCD screen if it is broken or cracked. WERKZEUGE: Phillips #1 Screwdriver (1). 64 Bit Driver Kit (1).
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Polaroid SNAP Flash-Abdeckung Ersatz 

01.08.2017 - Verwenden Sie einen Kunststoff Ã–ffnungswerkzeug die sechs Clips zu lÃ¶sen, bis die vordere. Stirnplatte sicher entfernt werden kann.
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