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Product information AWS

The vehicle manufacturers such as Jaguar, Land Rover,. Mazda and Mitsubishi require a motor oil with this specification for various vehicle models. Ensures maximum service life of the diesel particulate filter. (DPF). In addition, Top Tec 4500 5W-30 is best suit- able for gas fuelled (CNG/LPG) passenger cars. Properties. 
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Product information



PI 19/31/08/2016



Top Tec 4500 5W-30 Description Top Tec 4500 is a state-of-the-art, low-ash low-friction motor oil of top quality for use all year round. The combination of unconventional base oils using synthetic technology together with the latest additives guarantees a motor oil that provides exceptional protection against wear and reduces fuel consumption while ensuring fast oil penetration of the engine. The vehicle manufacturers such as Jaguar, Land Rover, Mazda and Mitsubishi require a motor oil with this specification for various vehicle models. Ensures maximum service life of the diesel particulate filter (DPF). In addition, Top Tec 4500 5W-30 is best suitable for gas fuelled (CNG/LPG) passenger cars.



Properties - high shear stability - excellent wear protection - long engine service life - tested for turbochargers and catalytic converters - rapid oil delivery at low temperatures - with lower HTHS viscosity - outstanding engine cleanliness - smooth engine running - optimum oil pressure under all operating conditions - highest fuel economy - optimum stability to aging - ensures a long service life - optimum effectiveness when the product is used unmixed



Specifications and approvals:



Technical data Viscosity at -30°C (CCS)



= 2,9 mPas ASTM D5481



Flash point



228 °C DIN ISO 2592



Pour point



-42 °C DIN ISO 3016



Evaporation loss (Noack)



12,9 % CEC-L-40-A-93



Total base number



5,8 mg KOH/g DIN ISO 3771



Sulfate ash
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Product Information 

CALL TOLL FREE 877-742-2878 FOR SALES AND SUPPORT. Return to ... Electric Tool Controller. IC1D, IC12D, IC1M, IC12M ..... M6 (.25 in.) x. 4. 152 mm.
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Product Information 

Product Information. Page 1 of 2. EPICÂ® LS1 D6 6 Kontakte. Valid: 20.10.2010. Rundsteckverbinder fÃ¼r Servoantriebe und Energieversorgung. 3D/CAD Product data sheet. SKINTOPÂ® CUBE. Page 1 of 2. Product Description ...
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Product Information 

*K=Vibration measurement uncertainty. Sound and vibration values were measured in compliance with internationally recogn
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Product Information 

Refer all communications to the nearest Ingersoll Rand Office or Distributor,. EN-2. 04580395_ed4 ..... Die Originalanle
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Product Information 

Other languages are a translation of the original instructions,. Tool repair and maintenance ..... fehlerhaft ist oder s
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Product Information 

Install a properly sized Safety Air Fuse upstream of hose and use an anti-whip ... coupling without internal shut-off, t
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Product Information 

Series 61H, 77H (38341-810 C383D1-810 1/2 (13) 3/8 50. Series 88H .... alambre. --. 77H50B106-EU. 5000. 5/8" - 11. 88HL6
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Product Information 

+ K = 3dB measurement uncertainty ... *K=Vibration measurement uncertainty ... Size air supply line to ensure tool's max
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Product information 

ceptional protection against wear and reduces oil and fuel consumption, while ensuring fast oil penetration of the engine. Renault requires a motor oil with this specification for various models with diesel particu- late filters (DPF) to ensure the m
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Product Information 

For additional information refer to Air Impact Wrench Product Safety .... When the life of the tool has expired, it is r
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Product Information 

1 jun. 2007 - Maintenance Information Manual 45530136, located at www.irtools.com, or contact the nearest. Ingersoll Ran
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Product Information 

The lubricator listed in the parts list has a capacity of 1 U.S. pint (0.47 liters) ... Ingersoll Rand Rock Drill Oil Pa
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Product Information 

For additional information refer to Air Die Grinder Product Safety Information Manual. Form 04580288. Manuals can .....
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Product information 

Not suited for VW vehicles with service interval ex- tension! Application ... e-mail: [email protected]. Service-hotlin
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Product Information 

These die grinders are designed for grinding, porting, polishing, de-burring, and ... For Additional information refer t
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Product Information 

For models that include a power management system, the system allows operator ... *K. Free Speed Sound Level dB(A). (ISO
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Product Information 

For Additional information refer to Air Die Grinder Product Safety Information ..... Reparatie en onderhoud van dit gere
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Product Information 

EPICÂ® LS1 D6 6 Kontakte. Valid: 20.10.2010. Rundsteckverbinder fÃ¼r Servoantriebe und Energieversorgung. 3D/CAD Product data sheet. SKINTOPÂ® CUBE.
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Product Information 

Be alert for any existing water, gas, electricity, sewer, or telephone lines. Always keep .... Do not lift or transport
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Product Information 

threaded fasteners. Read all safety warnings and all instructions. Failure to follow the warnings and instructions may r
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Product information 

LIQUI MOLY also recommends this product for vehicles or assemblies for which the following specifications or original part numbers are required: MB 236.15.
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Product Information 

1600. 0.56 - 1.69. 0.56 - 1.69. 1.24 -2.93. 0.68. EP2616K. 34V. 0.68. EP4011K. 34 V. 1100. 18-40. 2.03 -4.52. 0.77. EL15
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Product Information 

Regolatore. Fusibile di sicurezza. 3. Lubrificatore. 9. Olio. 4. Valvola di arresto di emergenza. 10. Ingrassaggio - dur










 


[image: alt]





Product Information 

Notera: Slipningsvinkeln ska vara samma som spetsens tidigare vinkel. 3. Vrid slipgiggen mot slipskivan nÃ¤r du slipar s










 











Copyright © 2024 P.PDFDOKUMENT.COM. Alle Rechte vorbehalten.

Über uns |
Datenschutz-Bestimmungen |
Geschäftsbedingungen |
Hilfe |
Copyright |
Kontaktiere uns










×
Anmelden






Email




Password







 Erinnere dich an mich

Passwort vergessen?




Anmelden














