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47135462 Edition 2 January 2014



Air Screwdriver 41-EU Series



Product Information EN Product Information



SK Špecifikácie produktu



ES Especificaciones del producto



CS Specifikace výrobku



FR Spécifications du produit



ET Toote spetsifikatsioon



IT Specifiche prodotto



HU A termék jellemzői



DE Technische Produktdaten



LT Gaminio techniniai duomenys



NL Productspecificaties



LV Ierices specifikacijas



DA Produktspecifikationer



PL Informacje o produkcie



SV Produktspecifikationer



BG IИнформация за продукта



NO Produktspesifikasjoner



RO Informaţii privind produsul



FI Tuote-erittely



RU Технические характеристики изделия



PT Especificações do Produto



ZH 产品信息



EL Προδιαγραφές προϊόντος



HR Podaci o proizvodu



SL Specifikacije izdelka
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EN Product Safety Information Intended Use: These tools are designed to install or remove threaded fasteners. For additional information refer to Product Safety Information Manual Form 04585006. Manuals can be downloaded from ingersollrandproducts.com



Product Specifications



Model



Style



Sound Level dB(A) (ISO15744) † Pressure (Lp) ‡ Power (Lw)



Vibration Level (ISO28927) m/s²



41SC10PSQ4 Straight Handle, Cushion Clutch, Push Start



74.0



−



< 2.5



41SC10PSQ4-EU Straight Handle, Cushion Clutch, Push Start



74.0



−



< 2.5



41SC25PSQ4 Straight Handle, Cushion Clutch, Push Start



74.0



−



< 2.5



41SC25PSQ4-EU Straight Handle, Cushion Clutch, Push Start



74.0



−



< 2.5



Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



41SA8PSQ4-EU Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



41SA10PSQ4-EU Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



41SA17PSQ4-EU Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



41SA25PSQ4-EU Straight Handle, Auto Shut-Off, Push Start



74.0



−



< 2.5



41SA8PSQ4 41SA10PSQ4 41SA17PSQ4 41SA25PSQ4 41PC8TSQ4



Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC8TSQ4-EU



Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC10TSQ4



Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC10TSQ4-EU Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC17TSQ4-EU Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC25TSQ4-EU Pistol Grip, Cushion Clutch, Trigger Start



81.0



92.0



< 2.5



41PC17TSQ4 41PC25TSQ4



41SC10LTQ4



Straight Handle, Cushion Clutch, lever Throttle



74.0



−



41SC10LTQ4-EU



Straight Handle, Cushion Clutch, lever Throttle



74.0



−



41SC17LTQ4



Straight Handle, Cushion Clutch, lever Throttle



74.0



−



41SC17LTQ4-EU



Straight Handle, Cushion Clutch, lever Throttle



74.0



−
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< 2.5 < 2.5 < 2.5 < 2.5 EN-



EN Model



Vibration Level (ISO28927)



Sound Level dB(A) (ISO15744)



Style



† Pressure (Lp) ‡ Power (Lw) 41SD10LTQ4 Straight Handle, Direct Drive, lever Throttle



74.0



41SD10LTQ4-EU Straight Handle, Direct Drive, lever Throttle



m/s²



−



< 2.5



74.0



−



< 2.5



41PD8TSQ4



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PD8TSQ4-Eu



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PD10TSQ4



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PD10TSQ4-EU



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PD17TSQ4



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PD17TSQ4-EU



Pistol Grip, Direct Drive, Trigger Start



81.0



92.0



< 2.5



41PP8TSQ4



Pistol Grip, Positive Jaw, Trigger Start



81.0



92.0 
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5C1-116 adjusting key or a 3/32" (2 mm) diameter hardened steel pin or rod into ..... la herramienta en la aplicación re
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Product Information_Air Screwdriver - Ingersoll Rand 

Installation and Lubrication. Size air supply line to ensure tool's maximum operating pressure (PMAX) at tool inlet. Dra
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Product Information_Air Screwdriver - Ingersoll Rand 

Retirez le carter, le support d'embout et l'ensemble d'embrayage de l'outil. Le carter d'embrayage a un filetage à gauch
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Product Information_Air Screwdriver - Ingersoll Rand 

Trykk inn bits for å engasjere clutchen, og roter deretter til sporet i justeringsskiven synliggjøres. 3. Sett inn en Ph
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Product Information_Air Screwdriver - Ingersoll Rand 

Embrague de corte de suministro de aire 3.5 - 13 (0.39 - 1.5) .... mantenimiento de las herramientas sólo pueden realiza
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Unscrew the Clutch Adjusting Hole Cover far enough to expose the clutch adjusting hole in the Clutch .... Las demás vers
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Product Information_Air Screwdriver - Ingersoll Rand 

Other languages are a translation of the original instructions. Tool repair and maintenance ...... fehlerhaft ist oder s
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De originele instructies zijn opgesteld in het Engels. Andere talen zijn een vertaling van de originele instructies. Rep
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Depress bit to engage clutch, then rotate until notch in Adjustment Washer or is visible. 3. Insert No. 1 Phillips screw
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41SA25PSQ4-EU Straight Handle, Auto Shut-Off, Push Start. 41PC8TSQ4 Pistol Grip, Cushion Clutch, Trigger Start. 41PC8TSQ
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Product Information Manual, Electric Screwdriver ... - Ingersoll Rand 

... son número de referencia y no indican la salida de par real. .... sont des chiffres de référence et ne consistent pa
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Product Information - Ingersoll Rand 

Manuals can be downloaded from ingersollrandproducts.com. Vibration Level ..... rasvasta ja eri materiaalien erittelyä k
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Product Information - Ingersoll Rand 

wheel, in accordance with the product specification table. • Failure to .... When the life of the tool has expired, it i
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Product Information - Ingersoll Rand 

condensate from valve(s) at low point(s) of piping, air filter and compressor tank daily. Install a properly sized Safet
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Product Information - Ingersoll Rand 

Zie formulier 04580361 van de productveiligheidshandleiding voor aanvullende infor ... Om de maximale bedrijfsdruk ( Pma










 


[image: alt]





Product Information - Ingersoll Rand 

Level *K. 19.9. 4.6. Sound Level dB (A). Stroke. Shank Size Blows. Models. (ISO15744). Inch (mm) Minute Inch (mm) + Pres
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Product Information - Ingersoll Rand 

2 may. 2014 - It is particularly suitable for construction work, medium ...... longue durée de vie du fleuret, il convie
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Product Information - Ingersoll Rand 

PÃ¥ QIS-verktyg ska regulatorn (11), som sitter i ingÃ¥ngsbussningen, vridas till Ã¶nskad effekt. ... PÃ¥ QIP-verktyg sk
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Product Information - Ingersoll Rand 

La linea di alimentazione dell'aria deve essere dimensionata in maniera tale da assicurare all'utensile la massima press
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Product Information - Ingersoll Rand 

Les valeurs sonores et vibratoires ont été mesurées dans le respect des normes de tests reconnues au niveau internationa
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Product Information - Ingersoll Rand 

Estas herramientas eléctricas portátiles se han diseñado para aplicaciones de atornillado de juntas .... Cycle de travai
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Product Information - Ingersoll Rand 

2 may. 2014 - The Series JRD50 Jackhamer is capable of drilling 2 inch (51 mm) ...... Ne jamais soulever ou transporter
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Product Information - Ingersoll Rand 

2925RB2Ti (reverse-bias). 100.2. 113.2. 2925RBP 1 Ti (reverse-bias). 98. 111. 2925RBP3Ti (reverse-bias). 111. + k, = 3dB










 


[image: alt]





Product Information - Ingersoll Rand 

2 may. 2014 - 2. 45661329_ed2. 4. 7. 5. 3 2. 1. 9. 48h. 8h. 6. 24h. PMAX. 8. 9. (Dwg. 16616781). 1 32. 5. 6. 9. IR # - N
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