






[image: ]


















	 Zuhause
	 Dokument hinzufügen
	 Anmelden
	 Ein Konto erstellen
	 PNG-Bilder









































Reemplazo MacBook Unibody A1278 Modelo Tarjeta AirPort

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu 
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MacBook Unibody Model A1278 AirPort Card Replacement



MacBook Unibody Model A1278 AirPort Card Replacement Replace the AirPort card in your MacBook Unibody Model A1278.



Escrito por: Walter Galan
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MacBook Unibody Model A1278 AirPort Card Replacement



INTRODUCCIÓN This guide will help you replace the AirPort card.



HERRAMIENTAS:



PARTES:



Phillips #00 Screwdriver (1)



MacBook Unibody (Model No. A1278) Airport Antenna Clip (1)



Spudger (1)



MacBook Unibody (Model No. A1278) Airport Extreme Card (1)



T6 Torx Screwdriver (1)
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 1 — Access Door 



With the case closed, place the Unibody top-side down on a flat surface.







Depress the grooved side of the access door release latch enough to grab the free end. Lift the release latch until it is vertical.







The access door should now be raised enough to lift it up and out of the Unibody.



Paso 2
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 3 — Battery



 Be sure the access door release latch is vertical before proceeding. 



Grab the white plastic tab and pull the battery up and out of the Unibody.







Remove the following eight screws securing the lower case to the chassis:



Paso 4 — Lower Case



© iFixit — CC BY-NC-SA



es.iFixit.com







One 3 mm Phillips screw.







Three 13.5 mm Phillips screws.







Four 3.5 mm Phillips screws.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 5 



Using both hands, lift and remove the lower case off the upper case.







Disconnect the camera cable by pulling the male end straight away from its socket.



Paso 6 — Display Assembly



 Be careful not to pull up on the cable as you remove it from the socket.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 7







De-route the camera data cable from the channel in the optical drive.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 8











Remove the following screws securing the camera data cable and right speaker to the upper case: 



One 9.9 mm partially threaded Phillips screw







One 9.6 mm threaded Phillips screw







One 4 mm Phillips screw



Slide the camera cable bracket out from under the subwoofer and remove it from the computer.



 The iSight cable has an eyelet through which passes the left-most screw in these pictures.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 9







Grab the plastic pull tab secured to the display data cable lock and rotate it toward the DC-in side of the computer.







Pull the display data cable connector straight away from its socket.



 Make sure to pull the connector straight away and not straight up from its socket.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 10











Remove the following two screws from the display data cable bracket: 



One 7 mm Phillips screw.







One 5 mm Phillips screw.



Lift the display data cable bracket out of the upper case.



Paso 11
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Remove the two outer 6 mm Torx screws securing each side of the display to the upper case (4 screws total).
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 12
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Open your MacBook so the display is perpendicular to the upper case.







Place your opened MacBook on a table as pictured.







While holding the display and upper case together with your left hand, remove the 6 mm Torx screw from the lower display bracket.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 13



 Be sure to hold the display and upper case together with your left hand. Failure to do so may cause the freed display/upper case to fall, potentially damaging each component. 



Remove the last remaining 6 mm Torx screw securing the display to the upper case.



Paso 14







Grab the upper case with your right hand and rotate it slightly toward the top of the display so the upper display bracket clears the edge of the upper case.







Rotate the display slightly away from the upper case.







Lift the display away from the upper case, minding any brackets or cables that may get caught.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 15 — Clutch Cover







Grab the clutch cover as shown and slide it toward the right side of the display.



 It should move about 1/4" and stop. Don't force it beyond this point. Paso 16







Gently rock the clutch cover back and forth on its long axis while pulling it away from the display.







Do this action along the length of the clutch cover until you can lift it off the framework attaching it to the display.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 17 



Remove the clutch cover from the display.



Paso 18 — AirPort Connectors







Use the tip of a spudger to pry both AirPort antenna connectors out of their sockets on the AirPort board.



 Be careful not to break the sockets off the AirPort board.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 19 — AirPort Card 



Remove the single 3 mm Phillips screw securing the AirPort card to the display nearest the AirPort antenna.







Remove the single 3.3 mm Phillips screw securing the camera cable retainer to the display.



Paso 20
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 21







Orient your display as shown and pull the black plastic camera cable retainer toward the right side of the display.







Remove the camera cable retainer.



Paso 22







Carefully pull the camera cable connector toward the right side of the display and out of its socket on the AirPort card.



 When reattaching the AirPort Cable, make sure that the U-shaped notches on one side of the cable end are not visible (facing the card). If the cable is installed incorrectly, it will cause logic board damage.
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MacBook Unibody Model A1278 AirPort Card Replacement



Paso 23 



Remove the remaining 3 mm Phillips screw securing the side of the AirPort card closest to the right clutch hinge.



Paso 24







Pull the AirPort card away from its heat sink and remove it from the display.



 Before installing a new AirPort card, be sure the thermal material on its surface is intact and aligned with the small heat sink on the display frame.
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MacBook Unibody Model A1278 AirPort Card Replacement



To reassemble your device, follow these instructions in reverse order. La versión más reciente de este documento fue generada en 2017-11-17 07:27:51 PM .
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Reemplazo MacBook Unibody A1278 Modelo Panel LCD 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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Reemplazo MacBook Unibody A1278 Modelo Mayúsculas 

28 nov. 2016 - Paso 1 — Puerta De Acceso ... La puerta de acceso ahora debería .... Si su placa lógica no tiene instalad
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Reemplazo MacBook Unibody A1278 Modelo minúsculas 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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MacBook Unibody Modell A1278 AirPort Karte Replacement 

26.07.2017 - Ersetzen Sie die AirPort-Karte in Ihr MacBook Unibody Modell A1278. ... Dieser Leitfaden wird Ihnen helfen, die AirPort-Karte ersetzen.
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MacBook Unibody A1278 Modelo Reemplazo del conjunto de 

Con el caso cerrado, coloque la parte superior del lado Unibody abajo sobre una superficie plana.. Presione el lado ranu
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Reemplazo MacBook Unibody A1278 Modelo derecho del embrague ... 

izquierda, retire el 6 mm tornillo Torx del soporte inferior de la pantalla.. Reemplazo MacBook Unibody A1278 Modelo der
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Reemplazo de la tarjeta MacBook Unibody A1342 Modelo aeropuerto 

La carcasa inferior está construido de aluminio recubierto de caucho. No doble excesivamente el aluminio durante la extr
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MacBook Unibody Model A1278 Akkutausch 

12.08.2017 - DrÃ¼cke den Verschlusshebel auf der geriffelten Seite der Klappe in das. GehÃ¤use des MacBooks, bis du den. Verschlusshebel auf der anderen.
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Reemplazo MacBook Unibody A1342 Modelo altavoz trasero 

La carcasa inferior está construido de aluminio recubierto de caucho. No doble excesivamente el aluminio durante la extr
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Reemplazo MacBook Unibody Modelo A1342 Disco Duro 

8 nov. 2016 - Reemplazar el disco duro en su MacBook Unibody A1342 Modelo. ... La ubicación de estos tres clips se muest
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Reemplazo MacBook Unibody A1342 LCD Modelo 

Reemplazar sólo el LCD en lugar de todo el ensamblaje de la pantalla. Escrito por: ... derecho de la pantalla y detrás d
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Reemplazo MacBook Unibody Modelo A1342 Batería 

La carcasa inferior está construido de aluminio recubierto de caucho. No doble excesivamente el aluminio durante la extr
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MacBook Unibody Modell A1278 Logic Board Ersatz 

17.06.2017 - Geschrieben von: Walter Galan. MacBook Unibody Modell .... Heben Sie die Tastatur flex Halterung aus dem oberen GehÃ¤use.. Schritt 26.
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MacBook Unibody Model A1278 Subwoofer & Right Speaker 

28.09.2017 - Right Speaker Replacement. Geschrieben von: Walter Galan. MacBook Unibody Model A1278 Subwoofer & Right Speaker Replacement.
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MacBook Unibody Modell A1278 Frontdisplay Glasersatz 

04.08.2017 - De-Route die Kamera-Datenkabel aus dem Kanal in das optische .... Staub oder FingerabdrÃ¼cke im Inneren wird gefangen zu reinigen stÃ¶rend ...
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MacBook Unibody Modell A1278 Versalien Ersatz 

Abdeckung des rechten Lautsprecherkabel Ziehen Sie das kleine StÃ¼ck schwarzes Band zurÃ¼ck.. Verwenden Sie die .... in seinem Loch geschnitten in das.
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MacBook Unibody Modell A1278 Mikrofon Ersatz 

18.06.2017 - Die ZugangstÃ¼r sollte nun genug, es zu heben und aus dem Unibody angehoben werden.. MacBook Unibody Modell A1278 Mikrofon Ersatz.
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MacBook Unibody Model A1278 RAM Arbeitsspeicher ersetzen 

DrÃ¼cke den Verschlusshebel auf der geriffelten Seite der Klappe in das. GehÃ¤use des MacBooks, bis du den. Verschlusshebel auf der anderen. Seite greifen ...
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MacBook Pro 17 "Unibody AirPort Antenne Ersatz 

24.06.2017 - Ersetzen Sie die AirPort-Antenne in Ihrem MacBook Pro 17 "Unibody. Geschrieben von: Brett Hartt. MacBook Pro 17 "Unibody AirPort Antenne ...










 


[image: alt]





Reemplazo MacBook Unibody A1342 Modelo derecho del embrague ... 

25 nov. 2016 - Continuar haciendo palanca hasta que el bisel de la pantalla frontal está ... Utilice el extremo plano de










 


[image: alt]





MacBook Unibody Modell A1342 AirPort / Bluetooth Platinenaustausch 

18.06.2017 - Lautsprecherkabel-Stecker zu hebeln weg von der Hauptplatine.. Schritt 12. Entfernen Sie die hinteren. Lautsprecher Baugruppe aus dem.
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Reemplazo MacBook Unibody A1342 Modelo de unidad óptica 

11 oct. 2016 - de unidad óptica. Esta guía le mostrará cómo sustituir la unidad SuperDrive desde su ordenador portátil (
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MacBook Unibody Modell A1278 linke Kupplung Scharnier Ersatz 

21.10.2016 - Schieben Sie die Kamerakabel Halterung aus unter dem Subwoofer und entfernen Sie sie aus dem. Computer.. Die iSight Kabel hat eine ...
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MacBook Unibody Modell A1278 LVDS Display-Cable Replacement 

De-Route die Kamera-Datenkabel aus dem Kanal in das optische Laufwerk. .... Staub oder FingerabdrÃ¼cke im Inneren wird gefangen zu reinigen stÃ¶rend ...
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