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Rotary Encoder Accessories - Pepperl+Fuchs

8. Female. IP67. ASS36M/ASM36M. V19-G-2M-PUR ABG. 2 m, molded. V19-G-3M-PUR ABG .... S for single turn, M for multiturn. 
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Rotary Encoder Accessories Connectors and Cordsets Model Number



Cable Length



Pins



Type



Protection



For Series



V1-G-YE2M-PVC



2 m, molded



4



Female



IP67



BVS58/BVM58 BSS58/BSM58



5



Female



IP67



EVS58/EVM58, ESS58/ESM58 PVS58/PVM58, PSS58/PSM58 CVS36M/CVM36M,CSS36M/CSM36M



8



Female



IP67



ASS36M/ASM36M



5



Female



IP67



RVI50 (type AL) RVI78 (type AL)



2m



5



Rightangle Female



IP67



RVI50 (type AL) RVI78 (type AL)



Connector only*



5



Male



IP67



Mating connector for 42306



10 ft



7



Female



IP67



RVI25 (type AR)



10



Female



IP67



RVI25 (type AS)



12



Female



IP68



RVI58 (type AA), RSI58 (type AA) RVI25 (type AA), RHI90 (type AA) RVS58 (type AA)



12



Female



IP68



RVI50 (typeAA)



12



Female



IP68



AVS58/AVM58 (typeAA) ASS58/AVS58 (type AA)



12



Female



IP68



RVI58 (type AB), RSI58 (type AB) RVI25 (type AB), RHI90 (type AB) RVS58 (type AB)



12



Female



IP68



AVS58/AVM58 (typeAB) ASS58/AVS58 (type AB)



Connector only*



12



Male



IP68



Mating connector for 9416



3m



19



Female



IP67



FVS58/FSS58 (type AD)



2m



26



Female



IP67



FVM58/FSM58 (type AE)



Connector only*



26



Male



IP67



Mating connector for 9426



V1-G



V1-G-YE5M-PVC



Connector only* 5 m, molded



V15-G



Connector only*



V15-G-YE5M-PVC



5 m, molded



V15-G-YE2M-PVC V19S-G-ABG-PG9



V19-G-2M-PUR ABG V19-G-3M-PUR ABG 42306A



42306A-02M-05P-RVI50/78 42306A-05M-05P-RVI50/78



2 m, molded



Connector only* 2 m, molded 3 m, molded



Connector only* 2 m, molded 5 m, molded



42306B



Connector only*



42306B-05M-05P-RVI50/78



5m



42306B-02M-05P-RVI50/78 42306C



MS3106A16S-1S MS16-10FT MS16-20FT



Connector only* 20 ft



MS3106A18-1S



Connector only*



MS18-20FT



20 ft



MS18-10FT 9416



9416-02M-12P-RXI58 9416-03M-12P-RXI58 9416



9416-02M-12P-RVI50 9416-05M-12P-RVI50



10 ft



Connector only* 2m 3m



Connector only* 2m 5m



9416



Connector only*



9416-05M-12P-AVM



5m



9416-03M-12P-AVM



3m



9416L



Connector only*



9416L-05M-12P-RXI58



5m



9416L-02M-12P-RXI58 9416L



9416L-05M-12P-AXX 9416C



2m



Connector only* 5m



9424



Connector only*



9424-05M-24P-FXS



5m



9424-03M-24P-FXS 9426



Connector only*



9426-05M-32P-FVM



5m



9426-02M-32P-FVM 9426C



* Field-attachable connector—cable provided by customer.



Subject to modifications without notice Pepperl+Fuchs Group USA: +1 330 486 0001 www.pepperl-fuchs.com [email protected]



Germany: +49 621 776-4411 [email protected]



Copyright Pepperl+Fuchs Singapore: +65 6779 9091 [email protected]



1



Rotary Encoder Accessories Connectors and Cordsets



V1-G



V1-G-Y... V15-G-Y...



42306A



V19 V19S



42306B



MS16



MS18



9416C



9424



9416, 9416L



9426



9426C



2
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Rotary Encoder Accessories Synchro Clamping Elements (set of three) Model Number 9310-3



For Series



AV*58, BV*58, CV*58, DV*58, EV*58, FV*58, PV*58, RVI58, TVI58 RVI50, RVI78, RVI84



9313-3



RVI50



* S for single turn, M for multiturn 9310-3



9312-3



2.8



ø9



1.5



ø15



1.5



ø 5.3



ø10.5



1.1



ø9



ø3.2



ø12



9313-3 ø15



ø4.3



9312-3



Dimensions in mm



2.8



3.8



5.5



5.5



6.5



Mounting Brackets



Mounting Bracket for Servo Flange ø62.5 - 62.9 ø58.5 - 58.9



AV*58, BV*58, CV*58, DV*58, EV*58, FV*58, PV*58, RVI58, TVI58



ø50.05 ±0.05 ø32.1



0.1



25.8



38.4



* S for single turn, M for multiturn



5.9 ±0.05



3.95



9300



For Series



21.2



Model Number



ø51.025 ±0.05



.5



82 . ±0 9



42



68



75



4.5



05



9300



.6



ø4



45˚



Mounting Set for Bracket 9300 Model Number 9311



25º 30º



30º



90º



For Series



AV*58, BV*58, CV*58, DV*58, EV*58, FV*58, PV*58, RVI58, TVI58



* S for single turn, M for multiturn
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Rotary Encoder Accessories Mounting Brackets (cont.)



Dimensions in mm



Mounting Bracket for Clamping Flange For Series



9203



AV*58, BV*58, CV*58, DV*58, EV*58, FV*58, PV*58, RVI58, TVI58



RVI50, TVI50



9278



.1



6



RVI78



* S for single turn, M for multiturn



ø7



ø6 0 40



9250



±0



53



AV*58, BV*58, CV*58, DV*58, EV*58, FV*58, PV*58, RVI58, TVI58



22



9213



80



30



ø40



30 ˚



Model Number 9301



ø7



100 ± 0.1 120



9301



ø3.3



45



80



ø36H7



30˚



80 6



45.5



96



40



22



¯7



ø48 ± 0.1



ø60 ± 0.1



5˚



61



80



9203



9213



80



65



4 x ø4.5



104



90˚ 95



5



10



50 + 0.1



35 + 0.1



65



12



0˚



3 x ø3.4



45˚



ø30F7
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4 x ø7



77.5 + 0.1



32.5 + 0.1



90 ± 0.1



9250



4



85



ø66 ± 0.05



15 + 0.1



55 0.1



35 + 0.1



ø56 ± 0.12



45



0.05 4 x ø3.5



ø40



9278
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Rotary Encoder Accessories Couplings ø



9401 6*6



9401 8*8



D1 6 mm



8 mm



10 mm



9402 6*6



6 mm



6 mm



9404 6*6



12 mm 8 mm



8 mm



6 mm



6 mm



10 mm



10 mm



9409 6*6



6 mm



6 mm



9409 10*10 9409 12*12 9410 6*6



12 mm



12 mm



10 mm



10 mm



12 mm



12 mm



6 mm



6 mm



9410 10*10



10 mm



10 mm



KW-6/6



6 mm



6 mm



9410 12*12 KW-8/8



12 mm



12 mm



8 mm



8 mm



KW-10/10



10 mm



10 mm



9460 10*10



10 mm



10 mm



9460 6*6



9460 12*12



Max. Radial Misalign



Max. Axial Misalign



Max. Angular Error



Max. Torque



Material



Spring steel



3000 rpm



13.3 in-lb



±1.5 mm



±1 mm



±5°



10.6 in-lb



Nickel-coated spring steel



12 mm



9404 10*10 9404 12*12



Rated Torque



6 mm



8 mm



10 mm



9402 8*8



Max. Speed



D2



9401 10*10 9401 12*12



Type



ø



6 mm



6 mm



12 mm



12 mm



Nickel-coated spring steel, spring disks: plastic



Spring steel



Flanges, aluminum spring disks, plastic



Spring disk



12000 rpm



5.3 in-lb



±0.3 mm



±0.4 mm



±2.5°



Bellows



8000 rpm



7.1 in-lb



±0.3 mm



±0.4 mm



±5°



10.6 in-lb



Nickel-coated zinc



Precision



15000 rpm



8.9 in-lb



±0.5 mm



±0.3 mm



±2.5°



11.5 in-lb



Delrin, aluminum alloy, hard-coated



Helical



8000 rpm



7.1 in-lb



±0.3 mm



±0.5 mm



±4°



13.3 in-lb



Nickel-coated zinc



Bellows



7000 rpm



8.9 in-lb



±0.2 mm



±0.6 mm



±3°



50



Stainless steel



35



Dimensions in mm



5



øD2



øD1



ø26



øD2



øD1



5



ø16



Model Number



M4



9402



M5



Headless screw 4 x M4 (120º)



9404



øD2



øD2



ø30



øD1



22



9409



ø20



M3 x 10 DIN912



øD1



9401



72



23 3.8



12



0º



4



øD2 M4



14.5



22.5



øD1



øD2



KW



ø25



øD1



25



9410



9460



3x



øD2



øD1



ø25



3.8



11 35
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Rotary Encoder Accessories Measuring Wheels



Measuring wheels attach directly to the encoder's shaft using setscrews and are designed to roll along the surface of moving objects. As material moves beneath the wheel, the wheel turns the encoder shaft. A larger wheel will provide higher resolution. All Pepperl+Fuchs’ measuring wheels are designed to mount on a standard 8 mm or 10 mm diameter shaft.



B



Dimensions in mm



10 mm shaft



Material



9101, 8



9101, 10



Hytrel®



9103, 8



9103, 10



9108, 8



9108, 10



9102, 8



9112, 8



9109, 8



9110, 8 9113, 8



9102, 10



Dimpled rubber Nitril (NBR)



9112, 10



Knurled Hytrel



Knurled aluminum Hytrel



9109, 10



Dimpled rubber Nitril (NBR)



9113, 10



Knurled Hytrel



9110, 10



Knurled aluminum



Circumference



øD



Width B



500 mm



159 mm



25 mm



200 mm



64 mm



12 mm



Circumference 200 mm: M4 Circumference 500 mm: M5



ø8 or ø10



8 mm shaft



øD



Model Number



Hytrel is a registered trademark of E. I. du Pont de Nemours and Company ®



9101



9102



9108
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Rotary Encoder Accessories Cable Pulls



Cable pulls enable a rotary encoder to measure linear motion by providing a cable that is pulled in a straight line by the application. Internally, the cable is wrapped around a spring-loaded drum that turns the shaft when the cable is extended. A standard 58 mm diameter encoder mounts to the adapter with synchro mounting elements. Different lengths are available for a variety of applications.



Technical data Model Number General Specifications



SL3001-X1/ GS80-200



Measuring range (cable length)



1m



Maximum travel speed Acceleration



Drum circumference



Linearity error (typical) Encoder resolution



Ambient Conditions



8 m/s



40 m/s2



200 mm



Cable diameter



Tension force on cable Lifetime



Weight



2m



SL3003-X1/ GS80-200 3m



8 m/s



8 m/s



40 m/s2



40 m/s2



200 mm



200 mm



SL3005-X1/ GS130-333



SL3010-X1/ GS130-333



5m



10 m/s



70 m/s2



333 mm



10 m



8 m/s



40 m/s2



333 mm



SL3015-X1/ GS130-333 15 m



7 m/s



30 m/s2



333 mm



SL3020-X1/ GS130-333 20 m



4 m/s



30 m/s2



333 mm



0.1% / 0.5%



0.1% / 0.5%



0.1% / 0.5%



0.1% / 0.5%



0.1% / 0.5%



0.1% / 0.5%



0.1% / 0.5%



25 g



25 g



25 g



25 g



25 g



25 g



25 g



1.35 mm



1.35 mm



1.35 mm



1.35 mm



1.35 mm



1.35 mm



1.35 mm



106 cycles



106 cycles



106 cycles



106 cycles



106 cycles



106 cycles



106 cycles



200 mm /



Shock resistance



Mechanical Specifications



SL3002-X1/ GS80-200



5-9 N 2 lbs



200 mm /



5-12 N 2.6 lbs



200 mm /



5-15 N 3.3 lbs



333 mm /



10-21 N 5.5 lbs



333 mm /



10-21 N 7.7 lbs



333 mm /



10-21 N 11.0 lbs



333 mm /



10-21 N 11.0 lbs



Order Code



SL30_ _-X_ /GS_ _ _-_ _ _



Drum circumference 200 200 mm 333 333 mm



Measuring range* 01 1 m 02 2 m 03 3 m 05 5 m 10 10 m 15 15 m 20 20 m



Housing dimensions 80 80 mm 130 130 mm Shaft dimension / flange version 1 Solid shaft Ø 6 mm x 10 mm / servo flange 2 Solid shaft Ø 10 mm x 20 mm / clamping flange



* 01, 02, 03 — Housing dimension: 80, drum circumference: 200 mm 05, 10, 15, 20 — Housing dimension: 130, drum circumference: 333 mm



Example: SL3001-X1/GS80-200



____/____/______
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Rotary Encoder Accessories Cable Pulls (cont.) 6



E



D M



M



E



20H7



G



D



E



F



C



M



D



M



A



B



34 mm



B



77 mm



C



34 mm



D



50 mm



E



80 mm



F



approx. 60 mm



G



31.5 mm



M



M6 x 7



A



41.5 mm



B



92 mm



C



41.5 mm



D



50 mm



E



80 mm



F



approx. 60 mm



G



31.5 mm



M



M6 x 7



A



60 mm



B



118 mm



C



60 mm



D



50 mm



E



80 mm



F



approx. 60 mm



G



31.5 mm



M



M6 x 7



A



77.2 mm



B



141.3 mm



C



77.2 mm



D



80 mm



E



130 mm



F



approx. 60 mm



G



52 mm



M



M8 x 8



M



E



29



6



20H7



C



G



F



SL3003



A



29



6



20



D



20



20 20



M



D



M



M



E



A



B



29



6



20H7



G



D M B



A



E



F



C



20



8



D



M



A



B



SL3005



G



F



C



20



SL3002



29



20H7



E



SL3001



M
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Rotary Encoder Accessories Cable Pulls (cont.)



SL3010



29



6



20H7



G



D



20



M



D



M



A



B



20H7



F



G



E



D M



D



M



50



E



A



B



20H7



G



E



D M



50 B



99.6 mm



D



80 mm



E



130 mm



F



approx. 60 mm



G



52 mm



M



M8 x 8



A



146.2 mm



B



256 mm



C



146.2 mm



D



80 mm



E



130 mm



F



approx. 60 mm



G



52 mm



M



M8 x 8



A



168.9 mm



B



301 mm



C



99.6 mm



D



80 mm



E



130 mm



F



approx. 60 mm



G



52 mm



M



M8 x 8



M



F



C



20



50



186.3 mm



C



29



6



SL3020



99.6 mm



B



M



E



C



20



50



A



29



6



SL3015



E



F



C



M A
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accessories 

ACCESSORIES. 2016 Priusv .... Ashtray Cup (A) This convenient, self-contained ashtray cup fits snugly inside the cuphold
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Handrad Encoder 

Hohe Empfindlichkeit bei der Umdrehung. â€¢ Grosse Spannung. â€¢ Niedriger Stromverbrauch. â€¢ Kompatibel mit Markenprodukte. â€¢ Zahlreiche Optionen auf Anfrage.
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accessories 

All-Weather Cargo Mat3 (A) The tough, flexible all-weather cargo mat allows you to carry a wide .... TRD Air Filter (A)










 


[image: alt]





Accessories Accessorios Accessories - Toto USA 

Failure to follow these instructions may void your warranty. For safe operation ... TOTO reserves the right to make such
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accessories 

stop you in your tracks. • Kit includes booster cables, stainless steel multi- purpose tool, survival blanket, gloves, f
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Accessories Accessorios Accessories - Toto USA 

AÑOL. HERRAMIENTAS QUE NECESITA. ANTES DE LA INSTALACIÓN. Asegúrese de tener todas las piezas que se indican a continuac
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Accessories Accessorios Accessories - Toto USA 

Flat Head. Wall Screw. Wall Hole. Wall. Anchor. Cover. Screw. Cover. Front. YH990 Robe Hook. 1. Place the mount against
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Accessories Accessorios Accessories - Toto USA 

For safe operation and installation, please observe the following: ▫ Always wear appropriate eye protection while operat
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encoder und motorfeedbacksysteme winkellage 

Read and Save Ebook encoder und motorfeedbacksysteme winkellage drehzahlerfassung in der industriellen as PDF for free at Online. Ebook Library.
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ASSEMBLYINSTRUCTIONSI NSTRUCTIONS Steel Rotary 

Dos Personas Recomendaron. Steel Rotary Brochure Rack. Casier de l'Acier qui Tourne pour les Brochures â€¢ La Percha de
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Encoder Wiring Made Simple - Dynapar 

line driver outputs two signals for each channel: the primary signal ... In other words, the trade-off for .... might amplify the voltage output from a 5-V TTL signal to.
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accessories - Slot.it 

Modelismo Team S.A. de C.V.. Av. Insurgentes Sur 1352,. L-148 Col. del Valle,. Mexico D.F. 03100. Tel./Fax +52 55 5534 0177 [email protected].
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Accessories Accessorios Accessories YS990 - Toto USA 

4. ENGLISH. iNSTAllATioN PRoCeduRe. B-1. B-2. A-2. B-3. A-4. A-1. With remote control. Without remote control. You can i
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motorola accessories 
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Rotary Shaver - Remington-Europe.cOm 

Do not use this product if it is not working correctly, if it has been dropped or damaged, or dropped in water. 4 An appliance should never be left unattended ...
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High Performance Rotary Handle 

68C6048G02 (Red, 1-3R-12). 68C6048G03 (Black ... 2 Nm. Pozidriv n°2. IP54, IP65; 1-3R-12 and 4-4x. Door drilling. Perçag
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accessories - Slot.it 

performance moves to the next level. These chassis allow .... Open PC interface. * please read the oXigen user manual for further information on compatibility.
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Accessories Accessorios Accessories Aquia® Upton ... - Toto USA 

our web site http://www.totousa.com. If you have questions regarding ... comfortable lifestyles. We design every product
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Rotary Phasedin English revised 

Únase a nosotros el 4 de agosto de. 4:00 p.m. a 6:00 p.m.. M. Para una reunión informativa sobre. El Gabacho. Tex-Mex Gr
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Rotary Phasedin English revised 

Free. Enchilada Dinner meeting about. Please join us. August 4th. 4:00 pm - 6:00 pm for an informational. Visit us at ww
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Rotary Shaver - Remington 

E Tipps fÃ¼r optimale Ergebnisse. â€¢. Achten Sie darauf .... E Tips voor de beste resultaten ...... RemingtonÂ® is a Registered Trade Mark of Spectrum Brands,Inc.,.
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Original BMW Accessories 

In general the car must be flash-upgraded to the latest I-level status before the ... are intended for use by qualified specialist staff trained on BMW vehicles with the ..... are used, the examination in accordance with Â§ 21 German Road Traf-.
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Windscreens Accessories - Sennheiser 

1 Slide the basket windshield over the suspension with pistol grip. 2 Lock the windshield using the two clips of the sus










 


[image: alt]





Windscreens Accessories - Sennheiser 

utilisez en plus l'enveloppe anti-vent. 4 Vissez le filet sur un pied ou une perche télescopique. 5 Orientez le micropho
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