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RUSH MH 7 Hybrid

The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum ... 
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RUSH MH 7 Hybrid The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum flexibility from the high-energy dance floor to performing arts spaces, all within an affordable price bracket. The RUSH MH 7 Hybrid’s features include sharp, crisp optics with a powerful zoom that ranges from a smooth 45° wash to a punchy 2.2° beam. The Philips Platinum 11R 250W 7800 K lamp contributes to the RUSH MH 7 Hybrid’s impressive output. The fixture features 8 rotating/indexing and 12 static gobos, 10 selectable colors, and exciting beam effects from its 8-facet circular and 4-facet linear prisms. G A L L E R Y



All-in-one Hybrid: Beam, Spot and Wash Class-leading optical system Full feature set including 8- and 4-facet prisms



F E A T U R E S



•



250 W Philips Platinum 11R Lamp



•



2.2 – 24° zoom in Beam Mode



•



2.5 – 24° zoom in Spot Mode



•



15 – 45° zoom in Wash Mode



•



8 rotating/indexing gobos



•



12 static gobos



•



10 colors plus CTO, CTB, UV



•



4-facet linear prism



•



8-facet circular prism



•



Motorized focus



•



3- and 5-pin XLR DMX connection



•



PowerCon IN and THRU



T E CHNI CA L



S P E CI F I CA T I O NS



Physical Length: 301 mm (11.9 in.) Width: 408 mm (16.1 in.) Height: 644 mm (25.4 in.) Weight: 24 kg (52.9 lbs.) Dynamic Effects Color wheel: 13 colors incl. CTO, CTB, UV and open Rotating gobo wheel: 8 gobos plus open, 16-bit indexing, rotation and shake Static gobo wheel: 12 gobos plus open, wheel rotation and shake Prism 1: 4-facet linear, 16-bit indexing, variable rotation direction and speed Prism 2: 8-facet radial, 16-bit indexing, variable rotation direction and speed Focus: Motorized, 16-bit coarse and fine control Zoom: Motorized, 16-bit coarse and fine control Dimming: 0-100%, coarse and fine control
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Shutter: Strobe effect, pulse effects, instant open and blackout Pan: 540° Tilt: 250° Control and Programming Control system: DMX DMX channels: 21 Setting and addressing: Control panel with backlit LCD display DMX compliance: USITT DMX512/1990 Lamp Approved lamp: Philips MSD Platinum 11R 250 W Color temperature: 7800 K Average lifetime: 2000 hours* *Under manufacturer's test conditions Optics Cutoff angle, Beam Mode: 2.2° - 24° Cutoff angle, Spot Mode: 2.5° - 24° One-tenth peak angle, Wash Mode: 15° - 45° Construction Color: Black Housing: High-impact flame-retardant thermoplastic Protection rating: IP20 Gobos Interchangeable rotating gobos Permitted material: Stainless steel or borosilicate glass with 450° C high temp. coating Diameter: 14 mm +0/-0.2 mm (0.55 in. +0/-0.008 in.) Max. image diameter, glass: 8 mm (0.31 in.) Max. image diameter, metal: 9.5 mm (0.37 in.) Thickness, glass: 1.1 mm +0/-0.05 mm (0.045 in. +0/-0.002 in.) Thickness, metal: 0.2 mm (0.008 in) nominal Installation Mounting points: Two quarter-turn brackets for rigging clamps Location: Indoor use only, must be fastened to surface or structure Orientation: Any Minimum distance to illuminated surfaces: 10 m (33 ft.) Minimum distance to combustible materials: 20 cm (8 in.) Minimum clearance around fans and vents: 50 cm (20 in.) Connections AC power in/thru: Neutrik PowerCon DMX data in/out: 3-pin and 5-pin locking XLR Electrical AC power (EU models): 100-240 V nominal, 50/60 Hz Power supply unit: Auto-ranging electronic switch mode Primary fuse: 5T, 250 V, 8.0 A Typical Power and Current 120 V, 60 Hz: 377 W, 3.1 A, PF 0.985 230 V, 50 Hz: 372 W, 1.7 A, PF 0.978 Measurements made at nominal voltage. Figures are typical, not maximum, allow for a deviation of +/- 10%. Thermal Cooling: Forced air (temperature-regulated, low noise) Maximum ambient temperature (Ta max.): 40° C (104° F) Minimum ambient temperature (Ta min.): 0° C (32° F) Total heat dissipation (calculated, +/- 10%, at full intensity, full white): 1430 BTU/hr. Approvals EU safety: EN 60598-2-17 (EN 60598-1), EN 62471, EN 62493 EU EMC: EN 55015; EN 55032; EN 55103-1, -2; EN 61000-3-2,-3; EN 61000-4-2, -4, 5; EN 61547 US safety: UL 1573 US EMC: CFR Title 47 Part 15 Class A Canadian safety: CSA C22.2 No. 166 Canadian EMC: ICES-003 Class A Australia/NZ (pending): RCM Included Items Philips MSD Platinum 11R 250 W lamp (installed) Power cable, 1.5 m (4.9 ft.), without mains plug Omega bracket for rigging clamp attachment Accessories Philips MSD Platinum 11R 250 W lamp: P/N 50481205 Flightcase for 2 x RUSH MH 7 Hybrid: P/N 91515039 Cables, 16 A, for connection to power in chains Power input cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 3 m (9 ft. 11 in.): P/N 11541508 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 1.4 m (4 ft. 8 in.): P/N 11541509 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 2.25 m (7 ft. 5 in.): P/N 11541510 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 3.25 m (10 ft. 8 in.): P/N 11541511 Connectors Neutrik PowerCon NAC3FCA power input connector, cable mount, blue: P/N 05342804 Neutrik PowerCon NAC3FCB power output connector, cable mount, light grey: P/N 05342805



©2015 Martin Professional Olof Palmes Allé 18 • 8200 Aarhus N • Denmark • Phone: +45 87 40 00 00 • Fax: +45 87 40 00 10 • www.martin.com Images contained in this brochure have been converted to CMYK and are not necessarily representative of actual colors. Specifications are subject to change without notice







DMX link DMX termination plug, 3-pin male XLR: P/N 91613017 Installation hardware G-clamp: P/N 91602003 Half-coupler clamp: P/N 91602005 Related Items RUSH™ Software Uploader 2: P/N 91611770 Ordering Information RUSH™ MH 7 Hybrid in cardboard box: P/N 90280100
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RUSH MH 5 Profile 

Stand-alone trigger options: Music trig, auto trig. Stand-alone sequences: 4 pre-programmed shows. Music trig sensitivity: Adjustable. Setting and addressing: ...
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RUSH MH 8 Mini Profile 

RUSHâ„¢ Software Uploader 1: P/N 91611399. RUSHâ„¢ MH 8 Mini Profile in cardboard box: P/N 90280110.. Â©2015 Martin Professional Olof Palmes AllÃ© 18 ...
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RUSH MH 4 Beam - Audio Technik 

a fixed gobo wheel and color wheel with a multitude of effects possible from a dimmer and ... of actual colors. Specifications are subject to change without notice ...
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Mh Hosteleria MH Limon 
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MH Digital_Factsheet_Native_MI_2019 

Intertestitial-3. â€¢. Video Wall-. â€¢. Multiscreen-. â€¢. Sonderformate 4. StationÃ¤r. â€¢. Mobile Content Ad 6:1 + 4:1 1. â€¢. Mobile Native Style Ads 1. â€¢. Mobile Content AD 2:1.










 


[image: alt]





Rush Wisconsin 

[PDF]Rush Wisconsinhttps://bsbproduction.s3.amazonaws.com/portals/.../2016_2017_release_of_liability_s...En cachédesde l
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HYBRID MULTICHANNEL 

mete Fis-Dur-Sonate op. 78 zweisÃ¤tzig. Und auÃŸerdem voller Ãœberraschungen. Nicht nur wegen ihrer Tonart, die so innerhalb der. Gattung bei Beethoven nicht ...
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HYBRID MULTICHANNEL 

series of the â€œGesellschaft der. Musikfreundeâ€�, which .... einer geschlossenen Veranstaltung am. 26. Dezember 1827 ... der Gesellschaft der Musikfreunde statt.
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HYBRID MULTICHANNEL 

spread edition by the Czech pianist and pedagogue VilÃ©m ... the CrÃ©dit Suisse Young Artist Award and the ECHO Klassik. He received the CrÃ©dit. Suisse Award ...
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HYBRID MULTICHANNEL 

ber music with artists such as Gidon. Kremer (violin) ... Artistic Director of the 'Storioni Festival' at the Muziekcentrum Frits ... the United States. www.storionitrio.
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HYBRID MULTICHANNEL 

2 â€“ which was published in Robert Haas'. â€œAlte Gesamtausgabeâ€� ... factorâ€� (Manfred Wagner). A highly accurate ..... Robert Haas 1938 herausgegeben â€“ in einer.
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Schleichende Gefahr - mh-software 

Bereits im Jahr 2006 haben wir unter der Überschrift „ ... ar zwei Brüder ums Leben. Eine vierköp- fige Familie ... halt unter 500 ppm gemessen. 162 000 An-.
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p0caw (rush booster) 

Powerful 20 dB Gain. (4). Quick Start Guide .... TTĒ*EZAESZ< 1äEL \,. Weight. 0,5 kg (1.1 lbs). Pour connaître les te










 


[image: alt]





MH-TD, MH-T, CDM-T Voltaje: 220V Factor de 

20 dic. 2017 - Watts: 70W. Lámparas: MH-TD, MH-T, CDM-T. Voltaje: 220V. Factor de Potencia: 0.5. Peso: 1kg. Dimensiones
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Mh Hosteleria M5e tercio 
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Mh Hosteleria M5e quinto 
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HYBRID MULTICHANNEL 

another world? Frank Schneider spoke here about the â€œoppressive vision of life broken downâ€�. ... Bei einer inhalt- lichen Bewertung oder Interpretation des.
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HYBRID MULTICHANNEL 

Leipzig music director, Artur Nikisch, who had not only ... been composed. What is Schumann in com- .... EÃ¶tvÃ¶s, Heinz Holliger, Arthur Honegger,. Michael.
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HYBRID MULTICHANNEL 

Sergei Rachmaninov (1873-1945). Vespers, Op.37. 1 Priidite, poklanimsya. 2. 16. (O come, let us worship). 2 Blagoslovi, dushe moya. 4. 59. (Bless the Lord, O ...
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HYBRID MULTICHANNEL 

Peter Zimmerman, Leonidas Kavakos, Vadim. Repin, Maxim Vengerov, Bella ..... aux concerts extrÃªmement apprÃ©ciÃ©s don- nÃ©s Ã  Amsterdam, Kreizberg et l' ...
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HYBRID MULTICHANNEL 

Einleitung folgt der impulsive Sturm des. Allegro, dessen Wucht die vorgegebenen ... Es erklingt â€“ reiner Klang. Thematische Gestalten interessieren nicht mehr.
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MH Smart Card Reader 

MH Smart Card Reader. Chipkartenleser, USB, extern. Part No.: 102049. Merkmale: Geeignet fÃ¼r Smartcards mit Kontaktchip. Ideal fÃ¼r Transaktionen und Anwendungen mit sicherheitsrelevanten Ãœbertragungen. FÃ¼r zahlreiche Anwendungsbereiche wie Gesund
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HYBRID MULTICHANNEL 

self to a greater extent to writing film music: the latter, no .... The Russian-born American conduc- tor Yakov ... Los Angeles Philharmonic Institute. In. 1986, he ...
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HYBRID MULTICHANNEL 

libÃ©ra peut-Ãªtre mÃªme la propre originalitÃ© et crÃ©ativitÃ© de Bruckner, lui permettant ainsi d'explorer de nouveaux domaines. Dans sa Symphonie no 1, on peut ...
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