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RUSH MH 8 Mini Profile

RUSHâ„¢ Software Uploader 1: P/N 91611399. RUSHâ„¢ MH 8 Mini Profile in cardboard box: P/N 90280110.. Â©2015 Martin Professional Olof Palmes AllÃ© 18 ... 
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RUSH MH 8 Mini Profile The RUSH MH 8 Mini Profile is Martin Professional’s smallest moving head to date with super sharp optics and an impressive output that punches above its class. High speed pan and tilt with separate color and gobo wheels allow designers maximum flexibility from the lounge bar to the high-energy dance floor, and all within an affordable price bracket. The MH 8 Mini Profile uses the latest 18 W white LED technology that delivers super sharp optics with over 800 lumens via a 14° beam angle. Eight varied gobos and eight vibrant colors are available, with electronic strobe/dimming, manual focus and high-speed pan and tilt. The eye-catching effects can be controlled via DMX or synchronized to a music beat via audio trig. The compact fixture weighs only 4.5 kg. G A L L E R Y



Super sharp optics High output 18 W white LED Separate color and gobo wheels



F E A T U R E S



•



Super sharp optics



•



Crisp, flat gobo projection (class-leading in product category)



•



Compact size and low weight



•



Latest generation 18 W LED with over 800 lumens (class-leading in product category)



•



Separate color and gobo wheels



•



Gives maximum flexibility to designers T E CHNI CA L



S P E CI F I CA T I O NS



Physical Length: 157 mm (6.1 in.) Width: 237 mm (9.3 in.) Height: 327 mm (12.9 in.) Weight: 4.5 kg (9.9 lbs.) Dynamic Effects Color wheel: 8 colors plus open, variable and random rotation Gobo wheel: 8 static gobos plus open, variable and random rotation Strobe: Variable from 3 - 20 Hz, pulse effects and random strobe Electronic dimming: 0 - 100%, four dimming curve options Pan: 540° Tilt: 230° Control and Programming Control options: DMX, 4 stand-alone shows, master/slave DMX channels: 10 Stand-alone trigger: Auto, music DMX compliance: USITT DMX512/1990 Interface: Control panel with backlit LCD display Optics Light source: 18 W OSRAM LE UW Q8WP LED Minimum LED lifetime: 50 000 hours (to >70% luminous output)* Beam angle: 14° Focus: Manual *Figure obtained under manufacturer's test conditions Construction Color: Black Housing: High-impact flame-retardant thermoplastic
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IP rating: IP 20 Installation Mounting points: Bracket for rigging clamp Location: Dry location only, must be fastened to surface or structure Orientation: Vertical (head down if suspended) Minimum distance to illuminated surfaces: 200 mm (8 in.) Minimum distance to combustible materials: 100 mm (4 in.) Minimum clearance around fans and vents: 100 mm (4 in.) Connections AC power input: IEC DMX data in/out: 3-pin and 5-pin locking XLR Electrical AC power: 100-240 V nominal, 50/60 Hz Power supply unit: Auto-ranging electronic switch mode Fuse: T 2.0 A Typical Power and Current 120 V, 60 Hz: 52 W, 0.8 A 230 V, 50 Hz: 50 W, 0.5 A Typical half-cycle RMS inrush current: 6.4 A Measurements made at nominal voltage with all LEDs at full intensity. Allow for a deviation of +/- 10%.



Thermal Cooling: Forced air (temperature-regulated, low noise) Maximum ambient temperature (Ta max.): 40° C (104° F) Minimum ambient temperature (Ta min.): 0° C (32° F) Total heat dissipation (calculated, +/- 10%, at full intensity, full white): 180 BTU/hr. Approvals EU safety: EN 60598-2-17 (EN 60598-1), EN 62471, EN 62493 EU EMC: EN 55015, EN 55032, EN 55103-2, EN 61000-3-2, EN 61000-4-2, EN 61547 US safety: UL 1573 US EMC: CFR Title 47 Part 15 Class A Canadian safety: CSA C22.2 No. 166 Canadian EMC: ICES-003 Class A Australia/NZ (pending): RCM Included Items Power cable, 1.9 m (6.3 ft.) without mains plug Power cable, 1.9 m (6.3 ft.) with US plug Bracket for rigging clamp attachment Accessories Installation hardware: G-clamp: P/N 91602003 Half-coupler clamp: P/N 91602005 Quick-trigger clamp: P/N 91602007 Safety cable, safe working load, 50 kg (110 lbs.): P/N 91604003 Related Items RUSH™ Software Uploader 1: P/N 91611399 Ordering Information RUSH™ MH 8 Mini Profile in cardboard box: P/N 90280110
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RUSH MH 5 Profile 

Stand-alone trigger options: Music trig, auto trig. Stand-alone sequences: 4 pre-programmed shows. Music trig sensitivity: Adjustable. Setting and addressing: ...
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RUSH MH 7 Hybrid 

The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum ...
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RUSH MH 4 Beam - Audio Technik 

a fixed gobo wheel and color wheel with a multitude of effects possible from a dimmer and ... of actual colors. Specifications are subject to change without notice ...
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Mh Hosteleria MH Limon 
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MH Digital_Factsheet_Native_MI_2019 

Intertestitial-3. â€¢. Video Wall-. â€¢. Multiscreen-. â€¢. Sonderformate 4. StationÃ¤r. â€¢. Mobile Content Ad 6:1 + 4:1 1. â€¢. Mobile Native Style Ads 1. â€¢. Mobile Content AD 2:1.
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Fujifilm Instax Mini 8 Kondensatorersatz 

19.06.2017 - Schritt 1 â€” Kondensator. Zuerst schieben in der Linse und entfernen Sie die beiden AA-Batterien.. Schritt 2. Ã–ffnen Sie das hintere Fach und ...
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Rush Wisconsin 

[PDF]Rush Wisconsinhttps://bsbproduction.s3.amazonaws.com/portals/.../2016_2017_release_of_liability_s...En cachédesde l
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company profile 

600 000. 400 000. 300 000. 200 000. PRODUCTOS. 100 000. 2014. 2004. 1975. 1984. 1970. PRODUCTS. 525 ... Campaign rushton
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Schleichende Gefahr - mh-software 

Bereits im Jahr 2006 haben wir unter der Überschrift „ ... ar zwei Brüder ums Leben. Eine vierköp- fige Familie ... halt unter 500 ppm gemessen. 162 000 An-.
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p0caw (rush booster) 

Powerful 20 dB Gain. (4). Quick Start Guide .... TTĒ*EZAESZ< 1äEL \,. Weight. 0,5 kg (1.1 lbs). Pour connaître les te
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MH-TD, MH-T, CDM-T Voltaje: 220V Factor de 

20 dic. 2017 - Watts: 70W. Lámparas: MH-TD, MH-T, CDM-T. Voltaje: 220V. Factor de Potencia: 0.5. Peso: 1kg. Dimensiones
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Mh Hosteleria M5e tercio 
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Mh Hosteleria M5e quinto 
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MH Smart Card Reader 

MH Smart Card Reader. Chipkartenleser, USB, extern. Part No.: 102049. Merkmale: Geeignet fÃ¼r Smartcards mit Kontaktchip. Ideal fÃ¼r Transaktionen und Anwendungen mit sicherheitsrelevanten Ãœbertragungen. FÃ¼r zahlreiche Anwendungsbereiche wie Gesund










 


[image: alt]





Profile 2016 

14.04.2016 - Fax: 0711 2005-1429. E-Mail: [email protected]. UL IHK Ulm. Dipl.-Ing. Nikolaus Hertle. Olgastr. 95-101. D-89073 Ulm. Tel.: 0731 173-181. Fax: 0731 173-5181. E-Mail: [email protected]. VS IHK Schwarzwald-Baar-Heuberg. Daniela
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Conga Mini Madera 8'' Maxtone 

Conga Mini Madera 8'' Maxtone. SKU: BC-310. FICHA TÉCNICA: • Diseño: Conga Mini. • Fabricado: Madera 8". • Parche: Cuero
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Influencer X-Mas Rush 

Martina ist Bloggerin aus Leidenschaft und konzentriert sich neben Faschion, Interior und. Lifestyle auch noch auf Themen rund um Innovation undTechnologie.
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RUSH Scanner 1 LED 

This fixture delivers high output via sharp optics and is packed with eye-catching effects. With its high-speed pan and tilt capabilities, the. RUSH Scanner 1 LED ...
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Fujifilm Instax Mini-8-Objektiveinheit Ersatz 

20.04.2017 - Ersetzen der Linseneinheit Mini 8 kann Ihnen helfen, die optimale Linse Klarheit und. ZuverlÃ¤ssigkeit reattain bessere Fotos zu erhalten.
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Fujifilm Instax Mini-8-BlitzgerÃ¤t Ersatz 

22.11.2016 - Kondensator auf der Oberseite berÃ¼hren. Es wird noch eine Ladung aufweisen und wird verletzt.. Step 6. Die beiden Schrauben Sie den Blitz ...
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MH Weatherproof Enclosure Gabinete MH a prueba de 

Attach raintight conduit hubs that comply with the requirements in UL® Standard 514 for ... Attach the following Square
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MH-TD, MH-T, CDM-T Voltaje: 220V Factor de 

20 dic. 2017 - Watts: 150W. Lámparas: MH-TD, MH-T, CDM-T. Voltaje: 220V. Factor de Potencia: 0.5. Peso: 1.5kg. Dimension
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led profile - DOCUMENTOP.COM 

UNE-EN-12373-4. Aluminium purity: 98,90. Heat treating: T5. Anodizing: 15 micras QUALANOD. Lacquer: QUALICOAT-SEASIDE. Diffusor ledprofile: Flammability Rating: UL94: V0. Charpy Impact Strenght: ISO 179-1: 30. Linear Thermal Expansion Coefficient: IS
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Company Profile 

A su vez los productos Winters están certificados por 3A, CSA, CRN, CE, FM, UL, NACE. SOPORTE WINTERS .... South Korea.
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