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RUSH PAR 1 RGBW The RUSH PAR 1 RGBW is a bright LED PAR Can with premixed RGBW color mixing. It offers electronic dimming and strobe and comes with a flexible bracket for floor or truss mounting. F E A T U R E S



T E CHNI CA L



S P E CI F I CA T I O NS



Physical Length: 260 mm (10.3 in.) Width: 195 mm (7.7 in.) Height: 293 mm (11.6 in.) Weight: 3.6 kg (8.0 lbs.) G A L L E R Y



Dynamic Effects Color mixing: RGBW Color selection: 32 color presets Electronic dimming: 0 - 100% Strobe and pulse effects: Variable speed and action, random strobe Electronic 'shutter' effect: Instant open and blackout Control and Programming Control options: DMX, stand-alone DMX channels: 5/7 Stand-alone trigger options: Music trig, auto trig White balance control: RGB adjustment DMX address setting: Control panel with LED display Stand-alone programming: Control panel with LED display Protocol: USITT DMX512/1990 Optics Light source: 7 x 10 W RGBW Cree MC-E LEDs Minimum LED lifetime: 50 000 hours (to >70% luminous output)* *Figure obtained under manufacturer's test conditions: Construction Housing: High-impact flame-retardant thermoplastic Color(s): Black Protection rating: IP20 Installation Mounting: Adjustable bracket, surface or truss mount Orientation: Any Location: Indoor use only Connections AC power in/thru: Neutrik PowerCon DMX data in/thru: 5-pin XLR Electrical AC power: 100-240 V nominal, 50/60 Hz Typical total power consumption: 78 W Power consumption figures are typical, not maximum. Allow for +/-10% variation.: Typical Power and Current 110 V, 60 Hz: 1.1 A, 78 W 230 V, 50 Hz: 0.7 A, 78 W Measurements made at nominal voltage with all LEDs at full intensity. Allow for a deviation of +/- 10%.:



Thermal Cooling: Forced air (temperature-regulated, low noise) Maximum ambient temperature (Ta max.): 40° C (104° F) Minimum ambient temperature (Ta min.): 0° C (32° F) Total heat dissipation (calculated, +/- 10%, at full intensity, full white): 270 BTU/hr. Approvals EU safety: EN 60598-2-17 (EN 60598-1), EN 62471, EN 62493 EU EMC: EN 55015, EN 55103-1, EN 55103-2, EN 61000-3-2, EN 61000-3-3, EN 61547 US safety: UL 1573 US EMC: 47 CFR Part 15 Class A Canadian safety: CSA C22.2 No. 166 Canadian EMC: ICES-003 Class A Australia/NZ: C-TICK N4241 Included Items Power cable 1.5 m Mounting bracket
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Accessories Cables, 16 A, for connection to power in chains: Power input cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 3 m (9.8 ft.): P/N 11541508 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon connectors, 1.4 m (4.6 ft.): P/N 11541509 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2, H05VV-F, with PowerCon connectors, 2.25 m (7.4 ft.): P/N 11541510 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon connectors, 3.25 m (10.7 ft.): P/N 11541511 Power connectors: Neutrik PowerCon NAC3FCA power input connector, cable mount, blue: P/N 05342804 Neutrik PowerCon NAC3FCB power output connector, cable mount, light grey: P/N 05342805 Related Items RUSH™ Software Uploader 1: P/N 91611399 Ordering Information RUSH PAR 1 RGBW™ in cardboard box: P/N 90480000
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RUSH PAR 2 RGBW Zoom 

Power consumption figures are typical, not maximum. Allow for +/-10% variation.: 120 V, 60 Hz: 1.3 A, 151 W, PF 0.993. 230 V, 50 Hz: 0.7 A, 148 W, PF 0.961.
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P3 PowerPort 1500 - HARMAN Professional Solutions 

This Class A digital apparatus meets all requirements of the Canadian Interference-Causing Equipment Regulations. Cet appareil numÃ©rique de la classe A ...
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LED FLAT PAR RGBW - AUDIENS 

Lea atentamente este manual de usuario para poder aprovechar ..... (non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et dÃ©faillance ...... optimal des donnÃ©es, il est recommandÃ© d'utiliser les cÃ¢bles les plus courts possibles 
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LED FLAT PAR RGBW 

ring damage due to high volume and prolonged exposure: When in use, this ..... Si el equipo dispone de un selector de tensiÃ³n, antes de enchufarlo a la red ...
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RUSH Scanner 1 LED - Martin Professional 

*Figure obtained under manufacturer's test conditions: Color: Black. Housing: High-impact flame-retardant thermoplastic. Protection rating: IP20. Mounting ...
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LED FLAT PAR RGBW AWS 

Control via optional infrared remote. Master/slave mode. Standalone Functions. FEATURES. 7 luminous 4W RGBW LEDs, standa
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led flat par rgbw dmx control table 

CameoÂ® is a brand of the Adam Hall Group Â· Adam Hall GmbH Â· Adam-Hall-Str. 1 ... Yellow warm. 030. -. 037. Yellow. 038. -. 045. Green. 046. -. 053. Turquoise.
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RUSH Scanner 1 LED 

This fixture delivers high output via sharp optics and is packed with eye-catching effects. With its high-speed pan and tilt capabilities, the. RUSH Scanner 1 LED ...
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Q SPOT 15 RGBW 

(non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et ..... the spotlight is compliant with the RDM standard (Remote Device Management).
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Rush Wisconsin 

[PDF]Rush Wisconsinhttps://bsbproduction.s3.amazonaws.com/portals/.../2016_2017_release_of_liability_s...En cachédesde l
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p0caw (rush booster) 

Powerful 20 dB Gain. (4). Quick Start Guide .... TTĒ*EZAESZ< 1äEL \,. Weight. 0,5 kg (1.1 lbs). Pour connaître les te
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Folie 1 - p.l.i. solutions 

ASP.NET, speziell GUI-Entwicklung (Nice to Have: Telerik Know How). â–« Programmiersprachen C#, VB.NET. â–« HTML, CSS, JavaScript, Ajax, Webservices, XML.
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F2008 Midterm 1 Solutions 

Yt): -4 2-'Y(z) + X(z ). (1+4200%(2) = X627. Hazlo tuhota. H(2) > juo ita v, orden I poole : 7:4, inden ? " . . .. b)
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Folie 1 - p.l.i. solutions 

Datenbank MS SQL Server. â–« Microsoft Betriebssystemen (Client und Server) sowie Webserver IIS. â–« Microsoft-Produkte (Office, SharePoint, CRM).
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1 PROFESSIONAL DEVELOPMENT SCHOLARSHIPS PROGRAM 

20 jun. 2016 - Castro. Montealegre Paola. 8. Lavoie. Marie-Josée. Ottawa, ... Angélica. Ciudad México. México. The selec
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professional Neuer Kult - Professional audio 

03.03.2017 - gelten, die ein Album via Crowdfunding finanzierte), Amanda Palmer, die EinstÃ¼r- zenden Neubauten, Thomas Godoj, die Li- bertines und viele andere. ..... tigten Muster und Sammelmails nutzen, son- dern unser eigenes Ding machen, damit d
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RUSH MH 8 Mini Profile 

RUSHâ„¢ Software Uploader 1: P/N 91611399. RUSHâ„¢ MH 8 Mini Profile in cardboard box: P/N 90280110.. Â©2015 Martin Professional Olof Palmes AllÃ© 18 ...
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1. Zinc Professional (150 Kapseln) 

1 Kapsle deckt 100% des Tagesbedarfs an Zink, Kupfer und Chrom. â€¢ mit Selen optimiert. â€¢ verbessert den Stoffwechsel. â€¢ unterstÃ¼tz Zellwachstum. â€¢ stÃ¤rkt das ...
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hydrabeam 1000 rgbw 

Never touch the power cord and power adapter with wet hands. ... For this reason, always be careful when laying cables. 31. Unplug the power cord and power ...
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Rush Sequence 1. Move rush marker 2. Launch ball if it's not 

The difference between the winner's Slam successes and the loser's. SlamBack or Dodge successes is the number of hits ta










 


[image: alt]





professional Neuer Kult - Professional audio 

03.03.2017 - ib ra ry s se lb st e rste lle n | R a tg e b e r: A u sb ild u n g sk o m p a ss | T e st: R. O. L. I S e a b o a rd R ise 4. 9. Wir machen. Musiker Studio-fit. Teil 1 Gitarristen ... PLUS hilfreiche Adress- und Link-Liste. *alle wichti
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RUSH MH 5 Profile 

Stand-alone trigger options: Music trig, auto trig. Stand-alone sequences: 4 pre-programmed shows. Music trig sensitivity: Adjustable. Setting and addressing: ...
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RUSH MH 7 Hybrid 

The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum ...
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Influencer X-Mas Rush 

Martina ist Bloggerin aus Leidenschaft und konzentriert sich neben Faschion, Interior und. Lifestyle auch noch auf Themen rund um Innovation undTechnologie.
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