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RUSH PAR 2 RGBW Zoom

Power consumption figures are typical, not maximum. Allow for +/-10% variation.: 120 V, 60 Hz: 1.3 A, 151 W, PF 0.993. 230 V, 50 Hz: 0.7 A, 148 W, PF 0.961. 
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RUSH PAR 2 RGBW Zoom The RUSH PAR 2 RGBW Zoom is a bright single-lens LED PAR Can with fully premixed color from 12 RGBW LEDs and a spectacular 10 – 60 ° zoom. It offers electronic dimming and strobe and comes with a flexible bracket for floor or truss mounting. Bright LED PAR Can 12x10 W RGBW LEDs Single-lens wash with fully premixed color G A L L E R Y



F E A T U R E S



•



Bright LED PAR Can



•



12x10 W RGBW LEDs



•



Single-lens wash with fully premixed color



•



10° to 60° zoom



•



Electronic dimming and strobe



•



Temperature-controlled fan cooling



•



Flexible bracket – floor or truss-mounted



•



5-pin XLR T E CHNI CA L



S P E CI F I CA T I O NS



Physical Length: 266 mm (10.5 in.) Width: 287 mm (11.3 in.) Height: 329 mm (13.0 in.) Weight: 5.5 kg (12.2 lbs.) Dynamic Effects Color mixing: RGBW Color selection: 33 color presets plus full white, 'color wheel' effects Electronic dimming: 0 - 100% Strobe and pulse effects: Variable speed and action, random strobe Electronic 'shutter' effect: Instant open and blackout Zoom: Motorized Control and Programming Control options: DMX, stand-alone scene DMX channels: 5/9 White balance control: RGB adjustment DMX address setting: Control panel with LCD display Stand-alone programming: Control panel with LCD display Protocol: USITT DMX512/1990 Optics Light source: 12 x 10 W RGBW Osram Ostar LEDs Zoom range: 10° - 60° Minimum LED lifetime: 50 000 hours (to >70% luminous output)* *Figure obtained under manufacturer's test conditions: Construction Housing: Aluminum Color(s): Black Protection rating: IP20 Installation Mounting: Adjustable bracket, surface or truss mount Orientation: Any Location: Indoor use only
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Connections AC power in/thru: Neutrik PowerCon DMX data in/thru: 5-pin XLR Electrical AC power: 100-240 V nominal, 50/60 Hz Typical total power consumption: 151 W Power consumption figures are typical, not maximum. Allow for +/-10% variation.: Typical Power and Current 120 V, 60 Hz: 1.3 A, 151 W, PF 0.993 230 V, 50 Hz: 0.7 A, 148 W, PF 0.961 Measurements made at nominal voltage with all LEDs at full intensity. Allow for a deviation of +/- 10%.:



Thermal Cooling: Forced air (temperature-regulated, low noise) Maximum ambient temperature (Ta max.): 40° C Minimum ambient temperature (Ta min.): 0° C Total heat dissipation (calculated, +/- 10%, at full intensity, full white): 520 BTU/hr. Approvals EU safety: EN 60598-2-17 (EN 60598-1), EN 62471, EN 62493 EU EMC: EN 55015, EN 55103-1, EN 55103-2, EN 61000-3-2, EN 61000-3-3, EN 61547 US safety (pending): UL 1573 US EMC: 47 CFR Part 15 Class A Canadian safety (pending): CSA C22.2 No. 166 Canadian EMC: ICES-003 Class A Australia/NZ: C-TICK N4241 Included Items Power cable 1.5 m Mounting bracket Accessories Gel Frame for RUSH PAR 2 (set of 10): P/N 46000106 Cables, 16 A, for connection to power in chains: Power input cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 3 m (9.9 ft.): P/N 11541508 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 1.4 m (4.6 ft.): P/N 11541509 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 2.25 m (7.4 ft.): P/N 11541510 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2 , H05VV-F, with PowerCon input connector, 3.25 m (10.7 ft.): P/N 11541511 Power connectors: Neutrik PowerCon NAC3FCA power input connector, cable mount, blue: P/N 05342804 Neutrik PowerCon NAC3FCB power output connector, cable mount, light grey: P/N 05342805 DMX link DMX termination plug, 3-pin male XLR: P/N 91613017 Installation hardware: G-clamp: P/N 91602003 Half-coupler clamp: P/N 91602005 Related Items RUSH Software Uploader 1™: P/N 91611399 Ordering Information RUSH PAR 2 RGBW Zoom™ in cardboard box: P/N 90480040
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RUSH PAR 1 RGBW - HARMAN Professional Solutions 
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LED FLAT PAR RGBW - AUDIENS 

Lea atentamente este manual de usuario para poder aprovechar ..... (non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et dÃ©faillance ...... optimal des donnÃ©es, il est recommandÃ© d'utiliser les cÃ¢bles les plus courts possibles 
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LED FLAT PAR RGBW 

ring damage due to high volume and prolonged exposure: When in use, this ..... Si el equipo dispone de un selector de tensiÃ³n, antes de enchufarlo a la red ...
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LED FLAT PAR RGBW AWS 

Control via optional infrared remote. Master/slave mode. Standalone Functions. FEATURES. 7 luminous 4W RGBW LEDs, standa
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led flat par rgbw dmx control table 

CameoÂ® is a brand of the Adam Hall Group Â· Adam Hall GmbH Â· Adam-Hall-Str. 1 ... Yellow warm. 030. -. 037. Yellow. 038. -. 045. Green. 046. -. 053. Turquoise.
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Zoom-Zoom 

5 sept. 2012 - especificaciones en cualquier momento sin previo aviso u obligación. .... 2-56. Precauciones de los siste
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ZOOM AL LENGUAJE 2 - ENLACES 

Page 1. IMÁGENES ASOCIADAS. A ENLACES. Zoom al Lenguaje 2. Page 2. PÁGINA. IMAGEN. 32. 60. 72. 127. 119.
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Q SPOT 15 RGBW 

(non pris en charge par la garantie), afin d'Ã©viter toute surchauffe et ..... the spotlight is compliant with the RDM standard (Remote Device Management).
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Rush Wisconsin 

[PDF]Rush Wisconsinhttps://bsbproduction.s3.amazonaws.com/portals/.../2016_2017_release_of_liability_s...En cachédesde l
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ZOOM A LENGUAJE 2 - REALIDAD AUMENTADA 

IMÁGENES ASOCIADAS. A REALIDAD AUMENTADA. Zoom al Lenguaje 2. Page 2. Entrada2: l2_ra2_partes-de-la-narracion. Título: S
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FT ZOOM 

P.C.: Periodo de Carencia: Días que deben transcurrir entre la última aplicación y la cosecha. P.R.: Periodo de Reingres
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p0caw (rush booster) 

Powerful 20 dB Gain. (4). Quick Start Guide .... TTĒ*EZAESZ< 1äEL \,. Weight. 0,5 kg (1.1 lbs). Pour connaître les te
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Rush Sequence 1. Move rush marker 2. Launch ball if it's not 

The difference between the winner's Slam successes and the loser's. SlamBack or Dodge successes is the number of hits ta
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ZOOM Alex Cora 
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RUSH MH 8 Mini Profile 

RUSHâ„¢ Software Uploader 1: P/N 91611399. RUSHâ„¢ MH 8 Mini Profile in cardboard box: P/N 90280110.. Â©2015 Martin Professional Olof Palmes AllÃ© 18 ...
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hydrabeam 1000 rgbw 

Never touch the power cord and power adapter with wet hands. ... For this reason, always be careful when laying cables. 31. Unplug the power cord and power ...
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Manual de instrucciones - Zoom 

mientras que las opciones para el módulo REVERB/DELAY son Hall, Room y ..... This patch is inspired by the legendary Mot
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RUSH MH 5 Profile 

Stand-alone trigger options: Music trig, auto trig. Stand-alone sequences: 4 pre-programmed shows. Music trig sensitivity: Adjustable. Setting and addressing: ...
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RUSH MH 7 Hybrid 

The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum ...
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Influencer X-Mas Rush 

Martina ist Bloggerin aus Leidenschaft und konzentriert sich neben Faschion, Interior und. Lifestyle auch noch auf Themen rund um Innovation undTechnologie.
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RUSH Scanner 1 LED 

This fixture delivers high output via sharp optics and is packed with eye-catching effects. With its high-speed pan and tilt capabilities, the. RUSH Scanner 1 LED ...
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hydrabeam 600 rgbw - AUDIENS 

Dust and other debris inside the unit may cause damage. ... With these cables, you can connect multiple devices via the power OUT connection to the power IN ...... Test de toutes les LED et de tous les moteurs (pour arrÃªter le test, appuyez sur.
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60 rgbw - AUDIENS 

optimum use of your Cameo Light product quickly. Learn more about .... different DMX modes in this manual under DMX CONTROL. ..... Weight: 3.8 kg. 3.8 kg. Other Features: filter frame, winged barndoor and mounting ...... nettoyage (non pris en charge
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Compre un par, llévese otro par 

SE OFRECEN DESCUENTOS PARA MIEMBROS DE AARP Y AAA. Se aceptan la mayoría de los seguros. ¡La mayoría de los anteojos se
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