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RUSH Scanner 1 LED - Martin Professional

*Figure obtained under manufacturer's test conditions: Color: Black. Housing: High-impact flame-retardant thermoplastic. Protection rating: IP20. Mounting ... 
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RUSH Scanner 1 LED The RUSH Scanner 1 LED is designed to enable lighting designers to boost the wow factor and energize crowds with high-speed mid-air looks in a variety of entertainment venues and nightclubs. This fixture delivers high output via sharp optics and is packed with eye-catching effects. With its high-speed pan and tilt capabilities, the RUSH Scanner 1 LED is ideal for creating dramatic atmospheres and boosting energy levels on cruise ships, in dance clubs and other nightlife venues. Compact size, low weight, rugged construction and long-life LEDs also make the RUSH Scanner 1 LED a favorite for rental companies seeking to produce once-in-a-lifetime memorable events through powerful, dynamic lighting effects. G A L L E R Y



Powerful 90 W white LED engine Breathtakingly fast pan and tilt Rich, dynamic feature set including two color wheels, two gobo wheels and rotating prism



F E A T U R E S



•



High-power, long-life 90 W white LED engine



•



Effects include two gobo wheels. two color wheels and a 3-facet prism



•



Sharp projections with motorized focus



•



DMX control and standalone operation



•



Auto trig and music trig standalone modes



•



Compact size and rugged construction T E CHNI CA L



S P E CI F I CA T I O NS



Physical Length: 588 mm (23.1 in.) Width: 303 mm (11.9 in.) Height: 193 mm (7.6 in.) Weight: 9.6 kg 21.1 lbs.) Dynamic Effects Color wheel 1: 8 colors plus open, rotation with variable direction and speed Color wheel 2: 8 colors (incl. 1 x UV, 2 x CTC) plus open, rotation with variable direction and speed Rotating gobo wheel: 6 rotating/indexing gobos plus open Fixed gobo wheel: 7 gobos plus open Electronic 'shutter' effect: Strobe, pulse effects, instant open and blackout Prism: Indexing and rotation with variable direction and speed Focus: Motorized Electronic dimming: 0 - 100%, four dimming curve options Pan: 170°, coarse & fine control Tilt: 75°, coarse & fine control Control and Programming Control options: DMX, standalone, synchronized master/slave DMX channels: 16 Standalone trigger options: Sound activation (music trig), auto trig Standalone sequences: 9 pre-programmed shows Standalone memory: 20 scenes Music trig sensitivity: Adjustable Setting and addressing: Control panel with backlit LCD display DMX compliance: USITT DMX512/1990 Optics



©2015 Martin Professional Olof Palmes Allé 18 • 8200 Aarhus N • Denmark • Phone: +45 87 40 00 00 • Fax: +45 87 40 00 10 • www.martin.com Images contained in this brochure have been converted to CMYK and are not necessarily representative of actual colors. Specifications are subject to change without notice







Light source: 90 W LED engine Minimum LED lifetime: 30 000 hours (to >70% luminous output)* Rotating gobo size: 24 mm (0.94 in.) Rotating gobo image size: 20 mm (0.79 in.) *Figure obtained under manufacturer's test conditions: Construction Color: Black Housing: High-impact flame-retardant thermoplastic Protection rating: IP20 Installation Mounting points: Adjustable bracket, surface or truss mount Location: Indoor use only, must be fastened to surface or structure Orientation: Any Connections AC power in/thru: Neutrik PowerCon DMX data in/out: 3-pin and 5-pin locking XLR Electrical AC power: 100-240 V nominal, 50/60 Hz Power consumption: 168 W Typical half-cycle RMS inrush current at 240 VAC: 10 A Fuse: T 6.3 A Power supply unit: Auto-ranging electronic switch mode Typical Power and Current 100 V, 60 Hz: 1.7 A, 170 W, PF 0.997 120 V, 60 Hz: 1.4 A, 165 W, PF 0.994 230 V, 50 Hz: 0.7 A, 162 W, PF 0.937 Figures obtained at nominal voltage. Figures are typical, not maximum, allow for +/- 10% variation Thermal Cooling: Forced air Maximum ambient temperature (Ta max.): 40° C (104° F) Minimum ambient temperature (Ta min.): 0° C (32° F) Total heat dissipation (calculated, +/- 10%, at full intensity): 570 BTU/hr. Approvals EU safety: EN 60598-2-17 (EN 60598-1), EN 62471, EN 62493 EU EMC: EN 55015, EN 55103-1, EN 55103-2, EN 61000-3-2, EN 61000-3-3, EN 61547 US safety: UL 1573 US EMC: FCC Part 15 Class B Canadian safety: CSA C22.2 No. 166 Canadian EMC: ICES-003 Class A Australia/NZ: RCM Included Items Power cable, 6 A, 18 AWG, 0.75 mm2, UL- listed, H05VV-F, 1.5 m, without mains plug Mounting bracket Accessories Cables, 16 A, for connection to power in chains Power input cable, 14 AWG, UL, SJT, 1.5 mm2, H05VV-F, with PowerCon input connector, 3 m (9.8 ft.): P/N 11541508 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2, H05VV-F, with PowerCon connectors, 1.4 m (4.6 ft.): P/N 11541509 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2, H05VV-F, with PowerCon connectors, 2.25 m (7.4 ft.): P/N 11541510 Power relay cable, 14 AWG, UL, SJT, 1.5 mm2, H05VV-F, with PowerCon connectors, 3.25 m (10.7 ft.): P/N 11541511 Power connectors Neutrik PowerCon NAC3FCA power input connector, cable mount, blue: P/N 05342804 Neutrik PowerCon NAC3FCB power output connector, cable mount, light grey: P/N 05342805 Installation hardware Half-coupler rigging clamp: P/N 91602005 Safety cable, SWL 60 kg, BGV C1 / DGUV 17, black: P/N 91604006 Safety cable, SWL 60 kg, BGV C1 / DGUV 17, silver: P/N 91604007 Related Items RUSH™ Software Uploader 1: P/N 91611399 Ordering Information RUSH™ Scanner 1 LED in cardboard box: P/N 90480120
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RUSH Scanner 1 LED 

This fixture delivers high output via sharp optics and is packed with eye-catching effects. With its high-speed pan and tilt capabilities, the. RUSH Scanner 1 LED ...










 








RUSH PAR 1 RGBW - HARMAN Professional Solutions 

... +45 87 40 00 10 â€¢ www.martin.com. Images contained in this brochure have been converted to CMYK and are not necessarily representative of actual colors.










 








led gobo scanner 80 

electrical shock. ... Male 3-pin XLR socket for connection to a DMX control device (e.g. DMX console). .... To adjust system settings, press the MODE button repeatedly until the .... pan/tilt, pan/tilt fine, colour wheel, gobo wheel, motor speed, aut










 








professional rgbwa+uv led bar 

Lea atentamente este manual de usuario para poder aprovechar rÃ¡pidamente toda la funcionalidad de ...... 6in1 LED can be controlled separately (Pixel Control). ...... 3000 Hz. Beam Angle: 23Â° @ 50% light intensity. 41Â° @ 10% light intensity.










 








professional led pix bar - AUDIENS 

Una volta collegato il dispositivo, verificare tutti i cavi per evitare danni o incidenti, ad esempio per inciampo. 17. Durante il trasporto ...... umweltfreundlichen EntsorgungsmÃ¶glichkeiten Ã¼ber den HÃ¤ndler, bei dem das Produkt erworÂ¬ben wurde,










 








robert martin stahl brass professional theorie und 

Save As PDF Ebook robert martin stahl brass professional theorie und pedagogik today. And You can Read Online robert martin stahl brass professional theorie ...










 








professional led pix bar dmx control table 

Ramp up Random, slow -> fast. 057. -. 079. Ramp down Random, slow -> fast. 080. -. 102. Random Strobe Effect, slow fast. 103. -. 127. Strobe Break Effekt ...










 








professional cob led pix bar - Symetry 

Urządzenie nie może mieć kontaktu z palnymi materiałami, płynami ani gazami. 12. ...... wybrać, czy kierunek sekwencji ma być odwrotny (ON) czy nie (OFF). ...... media/shop/downloads/documents/manufacturersdeclarations.pdf. W razie ...










 








professional rgbwa+uv led bar - Prodance 

Use only sufficiently stable and compatible stands and/or mounts (for fixed ...... devices are integrated in the DMX network has no influence on the addresses.










 








Rush Wisconsin 

[PDF]Rush Wisconsinhttps://bsbproduction.s3.amazonaws.com/portals/.../2016_2017_release_of_liability_s...En cachédesde l










 








Scanner Manual for ADF Scanner - Plustek 

Bitte wenden Sie sich an die jeweilige online Hilfe der einzelnen Programme, um .... nicht, kÃ¶nnen Sie die Anlegen oder Bearbeiten- SchaltflÃ¤che neben dem.










 








p0caw (rush booster) 

Powerful 20 dB Gain. (4). Quick Start Guide .... TTĒ*EZAESZ< 1äEL \,. Weight. 0,5 kg (1.1 lbs). Pour connaître les te










 








1 PROFESSIONAL DEVELOPMENT SCHOLARSHIPS PROGRAM 

20 jun. 2016 - Castro. Montealegre Paola. 8. Lavoie. Marie-Josée. Ottawa, ... Angélica. Ciudad México. México. The selec










 








scanner 007.jpg 

tierna a la vez, rizos rublos que lo siento que lo mejor todavia está por venir. hacen destacar y encima de todo Me fui










 








professional Neuer Kult - Professional audio 

03.03.2017 - gelten, die ein Album via Crowdfunding finanzierte), Amanda Palmer, die EinstÃ¼r- zenden Neubauten, Thomas Godoj, die Li- bertines und viele andere. ..... tigten Muster und Sammelmails nutzen, son- dern unser eigenes Ding machen, damit d










 








RUSH MH 8 Mini Profile 

RUSHâ„¢ Software Uploader 1: P/N 91611399. RUSHâ„¢ MH 8 Mini Profile in cardboard box: P/N 90280110.. Â©2015 Martin Professional Olof Palmes AllÃ© 18 ...










 








1. Zinc Professional (150 Kapseln) 

1 Kapsle deckt 100% des Tagesbedarfs an Zink, Kupfer und Chrom. â€¢ mit Selen optimiert. â€¢ verbessert den Stoffwechsel. â€¢ unterstÃ¼tz Zellwachstum. â€¢ stÃ¤rkt das ...










 








Wifi scanner - UserManual.wiki 

29 sept. 2016 - Just go to www.irislink.com/start and download your new software. > Quick User guide/Warranty. If you










 








Rush Sequence 1. Move rush marker 2. Launch ball if it's not 

The difference between the winner's Slam successes and the loser's. SlamBack or Dodge successes is the number of hits ta










 








professional Neuer Kult - Professional audio 

03.03.2017 - ib ra ry s se lb st e rste lle n | R a tg e b e r: A u sb ild u n g sk o m p a ss | T e st: R. O. L. I S e a b o a rd R ise 4. 9. Wir machen. Musiker Studio-fit. Teil 1 Gitarristen ... PLUS hilfreiche Adress- und Link-Liste. *alle wichti










 








RUSH MH 5 Profile 

Stand-alone trigger options: Music trig, auto trig. Stand-alone sequences: 4 pre-programmed shows. Music trig sensitivity: Adjustable. Setting and addressing: ...










 








RUSH MH 7 Hybrid 

The Martin RUSH MH 7 Hybrid is an all-in-one beam, spot and wash moving head with class-leading optics and a zoom system that allows designers maximum ...










 








Influencer X-Mas Rush 

Martina ist Bloggerin aus Leidenschaft und konzentriert sich neben Faschion, Interior und. Lifestyle auch noch auf Themen rund um Innovation undTechnologie.










 








LI3678 Extrem robuster Scanner 

USB, RS-232, Tastaturweiche. Industrial Ethernet: EtherNet/IP, Profinet, Modbus. TCP & Std TCP/IP. Akku. PowerPrecision+ Li-Ion-Akku mit 3100 mAh.
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