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S189 - Sullins Connector Solutions

INSULATION RESISTANCE: 5000 MEGA OHMS. 10. DURABILITY: 500 CYCLES MIN. 11. CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED ... 
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REVISIONS



E



B FIRST POSITION INDICATOR



ECO. NO



DESCRIPTION



DATE



BY



A



1094



INITIAL RELEASE



7-19-2006



MNH F



D



F



REV.



B



2379



ADDED CB & CC TERMINATION



6/17/2011



SE



C



3243



UPDATE DWG FORMAT, REMOVE PCB LAYOUT & UPDATE BOM ON PRODUCTION COPY



8/13/2015



MG



A .100 2.54 .075 1.91 SEE NOTE 13



CONTACT MARKINGS: 1 3 5 ... 99 2 4 6 ... 100 E



E



.125 3.18



2X



+.005 +0.13 .370 9.40 - .015 - 0.38



C



.030 0.76



A



.297 7.54 INSERTION DEPTH



.180 4.57 D



.250 6.35



.610 15.49



D



.030±.010 0.76±0.25 .200 5.08



ODD NUMBER SIDE .060 1.52



A .025 0.64



CA =.100±.025 2.53±0.64 CB =.180 .025 [4.57 0.64] CC =.250 .025[6.35 0.64]



C



F _ _ C _ _ DCAH-S189 _ _ C _ _ DCBH-S189 _ _ C _ _ DCCH-S189



C



SECTION A-A D



2X .125 3.18 FOR 'S' MNTG



A .275 6.99 B



A



NOTES: 1. INSULATOR MATERIAL: SEE PART NUMBER CODING 2. CONTACT MATERIAL: SEE PART NUMBER CODING 3. PLATING: SEE PART NUMBER CODING .100 2.54 4. OPERATING TEMPERATURE: SEE PART NUMBER CODING 5. PROCESSING TEMP: SEE PART NUMBER CODING 6. UL FLAMMABILITY RATING: 94V-0 7. OPERATING VOLTAGE: 700 VAC 8. CURRENT RATING: 3 AMPS 9. CONTACT RESISTANCE: 30 MILLI OHMS MAX 10. INSULATION RESISTANCE: 5000 MEGA OHMS 11. DURABILITY: 500 CYCLES MIN 12. CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND LOT CODE 13. BOARD THICKNESS ACCOMMODATED: .062 .008[1.57 0.20] 14. INSERTION FORCE: 16 OZ MAX PER CONTACT PAIR WHEN USING A .062[1.57] TEST BLADE INTERNAL INSPECTION TO BE PER SULLIN'S WORK INSTRUCTION WI7.3-01 15. WITHDRAWAL FORCE: 1 OZ MIN PER CONTACT PAIR USING .062[1.57] PCB 16. MODIFICATION: RIGHT ANGLE BEND WITH .200" ROW SPACING 8
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B



.200 5.08 .043 1.09 MIN PCB LAYOUT RECOMMENDED



Pb RoHS COMPLIANT 4



CUSTOMER COPY



UNLESS OTHERWISE SPECIFIED: DRAWN DATE NAME DIMENSIONS ARE IN INCHES [MM] 06/17/11 SE TOLERANCES: ANGULAR:



1



DECIMALS .XX= .02 [.5] .XXX= .005 [.13] .XXXX= .0005 [.013]



THE INFORMATION HEREIN CONTAINS PROPIETARY INFORMATION OF SULLINS ELECTRONICS AND IS NOT TO BE REPRODUCED, USED OR DISCLOSED TO OTHERS FOR ANY PURPOSE EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY AN OFFICER OF SULLINS ELECTRONICS.



TITLE



PART NUMBER SIZE



C



_ _ C _ _ DCA(CB,CC) _-S189



CAGE CODE



54453



SCALE: 3:1 3



A



EDGECARD, .100 CC HP



2



DWG. NO.



C10789



SHEET 1 OF 3 1



REV



C



FILE NAME: C10789, _ _C_ _DCA(CB, CC)_-S189
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2X #4-40 THREADED INSERTS



D F



F



C 2X



D



.125 3.18



.245 6.22



E



E



_ _ C _ _ DCAN-S189 _ _ C _ _ DCBN-S189 _ _ C _ _ DCCN-S189 2X



2X #4-40 THREADED INSERTS



D



.125 3.18



_ _ C _ _ DCAI-S189 _ _ C _ _ DCBI-S189 _ _ C _ _ DCCI-S189



_ _ C _ _ DCAS-S189 _ _ C _ _ DCBS-S189 _ _ C _ _ DCCS-S189 2X #4-40 THREADED INSERTS



D



D



D



D



.430 10.92



.250 6.35



.250 6.35 C



C



_ _ C _ _ DCAT-S189 _ _ C _ _ DCBT-S189 _ _ C _ _ DCCT-S189



_ _ C _ _ DCAD-S189 _ _ C _ _ DCBD-S189 _ _ C _ _ DCCD-S189 2X



_ _ C _ _ DCAX-S189 _ _ C _ _ DCBX-S189 _ _ C _ _ DCCX-S189



D



.125 3.18



B



B



CUSTOMER COPY



.430 10.92



Pb



A



_ _ C _ _ DCAW-S189 _ _ C _ _ DCBW-S189 _ _ C _ _ DCCW-S189 8
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RoHS COMPLIANT 6
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UNLESS OTHERWISE SPECIFIED: DRAWN DATE NAME DIMENSIONS ARE IN INCHES [MM] 06/17/11 SE TOLERANCES: ANGULAR:



1



DECIMALS .XX= .02 [.5] .XXX= .005 [.13] .XXXX= .0005 [.013]



THE INFORMATION HEREIN CONTAINS PROPIETARY INFORMATION OF SULLINS ELECTRONICS AND IS NOT TO BE REPRODUCED, USED OR DISCLOSED TO OTHERS FOR ANY PURPOSE EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY AN OFFICER OF SULLINS ELECTRONICS.
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PART NUMBER SIZE



C



_ _ C _ _ DCA(CB,CC) _-S189



CAGE CODE



54453



SCALE: 2:1 3



A



EDGECARD, .100 CC HP



2



DWG. NO.



C10789



SHEET 2 OF 3 1



REV



C



FILE NAME: C10789, _ _C_ _DCA(CB, CC)_-S189



8



7



4



5



6



1



2



3



F F



E



E



D



D



C



C



B



B



CUSTOMER COPY
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RoHS COMPLIANT 8
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UNLESS OTHERWISE SPECIFIED: DRAWN DATE NAME DIMENSIONS ARE IN INCHES [MM] 06/17/11 SE TOLERANCES: ANGULAR:



1



DECIMALS .XX= .02 [.5] .XXX= .005 [.13] .XXXX= .0005 [.013]



THE INFORMATION HEREIN CONTAINS PROPIETARY INFORMATION OF SULLINS ELECTRONICS AND IS NOT TO BE REPRODUCED, USED OR DISCLOSED TO OTHERS FOR ANY PURPOSE EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY AN OFFICER OF SULLINS ELECTRONICS.
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SCALE: 2:1 3
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EDGECARD, .100 CC HP
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DWG. NO.



C10789



SHEET 3 OF 3 1



REV
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FILE NAME: C10789, _ _C_ _DCA(CB, CC)_-S189
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Compression Connector Installation Solutions 

looking to upgrade from traditional hex crimp or twist-on coax F termination methods. Available in F-Type interfaces for
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Compression Connector Installation Solutions - Datacom Tools 

The center pin will not fall out of the connector ... With all brass exteriors, a patented compression sleeve, and an in
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Compression Connector Installation Solutions - Datacom Tools 

mechanical and electrical performance of the connection. • All InSITE® connectors have a 360° compression design which k
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Kabelstecker Male cable connector Kabeldose Female cable connector 

RD24 schrauben/screw tauchlÃ¶ten/dip solder max. 0,14 mm2 (max. AWG 26). â€”. IP67. > 100 Steckzyklen/> 100 .... 1 braun/brown. 2 nicht konfektioniert/not ...
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Reparieren MagSafe-Connector 

17.06.2017 - Sanft Preis auseinander das. Metallband Zugentlastung um die. Ãœberreste ... Schnitt zurÃ¼ck 15mm der HÃ¼lse aus dem Kabel.. Ziehen Sie das ...
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solutions 

er service...m aintenance... training... SOLUTIONS. IN BUSINESS AVIATION. Real World Challenges,. Real World Solutions!
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GigaMax® CAT 5e Connector 

PHYSICAL SPECIFICATIONS. Dimensions: See page 2. Materials: Connector body is ... WARRANTY INFORMATION. For a copy of Le
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Kabelstecker Male cable connector 

Flanschstecker IP67, geschirmt. Male panel mount connector IP67, shielded min. 0,3 max. 4. 19,2. 17,2. 2,5. SW 17mm. Ã˜ 17,5. M14 x 0,5. Ã˜ 18. SW 13mm. 2,8.
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S-Video Connector - Leviton 

DIRECTIVES IMPORTANTES. 1. Lire les présentes directives et s'assurer de bien les comprendre; observer tous les avertiss
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Dishwasher Connector Kit 

B. Installation. 1. Turn off water supply. 2. Thread 3/4 IN. garden hose elbow onto dishwasher inlet. Tighten. DO. NOT O
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GigaMax® CAT 5e Connector - PCH 

The modular hardware shall fit all other installed telecommunications wallplates, outlets and field- configurable patch
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USB Feedthrough QuickPort® Connector - PCH 

Used for USB serial communications. • Cleaner install with in-wall ... Colombia. T +57.1.743.6045. E infocolombia@levito
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Flexible Copper Water Heater Connector 

instructions and to all local/state codes & regulations. Contact your local gas ... 1. Shut off gas and/or electrici
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Solutions Business 

16 jun. 2012 - Adaptador. Inalambrico USB. $205. Alta velocidad de datos compatible con el estandar IEEE 802.11n draft 2
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SOLUTIONS POWER 

AAA 8-pack (DRY0004) $10.00. △Tester. SOLUTIONS. POWER. +. ENJOYthe benefits of bulk shopping with Interstate! Stock up










 


[image: alt]





Strategic Solutions 

una transferencia de partícipes de los fondos de Strategic Solutions. Antes del 2 de julio de 2012, el fondo usa el hist
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solutions - Fluidotronica 

Linearlager zu einem international tÃ¤tigen Unternehmen mit mehr als 260 Mitarbeitern. Heute steht ... optimalen Service und Beratung. MiniTec GmbH & Co. KG.










 


[image: alt]





solutions - TROTEC 

AUCH IM SKILAGERRAUM. Schlechte GerÃ¼che haben im Urlaub nichts zu suchen. Ein toller Tag. Strahlend blauer Himmel und herrlich frische Bergluft!










 


[image: alt]





solutions - TROTEC 

+10 bis +40 Â°C. Breite x HÃ¶he x LÃ¤nge. Gewicht. 829 x 339 x 395 mm. 47 kg ... Trotec GmbH & Co. KG. Grebbener StraÃŸe 7. 52525 Heinsberg. Deutschland. Tel.
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773-118 Product description: PUSH-WIRE CONNECTOR 

Product group. 7 (Push Wire Conn.) pole count. 8. Cross section [mmÂ²]. 0.75 - 2.5 mmÂ². Cross section [AWG]. 18 - 12 AWG. Wiring method e. Connection method.
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Shure SM58 XLR Microphone Connector Disassembly 

provides resistance.. The retaining screw is mounted to the connector and has a left-handed thread. Turning the screw cl
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Kabelstecker Male cable connector Kabeldose ... AWS 

schnapp/snap-in lÃ¶ten/solder max. 0,75 mm2 (max. AWG 20) max. 0,25 mm2 (max. AWG 24). 2,5â€“4 mm, 4â€“6 mm, 6â€“8 mm. IP67. > 500 Steckzyklen/> 500 mating cycles. + 85 Â°C. â€“ 25 Â°C. 250 V. 125 V. 125 V. 60 V. 2500 V. 1500 V. 2500 V. 800 V. 2. II 










 


[image: alt]





GigaMaxTM 5e Snap-in Connector Connecteur enclenchable 

the cutting side of the tool to trim the excess wire flush with the connector body. (Figure 2 .... Orange or Orange/Whit
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Kabeldose Female cable connector Flanschsteckverbinder Socket ... 

Micro Pushâ€“Pull. 420. Aufbau des Steckverbinders: Construction of the connector: Kabeldose. Female cable connector. Flanschsteckverbinder.
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