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Recommended Tubing Size for Common Wire Types. • Recommended tubing size for use with Panduit®. Pan-Term® Terminals. • R 

















 PDF Herunterladen 



 PNG-Bilder






 1MB Größe
 8 Downloads
 106 Ansichten






 Kommentar


























NONINSULATED◆



VINYL INSULATED



FORK TERMINALS



NYLON INSULATED



NONINSULATED



VINYL INSULATED



WIRE RANGE



TAB SIZE



COLOR CODE



4 P18-4R PV18-4R PN18-4R — 6 P18-6R PV18-6R PN18-6R P18-6F 8 P18-8R PV18-8R PN18-8R P18-8F 10 P18-10R PV18-10R PN18-10R P18-10F 22-18 1/4" P18-14R PV18-14R PN18-14R P18-14F 1/2" P18-12R PV18-12R PN18-12R — 5/16" P18-56R PV18-56R PN18-56R — 3/8" P18-38R PV18-38R PN18-38R — 6, 8, 10* P18-610R PV18-610R PN18-610R — 4 P14-4R PV14-4R PN14-4R — 6 P14-6R PV14-6R PN14-6R P14-6F 8 P14-8R PV14-8R PN14-8R P14-8F 10 P14-10R PV14-10R PN14-10R P14-10F 16-14 1/4" P14-14R PV14-14R PN14-14R P14-14F 1/2" P14-12R PV14-12R PN14-12R — 5/16" P14-56R PV14-56R PN14-56R — 3/8" P14-38R PV14-38R PN14-38R — 6, 8, 10* P14-610R PV14-610R PN14-610R — 6 P10-6R PV10-6R PN10-6R P10-6F 8 P10-8R PV10-8R PN10-8R P10-8F 10 P10-10R PV10-10R PN10-10R P10-10F 1/4" P10-14R PV10-14R PN10-14R P10-14F 12-10 1/2" P10-12R PV10-12R PN10-12R — 5/16" P10-56R PV10-56R PN10-56R — 3/8" P10-38R PV10-38R PN10-38R — 6, 8, 10* P10-610R PV10-610R PN10-610R — *Multiple stud size terminals utilize teardrop shaped stud hole for use with #6, #8, and #10 size studs. ◆Expanded wire range for non-insulated ring terminals; type P18 = 22-16, type P14 = 18-14, and type P10



— PV18-6F PV18-8F PV18-10F — — — — — — PV14-6F PV14-8F PV14-10F — — — — — PV10-6F PV10-8F PV10-10F PV10-14F — — — —



.110 x .032 .110 x .020 .187 x .032 22-18 .187 x .020 .205 x .032 .205 x .020 .250 x .032 .110 x .032 .110 x .020 .187 x .032 16-14 .187 x .020 .205 x .032 .205 x .020 .250 x .032 12-10 .250 x .032 *For premium nylon replace DNF with



— — D18-187 D18-188 — — D18-250 — — D14-187 D14-188 — — D14-250 D10-250 DPF.



VINYL BARREL INSULATED — — DV18-187B DV18-188B DV18-205B DV18-206B DV18-250B — — DV14-187B DV14-188B DV14-205B DV14-206B DV14-250B DV10-250



#5



#6



#8



#10



1/4"



VINYL



NYLON



BARREL INSULATED (Ins. Grip) — — DVF18-187 DVF18-188 DVF18-205 DVF18-206 DVF18-250 — — DVF14-187 DVF14-188 DVF14-205 DVF14-206 DVF14-250 —



BARREL INSULATED (Ins. Grip) DNF18-110 DNF18-111 DNF18-187 DNF18-188 DNF18-205 DNF18-206 DNF18-250 DNF14-110 DNF14-111 DNF14-187 DNF14-188 DNF14-205 DNF14-206 DNF14-250 —



5/16"



3/8"



NONINSULATED



VINYL INSULATED



NYLON INSULATED



— PN18-6F PN18-8F PN18-10F PN18-14F — — — — — PN14-6F PN14-8F PN14-10F PN14-14F — — — — PN10-6F PN10-8F PN10-10F PN10-14F — — — —



— P18-6LF P18-8LF P18-10LF — — — — — — P14-6LF P14-8LF P14-10LF — — — — — P10-6LF P10-8LF P10-10LF P10-14LF — — — —



— PV18-6LF PV18-8LF PV18-10LF — — — — — — PV14-6LF PV14-8LF PV14-10LF — — — — — PV10-6LF PV10-8LF PV10-10LF PV10-14LF — — — —



— PN18-6LF PN18-8LF PN18-10LF — — — — — — PN14-6LF PN14-8LF PN14-10LF — — — — — PN10-6LF PN10-8LF PN10-10LF PN10-14LF — — — —



NYLON INSULATED WIRE JOINTS NYLON FULLY INSULATED* DNF18-110FIB DNF18-111FIB DNF18-187FIB DNF18-188FIB DNF18-205FIB DNF18-206FIB DNF18-250FIB — — DNF14-187FIB DNF14-188FIB DNF14-205FIB DNF14-206FIB DNF14-250FIB DNF10-250FI



Stud Size Chart with Panduit Bolt Hole Sizes Standard Stud Size



NYLON INSULATED



= 14-10.



FEMALE DISCONNECTS



NONINSULATED



LOCKING FORK TERMINALS



7/16"



WIRE RANGE MIN. MAX. 2#24 2#16 2#22 2#16 4#18 2#12 3#14 4#12



CMA RANGE MIN. MAX. 808 5160 1284 5160 6480 14750 10320 26120



PART NUMBER JN224-318 JN218-216 JN418-212 JN314-412



BUTT SPLICES WIRE RANGE



COLOR



STUD SIZE



COLOR CODE



WIRE RANGE◆



RING TERMINALS



NONINSULATED



VINYL INSULATED



NYLON INSULATED



BS22* BS18 BS14 BS10



— BSV18X BSV14X BSV10X



BSN22* BSN18 BSN14 BSN10



26-22 22-18 16-14 12-10



*Not UL Listed or CSA Certified.



1/2"



Stud Size Decimal Equiv.



.127" .138" .164" .190"



.250"



.312"



.375"



.438"



.500"



Terminal Hole Dia.



.130" .147" .173" .204"



.270"



.343"



.392"



.456"



.531"



FERRULE END SLEEVES WIRE RANGE 14 8 10 1



STYLE DIN DIN DIN NON-INS



PART NUMBER FSD80-12 FSD83-12 FTD82-14 F87-18



STYLE DIN DIN DIN NON-INS NON-INS



PART NUMBER KP-FSD1 KP-FSD2 KP-FSD3 KP-F1 KP-F2



Note: All warranties, including merchantability and fitness for a particular purpose, are excluded. User is responsible to determine suitability of product for intended use.



Panduit ® Dry-Shrink ™ Heat Shrink Tubing



FERRULE KITS



Recommended Tubing Size for Common Wire Types • Recommended tubing size for use with Panduit ® Pan-Term ® Terminals • Recommended part number will cover both terminal and wire insulation



P22-RING P18-RING P14-RING P10-RING



STYLE P22-FORK P18-FORK P14-FORK P10-FORK



BS22-BUTT BS18-BUTT BS14-BUTT BS10-BUTT



WIRE RANGE 26-22 22-18 16-14 12-10



RECOMMENDED TUBING SIZE HSTT12-48-Q HSTT19-48-Q HSTT19-48-Q HSTT25-48-Q



w w w. p a n d u i t . c o m



WIRE RANGE 24-18 22-14 12-6 22-14 12-6



Recommended Crimping Tool Selection Chart See product package or customer service for UL/CSA approved tooling/product combination



DR-B D-MB



D-M D-M DNF



DNF-110 DNF-111 DNF-FI DPF-FI DNF-FIB DNF-FIM DNF-FIMB DPF-FIB DPF-FIM DPF-FIMB DNF-LPB DPF-LPB DNF-FIB DPF-FIB



DNF-FIBX DNG-FL DNG-FB DNF-M



DNFR-FIB DNFR-B DV-B DV DV-M DV-MB DV-M DV-P DVF J



Nylon and Premium Grade Nylon, Fully Insulated, Funnel Entry, Disconnect .110/.111 Tab Size Nylon, Expanded Wire Entry Fully Insulated Disco-Lok Nylon Fully Insulated Disconnect Supra Grip Nylon Fully Insulated Disconnect Nylon Insulated, Funnel Entry, Barrel Insulated, Male Disconnects Nylon Butted Seam Right Angle Disconnects Nylon Pre-Insulated Right Angle Disconnects Vinyl Insulated Butted Seam Disconnects Vinyl Barrel Insulated Sleeved Disconnects Vinyl Insulated Male Blade Adapters Vinyl Insulated Butted Seam Male Disconnects Vinyl Insulated Male Disc. Vinyl Insulated Piggyback Disconnects Vinyl Funnel Entry Barrel Insulated Disconnect Non-Insulated J214-312 Wire Joints J318-412 J216-410



X X X X X X X X X X X



X X X X



X X X X X X



X X X X



P-HDR P-P



P-R X X



X X X



X X



X X X X X



X X X X X



X



X X



X X X



X X



X X



X X X X X



X



X X



X X



X X



X X X



X X X



PN-R PN-F PN-LF PN-FF PNF-R PNF-F PNF-LF PK-R



PN-HDR PN-HDRX



PN-RX



22-18



7/32



X



X



X



22-18 16-14 22-18 16-14 22-18 16-14 22-18 16-14 12-10 22-18 16-14 22-18 16-14 22-18 16-14 12-10



9/32 9/32 1/4 1/4 1/4 1/4 9/32 9/32 9/32 11/32 11/32 9/32 9/32 1/4 1/4 9/32



X X



X



X X X X



22-18 16-14 22-18 16-14 12-10 22-18 16-14 22-18 16-14 14-12 18-12 16-10



9/32 9/32 9/32 9/32 9/32 1/4 1/4 9/32 9/32 1/2 1/2 3/4



X X X X X X X



X X X X X X X



P-R P-F P-LF P-SLF P-FF P-RHT6



X X X



X X X



X X X



X



X X X



X X X X X X X



X X X X X X X



X X



X X X



X X



X X



X X X X



X X



X X



X X X X X X



X X X



X X X X X X X X X X X X



PN-SLF PNF-SLF



Non-Insulated Heavy Duty Non-Insulated, Pin Terminals Non-Insulated Large Ring Terminal



Nylon and Nylon Funnel Entry, Forks, Locking Forks, Flanged Forks (Includes Expanded Insulation) KYNAR** Rings



Nylon Insulated Heavy Duty & Nylon Expanded Insulated Heavy Duty Rings Nylon Insulated Rings (Expanded Insulation) Nylon Insulated Short Locking Forks



PSN



Nylon Insulated Parallel Splice



PV-HDR PV-HDRX PV-P



Vinyl Insulated Rings and Forks (Includes Expanded Insulation) Vinyl Insulated Locking Forks (Includes Expanded Insulation) Vinyl Insulated Heavy Duty Rings Vinyl Insulated Pin Terminals



PV-SLF



Vinyl Insulated Short Locking Forks



PV-R PV-RX



Vinyl Insulated Large Ring Terminals



PH BSH



Heat Shrink Terminals and Splices Heat Shrink Disconnects



DNH



CT-1015



CT-460



CT-1014



CT-400



CT-2500



X



CT-1525 CT-1550/ CT-1551 CT-1570



Nylon JN224-318 Insulated JN218-216 Wire JN418-212 Joints JN314-412 Non-Insulated Rings, Forks, Locking Forks, Short Locking Forks, Flanged Forks High Temperature Rings



Non-Insulated Parallel Splice



PV-R PV-F PV-FF PV-RX PV-FX PV-LF PV-LFX



Standard Wire (+1/32-0) Range (In.) (AWG) 24-16 7/16 X 22-16 7/16 X 18-12 1/2 X 14-12 5/8 26-22 3/16 X 22-18 7/32 X 16-14 7/32 X 12-10 9/32 X



Controlled Cycle Hand Tools



CT-260



Terminal Description



PS



Plier Tools CT-300-1



X X X X X X



X X X X X X X X X



JN



Wire Strip Length



CT-200



X X X



Wire Range



CT-160



X X X



Panduit ® Pan-Term ® Terminal Series



CT-100A



CT-2500



CT-1015



CT-460



X X X X X



X X X X X X X X X X X



CT-1014



X X X



CT-400



X X X



CT-300-1



X X X X



Controlled Cycle Hand Tools CT-1525 CT-1550/ CT-1551 CT-1570



D DR



Standard Wire (+1/32-0) Range (In.) (AWG) Non-Insulated 26-22 1/4 X Butt Splices 22-18 9/32 X 16-14 9/32 X 12-10 9/32 X Nylon Insulated 26-22 1/4 X Butt Splices 22-18 9/32 X 16-14 9/32 X 12-10 9/32 X Vinyl Insulated 22-18 5/16 X Butt Splices 16-14 5/16 X 12-10 5/16 X Non-Insulated Sleeved 22-18 9/32 X Barrel Disconnects 16-14 9/32 X (Includes Right Angle Disc.) 12-10 9/32 X Non-Insulated Right Angle 22-18 9/32 X Female Disc. and 16-14 9/32 X Non-Insulated Male Butted Seam Disconnect Non-Insulated Male 22-18 9/32 X Blade Adapters 16-14 9/32 X Non-Insulated Male Disc. 12-10 9/32 X Nylon Funnel Entry Barrel 22-18 9/32 Insulated Disconnects 16-14 9/32 (not .110/.111) Nylon, Funnel Entry 22-18 7/32 X Barrel Insulated Disc. 16-14 9/32 .110/.111 Tab Size Nylon, Fully Insulated Disc. 12-10 3/8 X Premium Nylon, Fully 12-10 3/8 X Ins. Disc. Nylon and Premium Grade 22-18 9/32 X Nylon, Fully Insulated, 16-14 9/32 X Funnel Entry, Male/Female 12-10 3/8 Couplers (not .110/.111)



CT-260



BSV



Terminal Description



Plier Tools CT-200



BSN



Wire Strip Length



CT-160



BS



Wire Range



CT-100A



Panduit ® Pan-Term ® Terminal Series



X X X



X X X



X X X



X X X X



X X X X



X X X X



X X X



X X X



22-18 16-14 12-10 16-12



9/32 9/32 9/32 9/32



X X X X



X X X



X X X X



X X X X



X X X X



X X X X



22-18 16-14 12-10 8 6 4 2 26-22 22-18 16-14 12-10



9/32 9/32 9/32 3/8 7/16 1/2 1/2 3/16 7/32 7/32 9/32



X X X



X X X



X X X



X X X



X X X



X X X



22-18 16-14 12-10 16-12



7/32 7/32 9/32 9/32



X X X



16-14 12-10



7/32 9/32



X X



22-18 16-14 12-10 22-18 20-16 14-12 22-18 20-16 14-12 26-22 22-18 16-14 12-10



7/32 7/32 9/32 5/16 5/16 7/16 5/16 5/16 7/16 3/16 5/16 5/16 5/16



22-18 16-14 12-10



5/16 5/16 5/16



16-12



5/16



22-18 16-14 12-10 22-18 16-14 12-10 8 6 4 2 22-18 16-14 12-10 22-18 16-14 12-10



5/16 5/16 5/16 5/16 5/16 5/16 3/8 7/16 1/2 1/2 5/16 5/16 5/16 5/16 5/16 5/16



Use CT-1701 Crimping Tool X X X X



X X X



X X



X X X X X



X



X X X X



X X X



X X X



X X



X



X X



X



X X X



X



X X X X



X X X X



X X



X X



X X



X X



X X X



X X X



X X



X X X



X X X X X X X



X X



X X X



X X X



X



X



X



X X X X X X



X X X X X X



X X X X



X



X X X



X X X X



X X X



X



X X X



X X X



X X



X



X X X



X X



X X X X X



X



Use CT-720 Tool with CD-720PV8-2 Die



Use CT-310 Crimping Tool



**KYNAR is a registered trademark of Atofina Chemicals, Inc.



Pan-Term ® Terminal Crimping Tools HAND OPERATED – Controlled Cycle Type



HAND OPERATED – Plier Type CT-100A Tool Crimps #22 thru #10 insulated and non-insulated terminal products. Cuts #4, 6, 8, and 10 screws. CT-160 Tool Crimps #22 thru #10 insulated and non-insulated terminal products. Cuts 3 U.S. and 3 meter bolt sizes. CT-200 Forged Steel Tool Crimps #22 thru #10 non-insulated terminal products. CT-260 Forged Steel Tool Crimps most Panduit #22 thru #10 insulated and non-insulated terminal pockets.



SPECIALTY – Controlled Cycle Type



CT-1525 Crimps Panduit #26 thru #22 AWG insulated terminals and splices #22 thru #10 AWG fully insulated disconnects and insulated parallel splices. Crimps specific Panduit #22 thru #14 AWG barrel insulated disconnects.



CT-300-1, CT-1700 (Used with S Series Tubular Terminals), CT-1701, CT-1014, CT-1015, CT-400, CT-460 Battery Powered Crimping Tool CT-2500 Crimps Panduit #22 – #10 AWG insulated and non-insulated terminals, disconnects and splices. Includes tool, two batteries, a battery charger and carrying case. Crimp heads not included.



CT-1550 /CT-1551 Crimps most Panduit #22 thru #10 AWG nylon and vinyl insulated terminals and splices. Crimps specific Panduit #22 thru #10 AWG nylon and vinyl insulated disconnects. CT-1570 Crimps most Panduit #22 thru #10 AWG and 0.5-6.0mm2 non-insulated terminals and disconnects. Crimps specific Panduit #22 thru #10 AWG and 0.5-6.0mm2 non-insulated splices.



WORLDWIDE SUBSIDIARIES AND SALES OFFICES PANDUIT CANADA Markham, Ontario [email protected] Phone: 800.777.3300



PANDUIT EUROPE LTD. London, UK [email protected] Phone: 44.20.8601.7200



PANDUIT SINGAPORE PTE. LTD. Republic of Singapore [email protected] Phone: 65.6305.7575



PANDUIT JAPAN Tokyo, Japan [email protected] Phone: 81.3.6863.6000



PANDUIT LATIN AMERICA Jalisco, Mexico [email protected] Phone: 52.33.3777.6000



For a copy of Panduit product warranties, log on to www.panduit.com/warranty



For more information Visit us at www.panduit.com Contact Customer Service by email: [email protected] or by phone: 800-777-3300 and reference TMSG05



PANDUIT AUSTRALIA PTY. LTD. Victoria, Australia [email protected] Phone: 61.3.9794.9020 ©2010 Panduit Corp. ALL RIGHTS RESERVED. Printed in the U.S.A.



SA-TMSG05 Replaces SA-TMSG04 5/2010 























Empfehlen Sie Dokumente
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SA-TMSG05 (Terminal Selection Guide).qxp 

or by phone: 800-777-3300 and reference TMSG05. Visit us at www.panduit.com. For more information. Wire. Wire. Strip. Pl
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Instruction Manual - Anixter 

Power: 9 volt alkaline battery. • auto Power Off: .... Pendant cette période de garantie, à son choix, Klein réparera ou
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TERMINAL 

AIRCRAFT PARKING/DOCKING CHART. SCT-DGAC-SENEAM. ELEVACIONES Y DIMENSIONES EN METROS /. ELEVATIONS AND DIMENSIONS IN ...
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Terminal 

levanta el brazo para que el bus se detenga. PASA LA TARJ ETA. ((4)) por el .... E] Br. Provivienda Norte. OAK 68 - CL 2
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Selection 

Dem niederschlagsreichen und kÃ¼hlen Winter folgte ein Ã¤uÃŸerst milder und warmer FrÃ¼hling, der der Vegetation einen Vorsprung ... Die Sommermonate waren ebenso von trockenem Klima mit durchschnittlichen Temperaturen gekennzeichnet. Erntebeginn. 24
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Selection 

22 August 2011. Niederschlag. 684,0 mm. Sonnenstunden. 2236. Temperatur. 12,2 Â°C. Vinifizierung. â€¢ Beschreibung: Lese und Traubenselektion per Hand; ...
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Selection 

einen von reifen Obstnoten, wie Honigmelone, weiÃŸem Pfirsich, Birnen oder Golden delicious. Ã„pfeln, sowie der Aromatik von Quittengelee und getrockneten ...










 


[image: alt]





Selection 

09.09.2013 - fÃ¼r Frische und ein gutes SÃ¤uregerÃ¼st, Chardonnay schmeichelt mit Weichheit und ... in denen die Reben tiefe Wurzeln bilden mÃ¼ssen, um genÃ¼gend Wasser zu bekommen. Dieses ... steht sie schon hoch am Himmel.
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Selection 

"Drei ausgewÃ¤hlte Einzellagen mit RebstÃ¶cken, die fast ein Jahrhundert alt sind und somit sehr konzentriertes ... Alkoholgehalt: 14,0 %vol. â€¢ Restzucker: 2,0 g/l.
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Selection 

Auf diesem Terroir entstehen sehr salzige Weine mit toller. Spannung am Gaumen und auÃŸergewÃ¶hnlicher. Langlebigkeit. Die Ausrichtung der Rebanlagen ...
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Selection 

typisch italienische Geichte wie Pizza und Nudeln mit TomatensoÃŸe, sowie Foccaccia mit. Rosmarin oder Penne all'arrabiata; Parmesan und frischer Pecorino; zudem auch klassische. SÃ¼dtiroler Hausmannskost, wie SpeckknÃ¶del oder Hauswurst mit Sauerkra
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Selection 

internationales Renommee beschert haben." Rudi Kofler. Quarz 2017. Analytische Daten. â€¢ Alkoholgehalt: 14,0 %vol. â€¢ Restzucker: 2,1 g/l. â€¢ GesamtsÃ¤ure: 6,4.
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Selection 

MOBILE. Segmented Controllers. Or use a new payment method ... D N F Alarms Ltd, 4 Fen Farm Cottages, Combs LaneStowmarket, IP14. DESKTOP. Active.
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Selection 

"Drei ausgewÃ¤hlte Einzellagen mit RebstÃ¶cken, die fast ein Jahrhundert alt sind ... 12,1 Â°C. Vinifizierung. â€¢ Beschreibung: Lese und Traubenselektion per Hand;.
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Selection 

Auszeichnungen. ViniBuoni d'Italia. Golden Star. I Vini di Veronelli. Tre stelle. Bibenda. Quattro grappoli. Wein. â€¢ Name: Gries. â€¢ DOC Bezeichnung: SÃ¼dtiroler.
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Selection 

tiefgrÃ¼ndigen und lehmhaltigen BÃ¶den wohlfÃ¼hlt, ist ein vielschichtiger und kÃ¶rperreicher Rotwein, der vor allem durch seine Finesse Ã¼berzeugt." Rudi Kofler. Siebeneich 2012. Analytische Daten ... zusammen mit der nach Minze und Eukalyptus dufte
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Selection 

Staat: SÃ¼dtirol Terlaner DOC. â€¢ Herkunftsgebiet: SÃ¼dtirol. â€¢ HÃ¶henmeter: 250 - 900 m. â€¢ Neigung: 5 - 70 %. â€¢ Ausrichtung: SÃ¼d - SÃ¼dwest. Weinbeschreibung.
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Selection 

Vorberg 2009. Analytische Daten. â€¢ Alkoholgehalt: 13,5 ... Jahrgang: 2009. â€¢ Gesamtproduktion: 75,000. â€¢ Ertrag: 56 ... 24 August 2009. Niederschlag. 640,8 mm.
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Selection 

25 August 2015. Niederschlag. 538,7 mm. Sonnenstunden. 2078. Temperatur. 12,4 Â°C. Vinifizierung. â€¢ Beschreibung: Lese und Traubenselektion per Hand; ...
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Selection 

"Dieser edle Pinot Noir gedeiht in mittelhohen Weinbergen auf 500 â€“ 600 m ... Rebanlagen einen gut strukturierten und vor allem eleganten Pinot Noir hervor.".
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Selection 

Sorte: 60% WeiÃŸburgunder, 30% Chardonnay, 10%. Sauvignon Blanc. â€¢ Geschichte: erster Jahrgang 1990. â€¢ Jahrgang: 2010. â€¢ Gesamtproduktion: 20,100.
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Selection 

(20%); Assemblage einen Monat vor der FlaschenfÃ¼llung. Boden. Auf etwa halber Strecke zwischen den StÃ¤dten Meran und. Bozen, liegen die WeindÃ¶rfer Terlan, Andrian und Nals die das klassische Terlaner DOC-Gebiet bilden. Das breite. Etschtal verlÃ¤u
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Selection 

Namen erhalten hat. Kennzeichnend fÃ¼r den Quarz sind seine feine Textur und. Tiefe sowie ein salziger Nachhall, die diesem edlen WeiÃŸwein mittlerweile.
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Selection 

Geschmack: Speisenempfehlung. Passt zu Kitzschulter in OlivenÃ¶l und KrÃ¤utern geschmort auf Spargel und WildgemÃ¼se,. Rindstagliata auf einem Rucolabett, ...
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