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Class 'A' Lantern SL-CGA125-2-W



Optional Name Type Latitude Longitude



GSM



Name Type Latitude Longitude



Name Type Latitude Longitude



Name Type Latitude Longitude



The SL-CGA125-2-W is a United States Coast Guard approved Class ‘A’ structure lantern specifically designed to meet the needs of Class ‘A’ structures in the Gulf of Mexico. The lantern utilises 72 LEDs as a light source, enhanced by Sealite’s LED lens and omnidirectional LED reflector (US Pat. No. 6,667,582. AU Pat. No. 778,918) to gain optimum LED performance. The SL-CGA125-2-W is one of the most advanced LED marine lanterns on the market. Utilising the latest software and micro circuitry developments, the lantern boasts a huge number of features including flash-memory and the most efficient power conversion available.



RF Sync



nc



Sy



Bird deterrent spike



Hard-wire Sync



• Available with proprietary flash 'synchronisation' software



Automatic night activation



LED lens and Sealite’s 360o Omnidirectional LED Reflector (US Pat. No. 6,667,582. AU Pat. No. 778,918)



72 ultra-high intensity LEDs Lens and base moulded from UV-stabilised LEXAN® polycarbonate



200mm bolt pattern



This lantern is available in a hard-wired, RF or GPS Synchronised versions for multiple lantern installations



• U.S. Coast Guard Approved



• Easy retrofit on existing structures



PS
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Radio Control



The Sealite Advantage • Low maintenance (LED technology)



AIS



Class 'B' Lantern SL-CGB125-1-W



Optional



• IP68 waterproof



Name Type Latitude Longitude



GSM



Name Type Latitude Longitude



Name Type Latitude Longitude



Name Type Latitude Longitude



The SL-CGB125-1-W is a United States Coast Guard approved Class ‘B’ structure lantern specifically designed to meet the needs of Class ‘B’ structures.



RF Sync



AIS nc



Sy



The SL-CGB125-1-W boasts a huge number of features including flashmemory and the most efficient power conversion available. The light utilises 36 LEDs as a light source, enhanced by Sealite’s LED lens and omnidirectional LED reflector (US Pat. No. 6,667,582. AU Pat. No. 778,918) to gain optimum LED performance.



LED lens and Sealite’s 360o Omnidirectional LED Reflector



The unit is supplied with a 1mtr pigtail for 12V power input, and is ideal to fit on existing structures or can be supplied as a complete unit with external solar modules and battery compartment.



Lens and base moulded from UV-stabilised LEXAN® polycarbonate



PS



G



Radio Control



Bird deterrent spike



Hard-wire Sync



Automatic night activation



(US Pat. No. 6,667,582. AU Pat. No. 778,918)



36 ultra-high intensity LEDs



200mm bolt pattern



This lantern is available in a hard-wired, RF or GPS Synchronised versions for multiple lantern installations



w: www.sealite.com e: [email protected]



Sealite Pty Ltd



Sealite USA, LLC



Sealite United Kingdom Ltd



t: +61 (0)3 5977 6128



t: +1 (603) 737 1311



t: +44 (0) 1502 588026



AUSTRALIA



USA



United Kingdom
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Class 'A' & 'B' Lanterns SL-CGA125-2-W / SL-CGB125-1-W



SL-CGA125-2-W



Internal RF Module



SL-CGB125-1-W



RF Synchronised Class 'A' & 'B' Lanterns



SPECIFICATIONS•*



SL-CGA125-2-W



SL-CGB125-1-W



USCG Approval



Class A



Class B



Available Flash Characteristics Intensity Adjustments LED Life Expectancy (hours) Synchronisation



72 ultra-high intensity LEDs White 148 Candela (@ QF 0.3sec ON) AT @ 0.74: >5 AT @ 0.85: >6.3 360 9 Omnidirectional 360° LED Reflector (US Pat. No. 6,667,582. AU Pat. No. 778,918) Up to 256 IALA recommended (user adjustable) Adjustable in 25% increments >100,000 Optional via hard-wire, RF or GPS



36 ultra-high intensity LEDs White 79 Candela (@ QF 0.3sec ON) AT @ 0.74: >3 AT @ 0.85: >3.5 360 9 Omnidirectional 360° LED Reflector (US Pat. No. 6,667,582. AU Pat. No. 778,918) Up to 256 IALA recommended (user adjustable) Adjustable in 25% increments >100,000 Optional via hard-wire, RF or GPS



Current Draw (mA) Circuit Protection Nominal Voltage (V) Temperature Range



640 Integrated 12 -40 to 80°C



320 Integrated 12 -40 to 80°C



Body Material Lens Material Lens Diameter (mm/inches) Lens Design Mounting Height (mm/inches) Width (mm/inches) Mass (kg/lbs) Product Life Expectancy



LEXAN® Polycarbonate – UV-stabilised LEXAN® Polycarbonate – UV-stabilised 150 / 57/8 External optics with interior flute design 200mm bolt pattern 240 / 91/2 231 / 91/8 1.2 / 22/3 Up to 12 years



LEXAN® Polycarbonate – UV-stabilised LEXAN® Polycarbonate – UV-stabilised 150 / 57/8 External optics with interior flute design 200mm bolt pattern 205 / 81/8 231 / 91/8 1.1 / 21/2 Up to 12 years



CE



EN61000-6-3:2001. EN61000-6-1:2001. EN55022. EN61000-4-2:1995. EN61000-4-3:2002. Signal colours compliant to IALA E-200-1 ISO9001:2008 IP68



EN61000-6-3:2001. EN61000-6-1:2001. EN55022. EN61000-4-2:1995.EN61000-4-3:2002. Signal colours compliant to IALA E-200-1 ISO9001:2008 IP68



US Pat. No. 6,667,582. AU Pat. No. 778,918 SEALITE® is a registered trademark of Sealite Pty Ltd 3 years



US Pat. No. 6,667,582. AU Pat. No. 778,918 SEALITE® is a registered trademark of Sealite Pty Ltd 3 years



• Additional cable • Hard-wire Synchronisation • AIS Remote Monitoring • GSM Monitoring & Control System • GPS Synchronisation • RF Synchronisation • Radio Control System



• Additional cable • Hard-wire Synchronisation • AIS Remote Monitoring • GSM Monitoring & Control System • GPS Synchronisation • RF Synchronisation • Radio Control System



Light Source Available Colours Effective Intensity (cd) Visible Range (NM) Horizontal Output (degrees) Vertical Divergence (degrees) Reflector Type



Electrical Characteristics



Physical Characteristics



Certifications IALA Quality Assurance Waterproof



Intellectual Property Patents Trademarks



Warranty * Options Available



w: www.sealite.com e: [email protected]



• Specifications subject to change or variation without notice * Subject to standard terms and conditions



Light Characteristics



Sealite Pty Ltd



Sealite USA, LLC



Sealite United Kingdom Ltd



t: +61 (0)3 5977 6128



t: +1 (603) 737 1311



t: +44 (0) 1502 588026



AUSTRALIA



USA



United Kingdom 
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SL 300 15D pdf 
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SL" 

Sistema de bus de campo VIPA SLlO. VIPA Sistema de bus de campo SLlO. Pequeño, inteligente, sLla - El nuevo sistema de E
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bluebird SL 

und Percussion-Instrumenten sowie die Wärme von. Streich- und Blasinstrumenten. Um sich mit den speziellen und .... Transportkosten sind aus dieser Garantie explizit ausgenommen, sofern es sich nicht um eine im Vorfeld vereinbarte Service-Leistung ha
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SL-B700 

aplicaciones más características son marcar el canal día y noche, zona restringida y de velocidad y acuicultura. ... Uni
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agrotin® sl 

Titular del Registro Bayer S. A.. Composición garantizada: Ingredientes activos: Polisacáridos, alcoholes polivinílicos,
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Fugenfest SL 

(verschlossen, 20 Â°C) Mindesthaltbarkeit 1 Jahr. Lieferform/Gebinde: Fass 200 kg, Kanister 20 kg. Weitere Liefermengen auf Anfrage. Sicherheitsvorschriften:.
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IMPERPRIM SL 

IMPERPRIM SL, en combinación con cemento, agua y agregados pétreos forma el ... finos con 2 % de cemento Portland en bas
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SL-CGA125-2-W SL-CGB125-W 

por la Guardia Costera de los. Estados Unidos especialmente diseñada para satisfacer las necesidades de las estructuras
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QL Agri® 35 SL 

cantidad necesaria de QL AGRI® 35 SL en 2 o 3 Litros de agua. Luego se ... en el mismo lugar donde se duerme, come o pre
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“SL” “HL” - Sta-Rite 

discharge motor capacitor, hold insulated handle screw- driver BY THE ..... fire or seriously damage the motor and voids
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Print Autoedición, sl 

Tablero rígido fabricado en cartón. Increíblemente ligero y muy resistente. Es reciclable, sus caras son perfectas para
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QL Agri® 35 SL 

9 oct. 2018 - cantidad necesaria de QL AGRI® 35 SL en 2 o 3 Litros de agua. ... en el mismo lugar donde se duerme, come
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ALTO KILOMETRAJE API SL 

Temperatura de inflamación COC °C. D92. 220. Viscosidad Cinemática @ 40°C cSt. D445. Reportar. Viscosidad Cinemática @ 1
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Mercedes SL 231 
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867 SL 2. DESCRIPCIÓN 

9 ago. 2016 - Dicloro Fenoxi Acético en forma de sal dimetil AMINA, en una concentración de 720.0 gramos/litro del ácido
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GT Turbo API SL 

Carretera a García Km 1.2 Int 8 Santa Catarina Nuevo León CP 66350. SECCIÓN ... zón, inflamación fisuras y posible infec
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SL-20 - Tecnolite 

Atenuable. No. IRC. 80. Temperatura de Operación. 0 - 40 °C. Color de Luz. Blanco Frio ... 0,6. Consumo de potencia [W].
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240L SL DIN-Version 

20.11.2006 - OTTO Entsorgungssysteme GmbH. Friedrich-BÃ¼ckling-StraÃŸe 8, D-16816 Neuruppin. Telefon +49 3391 516-501 Fax +49 3391 516-599.
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Break Thru® SL 

9 oct. 2018 - Agite moderadamente, vierta la mezcla a la fumigadora o al equipo de ... mismo lugar donde se duerme, come
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SL Headmic 1 - gzhls.at 

Please read this instruction manual carefully and completely before using the product. â€¢ Make this instruction manual easily accessible to all users at all times.
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SL Headmic 1 - Sennheiser 

Storage. â€“10 Â°C to +50 Â°C. â€“20 Â°C to +70 Â°C ... Sennheiser GmbH & Co. KG gives a warranty of 24 ... Sennheiser electronic GmbH & Co. KG. Am Labor 1, 30900 ...
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GT Turbo API SL 

Aceite de alto nivel detergente / dispersante, elaborado con básicos vírgenes de tipo parafínico de alto grado de refina
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Grupo Mirazul 31 SL 

2 may. 2012 - Carta de Menús para el hotel de Marqués de Riscal en El Ciego. Se trata de una herramienta de comunicación
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