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Snom C520-WiMi

Multi-coloured LEDs to indicate the status. Â· Perfect for home-offices, small companies and multi-room conference calls. Â· Can be expanded with up to three. 
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Snom C520-WiMi Flexible, wireless and cost-saving conference call device



Snom C520-WiMi Key features · 2 detachable wireless microphones with charging cradles built into the telephone · 1 integrated hands-free microphone · Bluetooth connectivity · Wideband audio · Flexible to use · Allows for up to three C52-SP hands-free units to be connected



The Snom C520 is a modern yet cost-efficient solution for conference calls aimed at professionals and companies of all sizes. Thanks to the application of modern DECT and Bluetooth technology, the C520 is the perfect tool for professional collaboration. This conference-call device is fitted with three advanced microphones, one of which is integrated in the telephone along with a high-performance Full-Duplex loudspeaker. Additionally, two DECT microphones can be conveniently detached and placed at a distance. Each of the C520’s microphones features dynamic noise cancellation, adaptive feedback control and HD-quality audio which is guaranteed even in large spaces and with numerous participants. In order to allow for the



best possible coverage, the microphones are capable of real-time synchronisation based on their current position. Thanks to this technology, users can move around freely without having to worry about raising their voice in order to be heard, even in sizeable conference rooms. Nowadays, connectivity is the most important factor in efficient collaboration. Hence, the C520 is fitted with a versatile Bluetooth interface to allow for connection with mobile phones and headsets. In order to guarantee perfect coverage in any environment, the C520 conference-call system can also be expanded: simply pair the telephone with C52 wireless hands-free units in order to quickly and easily increase its range.



Technical Data



Benefits · Two detachable DECT wireless microphones with a range of up to 50 metres · Full-duplex hands-free talking · Wideband audio transmission · Bluetooth connectivity for two devices, such as a mobile phone or a headset · Mute function on the telephone and microphones · Multi-coloured LEDs to indicate the status · Perfect for home-offices, small companies and multi-room conference calls · Can be expanded with up to three C52-SP (1) wireless hands-free units



Firmware Features · 3 SIP identities/accounts · Call lists for dialled, received and missed calls with 200 entries · Local directory with 200 entries · Multiple language support · DTMF in-band / out-of-band and SIP-INFO · Interoperable with all major IP PBX platforms Call features · Speed dialling · Local dial plan · Call waiting · Call blocking (automatic denial) · Hold · Call transfer · Call forwarding synchronised with the server, do not disturb mode (DND) · CLIP, CLIR · Conference calling with three participants Setup · Configuration via web interface · Provisioning: · PnP · Automatic loading of settings via HTTP/HTTPS/TFTP



· Regular or weekly settings synchronisation · DHCP Options 66, 159, 160 · Snom secure redirection service · Password-protected configuration files



Specifications Protocols · SIP (RFC3261) · DHCP, (S)NTP · HTTP / HTTPS / TFTP · STUN · LDAP (server-based directory) · XSI (server-based directory) Audio · Codecs: · G.711 A-law, µ-law · G.722 (wideband) · G.726 · G.729 · Echo suppression · CNG (Comfort Noise Generator) · Automatic gain control (AGC) User interface · Graphical backlit display (158 x 57 pixels) · Localization (language, time zone, dial tone) · 3 context-sensitive keys · LED status lights (call, mute, Bluetooth, etc.) · Microphone: mute function on telephone or microphones · Volume key · 4-way navigation key, Ok key and Cancel key · Menu-driven user interface Security · 802.1X authentication (with automatic provisioning) · Transport layer security (TLS) · SRTP (RFC3711), SIPS, RTCP · HTTPS · Password-protected web interface and administration · VLAN (IEEE 802.1Q) · LLDP-MED



Technical Data



Hardware features · · Dimensions (approx.): · 269 x 282 x 59 mm (HxLxW) · Weight (approx.): device 1.5 kg · Input voltage: 12 V DC (SELV) · Ethernet port: 10/100 MB · Power supply: PoE or power adapter included · Class 3 PoE · Bluetooth connectivity for two external devices · Bluetooth protocol: · HFP, HSP, A2DP, AVRCP · Environmental conditions: · Ambient temperature: from -5°C to 45°C · Storage temperature: from -5°C to 60°C · Humidity: up to 95% (non-condensing) · Included in delivery: · Conference-call device · 2 wireless DECT microphones with batteries · Power adapter · 2 Ethernet cables · Quick installation guide · Colour: black · Warranty: 2 years · Part number: 00004356



(



Type approval · CE mark · Safety IEC 60950 (1)



Optional accessory



Part numbers for optional accessories 00004357 C52-SP hands-free unit



Version 1.0.1 / de / 08 · 2017 Copyright 2017 Snom Technology GmbH. All rights reserved. Snom is a registered trademark of Snom Technology GmbH and its affiliates in the European Union, USA, Japan, China and certain other countries and regions. Unless specified otherwise, all trademarks, in particular product names, are legally protected trademarks of Snom Technology GmbH. Other mentioned trademarks or registered trademarks are the property of their respective manufacturers or owners. Product specifications are subject to change without notice. We do not accept liability for printing errors and mistakes. snom.com
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Snom D712 

Soporte IPv6. Calidad de sonido excepcional. Todos los detalles del terminal D712 están pensados para garantizar el soni
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snom 760 

Transferencia de llamada directa y con anuncio. · Desvío de llamadas. · Conferencia de 4 vías al teléfono. · Monitoreo d
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Snom D712 

G.711 A-law, Âµ-law. Â· G.722 (audio de banda ancha). Â· G.726, G.729AB, GSM 6.10 (FR). Â· PersonalizaciÃ³n de tono de llamada. Â· Generador de Ruido Blanco ...










 


[image: alt]





SNOM D765 

VisibilitÃ© maximum. GrÃ¢ce Ã  son Ã©cran TFT couleurs de 3,5'' haute rÃ©solu- tion, la qualitÃ© de visualisation des informations du. D765 atteint les plus hauts ...
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Snom-d305 

Kundennummer (CMC)(2). Â· Unified Communications-bereit. Audio. Â· Codecs: Â· G.711 A-law, Âµ-law. Â· G.722 (Breitband). Â· G.726, G.729AB, GSM 6.10 (FR).
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Snom D712 

Le tÃ©lÃ©phone D712 a Ã©tÃ© conÃ§u dans le but de garan- ... one-touch telles que la numÃ©rotation rapide, la fonction ... Fonction VAD (Voice Activity Detection).
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Snom D712 

Supporto VPN. Â· VLAN (IEEE 802.1x). Â· LLDP-MED, RTCP-XR. Caratteristiche hardware. Â· Dimensioni (circa):. Â· 205 x 185 x 40 mm (AxLxP) senza piedistallo.
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Snom PA1 

ter to simultaneously address many receivers. As with all other snom terminals, updates and configuration changes for the PA1 can be centrally effected over the.
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Snom PA1 

SIP. Â· Multicast. Â· Fernwartung. Das Durchsage-System Snom PA1 erweitert Ihre beste- hende SIP ... ruf von einem SIP-Telefon mit dem HÃ¶rer, Headset oder.
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Snom D710 - Neocenter 

Generador de Ruido Blanco (CNG). · Detección de Actividad de la Voz (VAD). Instalación. · Configurable a través de la in
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SNOM 725 HD 

Localización (idioma, zona horaria, tono de llamada) ... AG y sus empresas afiliadas en la Unión Europea, Estados Unidos
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Snom C520-WiMi 

Snom ist eine registrierte Marke der Snom Technology GmbH und ihrer Tochtergesellschaften in der EU, den USA, Japan, China und anderen Regionen und.
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snom 765 - FCC ID 

as needles or pins. Please ensure before each use that no such objects are present. SELV (Safety Extra Low Voltage) Comp
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snom D765 - UserManual.wiki 

This phone is FCC Class B certified and meets US health ... Ethernet: 2 x IEEE 802.3 / 1 Gigabit Ethernet switch ... Pow
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Snom C52-SP 

El Snom C520-WiMi junto con el Snom C52-SP es la solución perfecta para grandes conferencias en am- plias salas y con mú
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Snom 760 - Studerus AG 

Dies gilt insbesondere fÃ¼r Produktnamen. Alle anderen Produkt- und Firmennamen sind Marken der jeweiligen Inhaber. Die in diesem Dokument beinhalteten. Produktspezifikationen kÃ¶nnen ohne VorankÃ¼ndigung verÃ¤ndert werden. snom.com. Technische Spezi
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Snom C52-SP 

El Snom C520-WiMi junto con el Snom C52-SP es la solución perfecta para grandes conferencias en am- plias salas y con mú
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Snom MeetingPoint - Studerus AG 

Menu, Konferenz, AufnahmelautstÃ¤rke verringern,. 5 Tasten fÃ¼r die Navigation im MenÃ¼system. Â· Mikrofon: kreisfÃ¶rmige (360Â°) Aufnahmecharakteristik.










 


[image: alt]





IP-Telefon D725 | snom 720 

Kennwort/Passwort. ZusÃ¤tzlich kÃ¶nnen Benutzername, Authentifizierungsname, Outbound Proxy, Konto des ...... Erlaubte Zeichen sind: 0-9, *, #, A-D und Flash: !










 


[image: alt]





IP-Telefon D765 | snom 760 

revise and change this document at any time, without being obliged to ... and on how to set up and use the device before using it and also give them to other ...
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SNOM D785 datasheet 

Power over Ethernet IEEE 802.3af, Class 3. Â· Supporto cuffie USB(1). Â· Supporto modulo aggiuntivo D7(1). Â· Supporto chiavetta Wi-Fi USB(1). Â· Supporto cuffie ...
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Snom as a Service 

Diese Produktereihe sorgt dafür, dass Geschäftskunden Funktionalität und Qualität nicht für erhöhte. Mobilität opfern müssen. Snoms Konferenztelefone — die ...
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Snom D710 

Localización (idioma, zona horaria, tono de llamada) ... y sus empresas afiliadas en la Unión Europea, Estados Unidos, J
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Snom PA1 - Unified Solution GmbH 

Snom ist eine registrierte Marke der Snom Technology AG und ihren Tochtergesellschaften in der EU, den USA, SÃ¼dafrika, Australien, Japan, China und ...
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