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Snom PA1



data sheet



Snom PA1 Key Features · Public announcement system for office floors, reception areas and waiting rooms · Announcements in airports, trains and bus stations, and waiting lounges · Monitoring of security-sensitive environments like entrances or reception areas · SIP · Multicast · Remote maintenance



The audio announcement system Snom PA1 augments your existing SIP PBX with another component of modern communication. The PA1 unites the functions of a telephone with a high-performance digital amplifier for broadcasting announcements and supplying background music to assigned rooms, hallways, and office floors. An announcement via PA1 is effected simply by initiating a call from a SIP telephone with its handset, headset, or via handsfree mode. An efficient 4 Watt amplifier provides sufficient coverage for the entire room or floor space. If a network video camera is connected to the PA1 ( ethernet switch), images of the highest quality are transmitted to monitors located in other rooms or on other floors. Several PA1 units can be connected to each other via the built-in switch. It also can be optionally installed on walls or ceilings.



The PA1 can be power-fed either via conventional power supply unit connection or through Power-over-Ethernet (PoE). The settings of individual PA1 control systems can be centrally configured via the device’s web interface. Aside of the leading SIP protocol, the PA1 can also be addressed via Multicast, thus enabling one transmitter to simultaneously address many receivers. As with all other snom terminals, updates and configuration changes for the PA1 can be centrally effected over the server. For maintenance purposes, the PA1 has two 3.5  mm jacks for headset and microphone connection. Four output pins can be controlled either via web interface or DTMF.



technical data



General information · Voltage feed via network (PoE): IEEE 802.3af, class 3 · Ethernet: 2 x IEEE 802.3, 10/100 Mbps switch · SIP communication + Multicast · Central configuration and maintenance · Web interface menu · Remote volume configuration · 4 Watt power amplifier, class D (loudspeaker not included) · Key for announcement of IP address and for resetting · 2 LED status indicators · For maintenance purposes: two 3.5 mm jacks for headphone and microphone connection · 4 output pins controlled via web interface or DTMF · Robust housing for wall-mount



Delivery contents · Base unit · Brackets, screws and expansion anchors for wall mounting · Drill template · Wire set



Version 2.0.2 / en / 04 · 2017 Copyright 2017 Snom Technology GmbH. All rights reserved. Snom is a registered trademark of Snom Technology GmbH and its affiliates in the European Union, USA, Japan, China and certain other countries and regions. Unless specified otherwise, all trademarks, in particular product names, are legally protected trademarks of Snom Technology GmbH. Other mentioned trademarks or registered trademarks are the property of their respective manufacturers or owners. Product specifications are subject to change without notice. We do not accept liability for printing errors and mistakes. snom.com
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Snom PA1 

SIP. Â· Multicast. Â· Fernwartung. Das Durchsage-System Snom PA1 erweitert Ihre beste- hende SIP ... ruf von einem SIP-Telefon mit dem HÃ¶rer, Headset oder.
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Snom PA1 - Unified Solution GmbH 

Snom ist eine registrierte Marke der Snom Technology AG und ihren Tochtergesellschaften in der EU, den USA, SÃ¼dafrika, Australien, Japan, China und ...










 


[image: alt]





Snom D712 

Soporte IPv6. Calidad de sonido excepcional. Todos los detalles del terminal D712 están pensados para garantizar el soni
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snom 760 

Transferencia de llamada directa y con anuncio. · Desvío de llamadas. · Conferencia de 4 vías al teléfono. · Monitoreo d
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Snom D712 

G.711 A-law, Âµ-law. Â· G.722 (audio de banda ancha). Â· G.726, G.729AB, GSM 6.10 (FR). Â· PersonalizaciÃ³n de tono de llamada. Â· Generador de Ruido Blanco ...
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SNOM D765 

VisibilitÃ© maximum. GrÃ¢ce Ã  son Ã©cran TFT couleurs de 3,5'' haute rÃ©solu- tion, la qualitÃ© de visualisation des informations du. D765 atteint les plus hauts ...
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Snom-d305 

Kundennummer (CMC)(2). Â· Unified Communications-bereit. Audio. Â· Codecs: Â· G.711 A-law, Âµ-law. Â· G.722 (Breitband). Â· G.726, G.729AB, GSM 6.10 (FR).










 


[image: alt]





Snom D712 

Le tÃ©lÃ©phone D712 a Ã©tÃ© conÃ§u dans le but de garan- ... one-touch telles que la numÃ©rotation rapide, la fonction ... Fonction VAD (Voice Activity Detection).
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Snom D712 

Supporto VPN. Â· VLAN (IEEE 802.1x). Â· LLDP-MED, RTCP-XR. Caratteristiche hardware. Â· Dimensioni (circa):. Â· 205 x 185 x 40 mm (AxLxP) senza piedistallo.
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Snom D710 - Neocenter 

Generador de Ruido Blanco (CNG). · Detección de Actividad de la Voz (VAD). Instalación. · Configurable a través de la in
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SNOM 725 HD 

Localización (idioma, zona horaria, tono de llamada) ... AG y sus empresas afiliadas en la Unión Europea, Estados Unidos
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Snom C520-WiMi 

Snom ist eine registrierte Marke der Snom Technology GmbH und ihrer Tochtergesellschaften in der EU, den USA, Japan, China und anderen Regionen und.
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snom 765 - FCC ID 

as needles or pins. Please ensure before each use that no such objects are present. SELV (Safety Extra Low Voltage) Comp
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snom D765 - UserManual.wiki 

This phone is FCC Class B certified and meets US health ... Ethernet: 2 x IEEE 802.3 / 1 Gigabit Ethernet switch ... Pow
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Snom C52-SP 

El Snom C520-WiMi junto con el Snom C52-SP es la solución perfecta para grandes conferencias en am- plias salas y con mú
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Snom 760 - Studerus AG 

Dies gilt insbesondere fÃ¼r Produktnamen. Alle anderen Produkt- und Firmennamen sind Marken der jeweiligen Inhaber. Die in diesem Dokument beinhalteten. Produktspezifikationen kÃ¶nnen ohne VorankÃ¼ndigung verÃ¤ndert werden. snom.com. Technische Spezi
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Snom C52-SP 

El Snom C520-WiMi junto con el Snom C52-SP es la solución perfecta para grandes conferencias en am- plias salas y con mú
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Snom MeetingPoint - Studerus AG 

Menu, Konferenz, AufnahmelautstÃ¤rke verringern,. 5 Tasten fÃ¼r die Navigation im MenÃ¼system. Â· Mikrofon: kreisfÃ¶rmige (360Â°) Aufnahmecharakteristik.
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IP-Telefon D725 | snom 720 

Kennwort/Passwort. ZusÃ¤tzlich kÃ¶nnen Benutzername, Authentifizierungsname, Outbound Proxy, Konto des ...... Erlaubte Zeichen sind: 0-9, *, #, A-D und Flash: !
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IP-Telefon D765 | snom 760 

revise and change this document at any time, without being obliged to ... and on how to set up and use the device before using it and also give them to other ...
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SNOM D785 datasheet 

Power over Ethernet IEEE 802.3af, Class 3. Â· Supporto cuffie USB(1). Â· Supporto modulo aggiuntivo D7(1). Â· Supporto chiavetta Wi-Fi USB(1). Â· Supporto cuffie ...
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Snom C520-WiMi 

Multi-coloured LEDs to indicate the status. Â· Perfect for home-offices, small companies and multi-room conference calls. Â· Can be expanded with up to three.
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Snom as a Service 

Diese Produktereihe sorgt dafür, dass Geschäftskunden Funktionalität und Qualität nicht für erhöhte. Mobilität opfern müssen. Snoms Konferenztelefone — die ...
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Snom D710 

Localización (idioma, zona horaria, tono de llamada) ... y sus empresas afiliadas en la Unión Europea, Estados Unidos, J
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