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TOP CABINET TEMPLATE

Fit template to bottom of upper cabinet. If cabinet bottom has a frame around it, measure frame thickness and trim aroun 
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TOP CABINET



3/8″ (9.5 mm) dia. Smooth Flat Bottom Cabinet



Recessed Bottom Cabinet



G. FILLER BLOCK AREA
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IMPORTANT: Read Installation Instructions included with microwave oven.



A



1. Fit template to bottom of upper cabinet. If cabinet bottom has a frame around it, measure frame thickness and trim around edges “A”, “B”, “C” and “D” as needed to make up for frame thickness. Trim lines for 1/2″ (12.7 mm), 3/4″ (19 mm) or 1″ (25.4 mm) frame thickness are on template. 2. Align upper cabinet template centerline with centerline of mounting plate. Securely tape or tack upper cabinet template in place. 3. Drill a 3/8″ (9.5 mm) diameter hole into upper cabinet at points “J” and “K”.



LEFT SIDE



TOP CABINET TEMPLATE 6-1/8″ (155.6 mm)



4. Cut or drill 2″ (50.8 mm) dia. power supply cord hole “M”. Install bushing if cabinet is metal.



1″ (25.4 mm)



5. Determine the venting method you need. Product is assembled for room-vented (recirculation) installation. Adjustments must be made for wall-vented and roof-vented installations. See Installation Instructions.



FOR NON-RECESSED UPPER CABINET



– To vent through roof, cut out area “L” on upper cabinet template. Roof-vented location can be adjusted for a non-recessed cabinet. Go to Step 3 in Installation Instructions.



If top cabinet recess is less than 3/4″ (19 mm), cut out this area.



6. Remove template. Complete installation according to microwave oven Installation Instructions.



⁄ ″ (19 mm)



power supply cord hole



2″ (50.8 mm) 10-3/8″ (263.5 mm) to rear wall



⁄ ″ (19 mm)



Cut out this area of upper cabinet bottom if venting through the roof.
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5-1/8″ (130.2 mm)



⁄ ″ (12.7 mm)
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The “Rear wall” arrows must be against the rear wall so that the holes cut in the cabinet bottom and the holes in the top of the microwave cabinet will align.
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1″ (25.4 mm)



Rear wall



1″ (25.4 mm)



Roof-vented installations



– For room-vented installation, go to Step 4 in Installation Instructions. 34
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(The larger opening is required to accommodate the Exhaust Adapter.)



– To vent through the wall, go to Step 3 in Installation Instructions.



C RIGHT SIDE



– If bottom of upper cabinet is recessed, make 2 filler blocks the size of the shaded areas “G” and “H”. You may need to cut the filler block to fit inside upper cabinet frame. Mark the cutout position on the filler blocks through the holes on the cabinet bottom (a 3/8″ [9.5 mm] dia. hole in each block). Place the filler blocks so that the hole in each block lines up with the 3/8″ (9.5 mm) cutout in the bottom of the cabinet. Tape filler blocks to cabinet bottom after template is removed.
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4-1/2″ 5-3/4″ (114.3 mm) (146.1 mm) 13″ (330.2 mm) 6-1/2″ (165.1 mm)
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Rear wall
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The “Rear wall” arrows must be against the rear wall so that the holes cut in the cabinet bottom and the holes in the top of the microwave cabinet will align.
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13-7/16″ (341,3 mm) GABINETE SUPERIOR



GABINETE SUPERIOR
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GABINETE SUPERIOR



Diámetro 3/8″ (9,5 mm)



Diámetro 3/8″ (9,5 mm) Gabinete de fondo con retroceso



G. ÁREA DE BLOQUE DE LLENADO



Gabinete de fondo liso y plano



49-40530



H. ÁREA DE BLOQUE DE LLENADO



MBM32692101 08-06 JR



IMPORTANTE: Lea las instrucciones de instalación incluidas en el horno microondas. 1. Ajuste la plantilla en la parte inferior del compartimento superior. Si un marco rodea la parte inferior del compartimento, mida el grosor del marco y la decoración a lo largo de los filos “A”, “B”, “C” y “D”, ya que es necesario para formar el grosor del marco. Las líneas de decoración para el grosor del marco 1/2″ (12,7 mm), 3/4″ (19 mm) o 1″ (25,4 mm) se encuentran en la plantilla.



A PARTE IZQUIERDA



3. Realice un agujero de 3/8″ (9,5 mm) de diámetro en el compartimento superior en los puntos “J” y “K”.



FIG. 2



FIG. 3



Línea central



6-1/8″ (155,6 mm)



PARA COMPARTIMENTOS SUPERIORES SIN RETROCESO



1″ (25,4 mm)



– Para ventilar a través del techo, corte el área “L” de la plantilla del compartimento superior. La ubicación de la ventilación del techo se debe ajustar para un compartimento que no retroceda. Consulte el Paso 3 de las instrucciones de instalación.



⁄ ″ (19 mm)
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6. Retire la plantilla. Complete la instalación según las instrucciones de instalación del horno microondas. Las flechas de la “Pared trasera” deben colocarse contra la pared trasera de forma que se alineen el corte de los agujeros de la parte inferior del compartimento y los de la parte superior del compartimento del microondas.



Pared trasera
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⁄″ (19 mm) 34



1″ (25,4 mm)



10-3/8″ (263,5 mm) a la pared trasera



1″ (25,4 mm)



Instalaciones de la ventilación del techo ⁄ ″ (19 mm)



Corte este área de la parte inferior del compartimento superior si la ventilación es a través del techo.



– Para la instalación de la ventilación de la habitación, consulte el Paso 4 de las instrucciones de instalación. ⁄ ″ (12,7 mm)



2″ (50.8 mm) de diámetro



(La abertura más larga es necesaria para situar el adaptador de escape.)



– Para ventilar a través de la pared, consulte el Paso 3 de las instrucciones de instalación.
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Agujero del cable de alimentación de



Si el compartimento superior retrocede menos de 3/4″ (19 mm), corte este årea.



5. Establezca el método de ventilación que necesita. El producto se ha montado para una instalación (recirculación) de la ventilación de la habitación. Se deben realizar los ajustes necesarios para las instalaciones de ventilación de la habitación o de pared. Consulte las instrucciones de instalación.
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PLANTILLA DEL GABINETE SUPERIOR



– Si la parte inferior del compartimento superior retrocede, realice dos bloques de llenado del tamaño de las áreas sombreadas “G” y “H”. Es posible que necesite cortar el bloque de llenado para que se ajuste al marco del compartimento superior. Marque la posición de corte en cada bloque de llenado con los agujeros de la parte inferior del compartimento de 3/8″ (9,5 mm) de diámetro. Coloque los bloques de llenado de forma que el agujero de cada bloque coincida con el corte de 3/8″ (9,5 mm) de la parte inferior del compartimento. Ponga cinta en los bloques de llenado de la parte inferior del compartimento después de retirar la plantilla. 4. Corte o realice un agujero de 2″ (50,8 mm) de diámetro para el agujero del cable de alimentación “M”. Instale casquillos si el compartimento es metálico.



FIG. 4



PARTE DERECHA



2. Alinee la línea central de la plantilla del compartimento superior con la línea central de la placa de montaje. Asegure la plantilla en su sitio con cinta.



Impreso en China



BLOQUES DE RELLENO



FIG. 1
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5-1/8″ (130,2 mm)
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4-1/2″ 5-3/4″ (114,3 mm) (146,1 mm) 13″ (330,2 mm) 6-1/2″ (165,1 mm)
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Pared trasera



⁄ ″ (12,7 mm)
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Las flechas de la “Pared trasera” deben colocarse contra la pared trasera de forma que se alineen el corte de los agujeros de la parte inferior del compartimento y los de la parte superior del compartimento del microondas. 
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top cabinet template - GE 

Flat Bottom. Cabinet ... Cut out this area of upper cabinet bottom if venting through the roof. 1. ... To vent through r
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top cabinet template - Kitchen Appliances from GE Appliances 

Fit template to bottom of upper cabinet. If cabinet bottom has a frame around it, measure frame thickness and trim aroun
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Chop TOp template - Instructables 

Page 1. 100%. Chop Top Template. Modelo Chop Top. 100%. Chop Top Template. Modelo Chop Top.
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tjerk cabinet 

The solid and characteristic showcase cabinet TJERK is made of solid ash wood and has glass doors. They are fixed with stainless steel hinges and can be closed with a snapper lock- ing system. The design makes it possible to put several TJERK cupboar
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tjerk cabinet 

The solid and characteristic showcase cabinet TJERK is made of solid ash wood and has glass doors. They are fixed with stainless steel hinges and can be ...
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Cabinet nivelant et Portes Leveling Cabinet and Doors El Gabinete 

Close the doors and use a flat-blade screwdriver or 3/8 inch socket wrench to raise or lower the front rollers. 2. Ensur
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Low Storage Cabinet Credenza 

Call Us First! DO NOT RETURN TO STORE. For immediate help with assembly or product information call our toll-free number
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finn cabinet - ECC 

(04) frame. Welded and powder coated steel cabinet with safety glass and adjustable feet. Optional marble, varnished solid oak or leather top. 100 x h100 cm.
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19" Server Cabinet 

713351. The Intellinet server cabinets offer you a flexible and comprehensive solution for your ... and component exchange particularly easy. Perforation on front ...
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finn cabinet - ECC 

Sie die ideale Schrankwand zusammen, in der persÃ¶nliche und attraktive GegenstÃ¤nde ihren Platz finden kÃ¶nnen. DEUTSCH. NEDERLANDS. ENGLISH. 100.
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19" Wallmount Cabinet 

Removable side panels (some lockable). Tempered/Toughened glass doors. Double Section, making cabling and component exchange simple. In material and workmanship, we provide top quality. Part of that is a cold-rolled steel frame, zinc-plated 19? mount
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espejo cabinet 100 - sonia 

Sonia S.A se reserva el derecho de realizar cualquier cambio sin previo aviso. Sonia S.A has the right to make changes w
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shoe cabinet - Allibert Home 

... pueden sobrar algunas piezas, puede disponer de ellas pues no son necesarias | ConcluÃdo a assemblÃ©ia, eles podem ter alguns pedaÃ§os mais que suficiente, pode os ter porque eles nÃ£o sÃ£o necessÃ¡rios |. After assembly is completed there may b
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19" Wallmount Cabinet 

network installations. Our service starts with the shipping condition â€“ get the completely assembled cabinet delivered or save space and money with the flat-pack ...
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Cabinet Heater Réchauffeur De Cabinet Calentador Del Gabinete 

The connection cable must be protected (e.g. in a cable Duct). 6. A fuse should be used in conjunction with the heater.
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Schrankzubehör ACN:Accessories for Cabinet ACN 

Zubehör. Accessories. 2/4. Bild 1. Figure 1. 1. 2. 3. 4. 5. 6. 7. 8. 9 ... 1 St. 2. 801 83 95. Temperaturregler, D3 mit Halbl.Relais, 230V/50Hz temp. controller, D3.
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19" Network Cabinet - Intellinet Network 

Maximum static load of 1500 kg. Tempered-glass door. Zinc-plated 19 in. mounting rails. Antistatic powder coating on all
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template ecos 

(como mínimo) 3 atenuadores de distintos valores de atenuación. Formula de atenuación (en dB):. [dB] = 20 x log (Vout/Vi
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Corporate Template 

Vicon Industries Inc. no garantiza que las funciones contenidas en este .... 3) Debajo de Conjuntos de grupos de disposi
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CM0112004_booklet :template 

'snatched up' by the Prussian Crown Prince, the future King. Frederick the Great ...... geistlicher Oden zu Gedichten von Gellert, erschienen 1758, wurde im 18. ..... DSD analogue to digital converter â€“ Meitner design by EMM Labs. Recording ...
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RTF Template 

Die 45. Sitzung des 1. Untersuchungsausschusses findet statt am. Donnerstag, dem 23. April 2015, 11:30 Uhr im Paul-LÃ¶be-Haus, Europasaal (4.900).
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RTF Template 

Die 36. Sitzung der Kommission zur Wahrnehmung der Belange der Kinder (Kinderkommission) findet statt am. Mittwoch, dem 13. Januar 2016, 16:00 Uhr. Paul-LÃ¶be-Haus. Sitzungssaal: 2.200. Sekretariat. Telefon: +49 30 227-30551. Fax: +49 30 227-36055. S
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Corporate Template 

Si el sistema sólo incluye uno o varios servidores de grabación adquiridos ..... retención, los datos se sobrescribirán;
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RTF Template 

25.01.2017 - Abgeordneter und der Fraktion BÜNDNIS 90/DIE. GRÜNEN. Sport und Alltag verbinden - Lärmschutzregeln für. Sportanlagen den heutigen ...
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