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Figure 1: Back panel connections 1. 2. 3. 4. 5. 6. 7. 8.



Connect to one CCTV monitors (BNC-type connectors): Main monitor Connect one audio input to RCA connectors. Connect to a RS-232 device. Connect to a network. Connect to an optional eSATA device such as SATA HDD, CD/DVD-RM. Connect to a power cord. Connect to speakers for audio output. Connect to a VGA monitor.
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9. 10. 11. 12. 13. 14. 15. 16.



Connect to a HDTV. The HDMI connection supports both digital audio and video. Connect to an optional USB device such as a mouse, CD/DVD burner or HDD. Terminate the line to the dome cameras using this RS-485 switch. Default is Off. Connect to a PTZ control. Connect to a keyboard (KTD-405 shown) Connect up to 16 alarm input cables to relay outputs. Connect up to four alarm relay outputs. Connect to ground.
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Figure 2: Front panel controls Item



Name



Description



1.



Status LEDs



Power: Green indicates the NVR is working correctly. Red indicates a fault. Alarm: Lit indicates an external alarm status or motion. Tx/Rx: Tx/Rx indicator blinks green when network connection is functioning properly. HDD: HDD indicator blinks red when data is being read from or written to the HDD. Ready: Green indicates the device is functioning properly. Archive: Archive indicator blinks green when record files or pictures are being exported to a USB or eSATA device.



2.



IR receiver



Receiver for IR remote.



3.



Front Panel Lock



You can lock or unlock the front panel with a key.



4.



Display buttons



Display: Toggles through the various multiviews: full, quad, 1+5, 1+7, 9, and 16. Sequence: Starts/stops sequencing in live view mode. A: Selects the main monitor B: Selects the spot monitor (in live view) F1: In all-day playback, click to start and stop video clipping. F2: In live view mode, click to display/hide the time bar. In all-day playback, click to hide/display the playback control toolbar.



5.



Numeric buttons



Switch between different cameras in live, PTZ control or playback modes.



6.



USB Interfaces



Universal Serial Bus (USB) ports for additional devices such as a USB mouse and USB Hard Disk Drive (HDD).



7.



Menu and Search buttons



Menu: Enter/exit the main menu. Search: Enter the advanced search menu. : Jump back to the oldest available video and starts the playback.



Playback buttons



: Pause playback. : Instantly playback the currently selected file. Default time is 1 minute. Live: Switch to live view mode. Replay: Replay the current file in playback Starts at the beginning of the file.
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Item



Name



Description



8.



Direction



The DIRECTION buttons are used to navigate between different fields and items in menus. In the Playback mode, the left and right button is used to speed up and slow down recorded video. In Live View mode, these buttons can be used to cycle through channels. In PTZ control mode, it can control the movement of the PTZ camera.



Enter button



The ENTER button is used to confirm selection in any of the menu modes. In single-frame Playback mode, pressing the button will advance the video by a single frame.



9.



PTZ buttons



Zoom: Use + and – for digital zoom. Preset: Call up preprogrammed preset positions. Tour: Call up preprogrammed shadow tours.



10.



Archive button



Press once to enter quick archive mode. Press twice to start archiving. Indicator blinks green when data is being written to backup device.



Package contents



Quick install



The TruVision NVR 50 (model TVN 50) is shipped with the following items:



Recommended steps for setting up the NVR:



•



IR (infrared) remote control



•



Two AAA batteries for the remote control



1. Connect all the devices required to the back panel of the TVN 50. See Figure 1 on page 1.



•



AC power cords (US, Europe, UK)



Basic connections:



•



USB mouse



Connect monitor A to the BNC, VGA or HDMI output. Connect the mouse to the USB port in the front panel.



•



NVR



•



CD with software and manuals



•
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•



TruVision NVR 50 User Manual (on CD)



Installation environment Refer to the user manual for detailed information, but observe these important requirements: •



Place the unit in a secure location.



•



Ensure that the unit is in a wellventilated area.



•



Do not expose the unit to rain or moisture.



Optional connections: All the other connections shown are optional and depend upon installation requirements. 2. Connect the power cord to the unit and turn on the power. 3. Set up the unit with the required settings using the setup wizard.



First-time use The TVN 50 has an express installation wizard that lets you easily configure basic NVR settings when first used. It configures all cameras simultaneously. The configuration can then be customized as required. By default, the setup wizard will start once



TVN 50 Quick Start Guide



3 : EN



the NVR has loaded. The wizard walks you through some of the more important settings of your NVR. Select the preferred language for the system and then enter the administrator password. The default admin password is 1234. It is strongly recommended that this password is changed.



4. On the remote control press the Device button.



The wizard will then guide you through the menus to set the time and date, network configuration, HDD management, and recording configuration.



USB mouse



When all the required changes have been entered, click Finish to exit the wizard. The NVR 50 is now ready to use. Recording starts automatically.



Operating the TVN 50 There are several ways to control the unit: •



Front panel



•



IR remote control



•



Mouse



•



Web browser



Front panel The buttons on the front panel control most functions. See Figure 2 on page 2 for the locations of the controls. IR remote control The IR remote control buttons are similar to those on the front panel. Place the two AAA batteries in the remote control. To connect the remote control to the NVR:



5. Enter the device address value. It must be the same as that on the TVN 50. 6. Press ENTER on the remote or front panel.



The USB mouse provided with the TVN 50 operates all the functions of the NVR, unlike the front panel, which has limited functionality. The mouse lets you navigate and make changes to settings in the user interface. Connect the mouse to the NVR by plugging the mouse USB connector into the USB port on the front panel. The mouse is immediately operational and the pointer should appear.



Web browser control The TVN 50 Web browser lets you view, record, and play back videos as well as manage all aspects of the NVR from any PC with Internet access. The browser’s easy-to-use controls give you quick access to all NVR functions. See Figure 3 on page 5. To access the unit, open a web browser and enter the IP address assigned to the NVR as a Web address. In the login screen, enter the default user ID and password: •



User ID: admin



•



Password: 1234



The default values for TVN 50 network settings are: •



DHCP: Enabled by default.



1. Press Menu on the front panel or rightclick the mouse and select Menu. The main menu screen appears.



•



IP address - 192.168.1.82



•



Subnet mask - 255.255.255.0



2. Select Display mode settings > Monitor.



•



Gateway address - 192.168.1.1



•



Ports:



3. Check and remember NVR device address value. The default value is 255. The device address is valid for all IR controls.
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When using the browser: RTSP port: 554 HTTP port: 80
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When using TruNav: RTSP port: 554 Server/Client software port : 8000



Table 1: Mouse menu for monitor A (main monitor) Item



Name



Description



1.



Menu



Enter the Main menu. This option is not available from monitor B.



2.



Single camera



Switch to a full-screen view for the selected camera from the dropdown list.



3.



Multi camera



Switch between the different multiview options from the dropdown list.



4.



Previous screen



Displays the previous camera.



5.



Next screen



Displays the next camera.



6.



Start autoswitch



Turn on sequence mode. The screen automatically sequences between cameras. Go to Menu > Display Mode Settings > Layout > Dwell Time to set up.



7.



All-day playback



Playback the recorded video of the selected day from the selected camera. The current day is selected by default.



8.



Monitor B



Switch between monitors A (main) and B (spot).



9.



Advanced search



Enter the advanced video search menu.



10.



Close timebar



Open/close the time bar.



Figure 3: Web browser interface



Live view mode Live mode is the normal operating mode of the unit where you watch live pictures from the cameras. Regularly used functions in live view can be quickly accessed by clicking the right-button of the mouse on the camera image. The shortcut pop-up toolbar appears. See Figure 4 below for a description of the functions available. Figure 4: The mouse menu for the main monitor



Configuring the TVN 50 The TVN 50 has an icon-driven menu structure that allows you to configure the unit’s parameters. Each command icon displays a screen that lets you edit a group of settings. Most menus are available only to system administrators. The list of commands available depends on which monitor is active; main or spot (monitor B). See Table 1 below.



Refer to the TVN 50 user manual for detailed information on configuring the unit. To access the main menu from live view: 



Press the Menu button on the remote control or front panel - Or -
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Right-click the mouse and select Menu from the pop-up menu.



The main menu screen appears. Move the mouse over a command icon in the menu toolbar and click to select it.



Description of the command icons in the menu toolbar:



Specifications Power supply



100 to 240 VAC, 6.3 A, 50 to 60 Hz



Power consumption (without HDD) TVN 5032



Monitor aus.



3.



Prüfen und merken Sie sich den Adresswert des NVR-Gerätes. Der Standardwert beträgt 255. Die Geräteadresse gilt für alle Infrarotfernbedienungen.



4.



Drücken Sie auf der Fernbedienung die Taste Gerät.



5.



Geben Sie den Adresswert des Gerätes ein. Er muss mit dem entsprechenden Wert des TVN 50 übereinstimmen.



6.



Drücken Sie die Taste ENTER auf der Fernbedienung oder dem Frontbedienelement.
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•



Subnetzmaske – 255.255.255.0



•



Gateway-Adresse – 192.168.1.1



•



Ports: Beim Verwenden des Browsers: RTSP-Port: 554 HTTP-Port: 80 Beim Verwenden von TruNav: RTSP-Port: 554 Server/Client-Softwareport: 8000
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Abbildung 3: Webbrowser-Oberfläche



Liveanzeigemodus



Komponente



Name



Beschreibung



2.



Einzelkamera



Zu einer Vollbildanzeige für die ausgewählte Kamera aus der Dropdown-Liste umschalten.



3.



(Mehrfachkamera



Wechselt zwischen den verschiedenen Mehrfachanzeige-Optionen aus der Dropdown-Liste.



4.



Vorheriger Bildschirm



Zeigt die vorherige Kamera an.



5.



Nächster Bildschirm



Zeigt die nächste Kamera an.



6.



Automatischen Wechsel starten



Schaltet den Sequenzmodus ein. Der Bildschirm wechselt automatisch zwischen den Kameras. Zum Einrichten wechseln Sie zu "Menu" (Menü) > "Display Mode Settings" (Anzeigemoduseinstellungen) > "Layout" (Layout) > "Dwell Time" (Verweildauer).



7.



Tägliche Wiedergabe



Gibt das aufgenommene Video des ausgewählten Tages der ausgewählten Kamera wieder. Der aktuelle Tag ist standardmäßig ausgewählt.



8.



Monitor B



Zwischen Monitor A (Hauptmonitor) und B (Spotmonitor) umschalten.



9.



Suche erweitert



Erweitertes Videosuchmenü aufrufen.



10.



Zeitleiste schließen



Öffnet/schließt die Zeitleiste.



Der Livemodus ist der normale Betriebsmodus des Geräts, in dem Sie die Liveschnappschüsse der Kameras sehen. Regelmäßig verwendete Funktionen in der Liveanzeige können durch Klicken mit der rechten Maustaste auf das Kamerabild schnell aufgerufen werden. Die Popup-Symbolleiste der jeweiligen Verknüpfung wird angezeigt. Die nachfolgende Abbildung 4 enthält eine Beschreibung der verfügbaren Funktionen. Abbildung 4: Das Mausmenü für den Hauptmonitor



Konfigurieren des TVN 50



Die Liste der verfügbaren Befehle hängt davon ab, welcher Monitor aktiv ist; Haupt- oder Spotmonitor (Monitor B). Siehe Tabelle 1 unten. Tabelle 1: Mausmenü für Monitor A (Hauptmonitor) Komponente



Name



Beschreibung



1.



Menü



Hauptmenü aufrufen. Diese Option steht für Monitor B nicht zur Verfügung.



Der TVN 50 hat eine symbolgesteuerte Menüstruktur, die Ihnen die Konfiguration der Geräteparameter erlaubt. Jeder Befehl zeigt einen Bildschirm an, in dem Sie eine Gruppe von Einstellungen bearbeiten können. Die meisten Menüs sind nur für Systemadministratoren zugänglich. Einzelheiten zur Konfiguration des Gerätes finden Sie im Benutzerhandbuch des TVN 50. So greifen Sie in der Liveanzeige auf das Hauptmenü zu: 



- oder 
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Drücken Sie die Taste Menü auf der Fernbedienung oder dem Frontbedienelement.



Klicken Sie mit der rechten Maustaste und wählen Sie Menü aus dem Popup-Menü.
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Das Hauptmenü wird angezeigt. Bewegen Sie die Maus über ein Befehlssymbol in der Menüsymbolleiste und klicken Sie darauf, um es auszuwählen.



Abmessungen (B × H × T)



445 × 470 × 90mm



Gewicht



≤ 8 kg (≤ 17,6 lb.) (ohne HDD oder DVD-R/W)



Kontaktinformationen Kontaktinformationen finden Sie unter www.interlogix.com oder www.utcfssecurityproducts.eu. Beschreibung der Befehlssymbole in der Menüsymbolleiste: Konfiguriert Kameraeinstellungen.



Konfiguriert Anzeigeeinstellungen.



Konfiguriert Aufnahmeeinstellungen.



Konfiguriert StandardNetzwerkeinstellungen. Konfiguriert Alarmeinstellungen.



Konfiguriert PTZ-Einstellungen.



Konfiguriert Benutzereinstellungen.



Konfiguriert Systemeinstellungen.



Enthält Informationen zu den verschiedenen Symbolleisten und Menüs der Benutzeroberfläche. Enthält Informationen zu Optionen für Abmeldung, Neustart und Herunterfahren.



Technische Daten Stromversorgung Energieverbrauch (ohne HDD) TVN 5032



100 bis 240V AC, 6,3A, 50 bis 60Hz Monitor.



Puerto RTSP: 554



3.



Compruebe y recuerde el valor de la dirección de la unidad NVR. El valor predeterminado es 255. El dispositivo es compatible con todo tipo de mandos por infrarrojos.



Cuando se utiliza TruNav:



4.



Puerto HTTP: 80 Puerto RTSP: 554 Puerto de software del servidor/cliente: 8000



En el control remoto, pulse Dispositivo.



ES : 16



Guía de inicio rápido de TVN 50



Figura 3: Interfaz del explorador Web



Elemento



Nombre



Descripción



2.



Cámara única



Permite pasar a la vista de pantalla completa en la cámara seleccionada desde la lista despegable.



3.



Multi cámara



Cambia entre las diferentes opciones de vistas múltiples desde la lista desplegable.



4.



Pantalla anterior



Muestra la cámara anterior.



5.



Pantalla siguiente



Muestra la cámara siguiente.



6.



Iniciar conmutación automática



Activa el modo de secuencia. Se muestran automáticamente las secuencias entre las cámaras. Vaya a Menú > Configuración del modo de visualización > Diseño > Configuración de tiempo expo.



7.



Reproducción de todo el día



Reproduce el vídeo grabado del día seleccionado de la cámara seleccionada. El día actual aparece seleccionado por defecto.



8.



Monitor B



Permite alternar entre los monitores A (principal) y B (secundario).



9.



Búsqueda avanzada



Permite acceder al menú de búsqueda avanzada.



10.



Cerrar barra de hora



Abre/cierra la barra de hora.



Modo visual directo El modo de vídeo en directo es el modo de operación normal de la unidad, mediante el que se visualiza la imagen en directo de las cámaras. Puede acceder de manera rápida a todas funciones que se usan regularmente en el modo de visionado en vivo colocando el cursor sobre la imagen de cámara y pulsando el botón izquierdo del ratón. Aparecerá una barra de herramientas de acceso rápido. Consulte la Figura 4 en la página siguiente para obtener una descripción de las funciones disponibles. Figura 4: El menú del ratón para el monitor principal



Configuración del TVN 50 La unidad TVN 50 tiene una estructura controlada a través de menús que le permite configurar sus parámetros. Cada icono de comando muestra una pantalla que le permite editar un grupo de valores. La mayoría de los menús solo están disponibles para los administradores del sistema. Para obtener información detallada sobre la configuración de la unidad, consulte el Manual de usuario de TVN 50. La lista de comandos disponibles depende de que el monitor esté activo, sea el principal o sea el secundario (monitor B). Consulte la Tabla 1 a continuación.



Para acceder al menú principal del modo de visualización en directo: 



Tabla 1: Menú del ratón para el monitor A (monitor principal) Elemento



Nombre



Descripción



1.



Menú



Permite acceder al menú principal. Esta opción no está disponible desde el monitor B.
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Pulse Intro en el mando a distancia o en el panel frontal. O bien,







Haga clic con el botón derecho del ratón y seleccione la opción Menú del menú emergente.



Aparecerá la pantalla de menú principal. Sitúe el ratón sobre uno de los iconos de comando de la barra de herramientas del menú y haga clic para seleccionarlo.
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Peso



≤ 8 kg (≤ 17,6 libras) (sin HDD o unidad de DVD-R/W)



Información de contacto Descripción de los iconos de comando de la barra de herramientas del menú:



Para ver la información de contacto, consulte www.interlogix.com o www.utcfssecurityproducts.eu.



Permite configurar los parámetros de la cámara. Permite configurar los parámetros de la pantalla. Permite configurar los parámetros de grabación. Permite configurar parámetros de red estándar. Permite configurar los parámetros de alarma. Permite configurar los parámetros de PTZ. Permite configurar los parámetros de usuario. Permite configurar los parámetros de sistema. Proporciona información de referencia sobre las diversas barras de herramientas y menús de la interfaz. Proporciona acceso a las opciones de cierre de sesión, reinicio y apagado.



Especificaciones Fuente de alimentación



100 a 240 VCA, 6,3 A, 50 a 60 Hz



Consumo de energía eléctrica (sin HDD) TVN 5032 
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10 sept. 2012 - Intel Core I5 750 Quad Core class Processor at 2.66 Ghz. (8MB Cache) ...... O TruVision NVR 20 (TVN 20)
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TruVision DVR 11 HÄ±zlÄ± BaÅŸlangÄ±Ã§ KÄ±lavuzu. TR. P/N 1072596B-Multilingual â€¢ REV 1.0 â€¢ ISS 07MAY13 ... TruVision DVR 11 Quick Start. Guide. Figure 1: Back panel connections. 1. Loop through for up to 16 analog ... and a USB HD on the front an
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The DVR supports both a USB DVD and a USB HD on the front and rear USB ports. 11. Connect to a network. 12. Terminate the line to the dome cameras using.
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Manual de usuario de TruVision NVR 50 

Entradas y salida de audio 9. Soportes 9 .... TruVision TVN 50, 32 canales, 4 TB de almacenamiento, cable de .... Conexi
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4 5. 6 7. 8. 9 10 11 12. TIM. E. R. E. D. G. R. E. E. N. B. LU. E. S. ATU. R. ATIO. N. C. O. N. TR. O ... before mounting it to the ImageCueâ„¢ unit. Note: ImageCueâ„¢ ...
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Quick Start Guide 

This walkthrough will allow you to test your cameras and connections before you .... 24 Hour. GMT time.windows.com. 03/04/2011. 12 : 43 : 13. MM-DD-YY.
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Quick Start Guide - UserManual.wiki 

otherwise the hands go back to display time. Change the time of your alarm clock in the Health Mate application if needed. FR ActivitÃ© s'accompagne de deux ...
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Quick Start Guide - Compex 

during contraction, which would risk causing cramps. For example, when stimulating quadriceps, you should be in a sittin










 


[image: alt]





Quick Start Guide 

HIKVISION does not undertake any liability for personal injury or property damage, as the result of product interruption or service termination cause by: ...
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correctly. Some DPOF compatible printers may fail to print the photos based on the specific settings, if this happens re
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10.08.2017 - service termination cause by: a) improper installation or usage other than as requested; b) the protection of national or public interests; c) Force Majeure; d) yourself or the third party, including not limitation, .... ensure your vide
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NOTE: If you are connecting to a secured wireless network, enter the password for the wireless network access when promp
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Stellen Sie sicher, dass sich hugOne in der Reichweite Ihres Wi-Fi- ... The correct disposal of products at the end of their working life is good for the environment.
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GK420d Quick Start Guide 

BG. CS. DA. DE. EL. ES. ET. F. FR. HR. HU. JA. Ensure that the appropriate power cord with a three (3) prong plug and an
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connectors) to your cable or satellite receiver, or other high definition video ... rojo, verde y azul) a su receptor de
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Quick Start Guide - Magnavox 

23 may. 2014 - quemaduras internas en sólo 2 horas y puede guiar a la muerte. Mantenga las baterías ..... 19900 Van Ness










 


[image: alt]





Quick Start Guide 

Amazon and all related logos are trademarks of. Amazon.com, Inc. or its affiliates. App Store is a service mark of Apple Inc. Google Play TM is a trademark of Google Inc. ..... vos droits prÃ©vus par la loi. Pour obtenir des informations dÃ©taillÃ©es
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EN Charge 3 hours for up to 12 hours of play time. AC adapter not included. ES Una recarga de 3 horas rinde hasta 12 hor
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19.12.2018 - However, there is no guarantee that interference will not occur in a particular installation. If this product does cause harmful interference to radio ...
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Log in the EZVIZ app and scan the device QR code to add it to the ... -10Â°C to 55Â°C (14Â°F to 131Â°F). 0 to 40%. 10% to 90%. >3Â°. Power Consumption. 510dBm .... Acerque el T6 al centro de alarmas por Internet (en un Ã¡rea de 50 cm) y pulse el ...
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EN. Press play/pause to answer and end a call. See the full user guide for complete details. FR. Appuyez sur le bouton l
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Indicateur de l'état /. Luz de estado. Status light. A – Volume up. Augmentation du volume. Subir el volumen. B – Previo
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24.07.2017 - 1. Installing the EZVIZ App. - Connect your mobile phone to Wi-Fi. - Download and ... Store (iOS version) and Google Playâ„¢ (Android version).
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