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STEREO WIRELESS PERSONAL MONITORING SYSTEM



PSM 300 USER GUIDE ®
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IMPORTANT SAFETY INSTRUCTIONS 1. READ these instructions.



低功率電波輻射性電機管理辦法



2. KEEP these instructions.



第十二條



3. HEED all warnings.



經型式認證合格之低功率射頻電機，非經許可，公司、商號或使用者均不得 擅自變更頻率、加大功率或變更原設計之特性及功能。 第十四條



4. FOLLOW all instructions. 5. DO NOT use this apparatus near water. 6. CLEAN ONLY with dry cloth. 7. DO NOT block any ventilation openings. Allow sufficient distances for adequate ventilation and install in accordance with the manufacturer’s instructions. 8. DO NOT install near any heat sources such as open flames, radiators, heat registers, stoves, or other apparatus (including amplifiers) that produce heat. Do not place any open flame sources on the product. 9. DO NOT defeat the safety purpose of the polarized or grounding type plug. A polarized plug has two blades with one wider than the other. A grounding type plug has two blades and a third grounding prong. The wider blade or the third prong are provided for your safety. If the provided plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet. 10. PROTECT the power cord from being walked on or pinched, particularly at plugs, convenience receptacles, and the point where they exit from the apparatus. 11. ONLY USE attachments/accessories specified by the manufacturer. 12. USE only with a cart, stand, tripod, bracket, or table specified by the manufacturer, or sold with the apparatus. When a cart is used, use caution when moving the cart/apparatus combination to avoid injury from tip-over. 13. UNPLUG this apparatus during lightning storms or when unused for long periods of time. 14. REFER all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged in any way, such as power supply cord or plug is damaged, liquid has been spilled or objects have fallen into the apparatus, the apparatus has been exposed to rain or moisture, does not operate normally, or has been dropped. 15. DO NOT expose the apparatus to dripping and splashing. DO NOT put objects filled with liquids, such as vases, on the apparatus. 16. The MAINS plug or an appliance coupler shall remain readily operable. 17. The airborne noise of the Apparatus does not exceed 70dB (A). 18. Apparatus with CLASS I construction shall be connected to a MAINS socket outlet with a protective earthing connection. 19. To reduce the risk of fire or electric shock, do not expose this apparatus to rain or moisture. 20. Do not attempt to modify this product. Doing so could result in personal injury and/or product failure. 21. Operate this product within its specified operating temperature range.



低功率射頻電機之使用不得影響飛航安全及干擾合法通信；經發現有干擾現 象時，應立即停用，並改善至無干擾時方得繼續使用。前項合法通信，指依 電信法規定作業之無線電通信。低功率射頻電機須忍受合法通信或工業、科 學及醫療用電波輻射性電機設備之干擾。



SAFETY PRECAUTIONS



The possible results of incorrect use are marked by one of the two symbols—"WARNING" and "CAUTION"—depending on the imminence of the danger and the severity of the damage. WARNING: Ignoring these warnings may cause severe injury or death as a result of incorrect operation. CAUTION: Ignoring these cautions may cause moderate injury or property damage as a result of incorrect operation.



CAUTION



• Never disassemble or modify the device, as failures may result.



• Do not subject to extreme force and do not pull on the cable or failures may result.



• Keep the product dry and avoid exposure to extreme temperatures and humidity.



WARNING



• If water or other foreign objects enter the inside of the device, fire or electric shock may result.



• Do not attempt to modify this product. Doing so could result in personal injury and/or product failure. This device is able to produce sound volume higher than 85 dB SPL. Please check your maximum allowed continuous noise exposure level based on your national employment protection requirements. WARNING LISTENING TO AUDIO AT EXCESSIVE VOLUMES CAN CAUSE PERMANENT HEARING DAMAGE. USE AS LOW A VOLUME AS POSSIBLE. Over exposure to excessive sound levels can damage your ears resulting in permanent noise-induced hearing loss (NIHL). Please use the following guidelines established by the Occupational Safety Health Administration (OSHA) on maximum time exposure to sound pressure levels before hearing damage occurs. 90 dB SPL at 8 hours



95 dB SPL at 4 hours



100 dB SPL at 2 hours



105 dB SPL at 1 hour



110 dB SPL at ½ hour



115 dB SPL at 15 minutes



120 dB SPL Avoid or damage may occur



WARNING: This product contains a chemical known to the State of California to cause cancer and birth defects or other reproductive harm.
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PSM®300 The PSM300 Personal Monitor System delivers wireless stereo monitoring for improved clarity and reduced feedback over traditional stage wedges. Performers can create their own custom mixes by adjusting the stereo blend and overall volume level at the bodypack, resulting in lower volume on stage and enhanced audio detail. Easy to set up and operate, PSM300 features one-touch frequency syncing and solid wireless RF stability between transmitters and receivers. With rugged, dependable hardware and hard-working technology, Shure PSM300 Personal Monitor Systems deliver a greatly improved monitoring experience on stage.



System Overview ④ CH 1



CH 2



CH 1



CH 2



Features



• Send two channels of audio wirelessly to performers onstage • Solid RF connection over a 300 foot (90 meter) range



• Create a personal mix on each bodypack with adjustable stereo balance or MixMode® two-channel mono blend.



• Up to 90 dB signal-to-noise ratio provides clear, detailed audio at any volume



③



• Systems available with Shure Sound Isolating™ earphones



①



• One-touch scan and IR sync quickly and easily assigns a clean wireless channel • No complicated menus, just simple volume and mix controls that focus on the performance



P3T



• All-metal half-rack transmitter



• Slim, lightweight bodypack attaches easily to a belt or guitar strap



Included Components



POWER



Instrument Mix (Channel 1)



MONO/STEREO-MX



LINE/AUX



L - LOOP OUT - R



LEFT/CH.1 IN



RIGHT/CH.2 IN



ANTENNA



②



PSM300 Transmitter P3T input



sync



group (1-9)



channel (1-F)



Vocal Mix (Channel 2) Mixer Outputs



power



Carrying Bag P3T Transmitter



This example shows a typical setup for musical performance. See the System Applications section for additional examples. PS23 Power Supply Rackmount Hardware Kit



(2) AA Batteries* SE112 or SE215 Earphones



P3R or P3RA Bodypack Receiver



*Not included in Argentina
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¼ Wave Antenna



① Route audio signals Send Instrument and microphone signals from the stage to a mixer or PA system. ② Create monitor mixes From the mixer, create two mixes: one of just the instruments, and a second with just the vocals. Route each of these to separate mixer outputs and connect them to the P3T inputs. ③ Send wireless audio to the performers Sync the bodypacks to the P3T transmitter to send the mixes to the performers for in-ear monitoring. ④ Adjust personal mixes Each performer uses the MixMode knob on the bodypack to control their own mix between the instruments and vocals .



Hardware P3T Transmitter Front and Rear Panels 







 



ௗ



















P3T Front Panel



















P3T Rear Panel



① Input Level Control Adjusts the level of the incoming audio signal



⑨ Mono/Stereo-MX Switch



② IR Sync Window Sends and receives group/channel data to sync receivers with the transmitter ③ Sync Button Press to synchronize the transmitter and receiver to the same group and channel Note: Sync data is sent through the IR sync window



④ LCD Display Displays audio, RF, and system information



StereoMX



Sends a two-channel stereo mix to the receiver



Mono



Sends a summed audio mix to both receiver channels



⑩ Line/Aux Switch Adjust the input sensitivity using the following as a connection reference: Aux (-10 dBV):



Consumer audio devices, such as computers or portable media players



Line (+4 dBu):



Mixers or other professional audio devices



⑤ Group Button Press to scroll through group settings



⑪ Loop Outputs (¼ Inch TRS, Balanced) Connect outputs to additional PSM systems or other audio devices



⑥ Channel Button Press to scroll through channel settings



⑫ Audio Inputs (¼ Inch TRS, Balanced) Connect to mixer outputs or other audio sources for monitoring by the performers



⑦ Power Turns power on or off



⑬ BNC Antenna Connector Connect the supplied ¼ wave antenna, directional antenna, or a Shure P3AC antenna combiner



⑧ Power Input Connect the supplied Shure PS23 external power supply



Note: For JB band models, the antenna is permanently fixed to the transmitter. Removing the antenna on JB band models is prohibited by law in Japan, and attempting to do so may cause damage to the transmitter.



P3T Transmitter Display 



ௗ   







sync Tx Rx stereo/mx mono aux line group



channel



L R



③ Lock Status To lock or unlock the controls, press and hold the group and channel buttons until the lock icon appears/disappears.



tv



0dB







OL OL



① Audio Input Meter Indicates the audio signal level ② Group / Channel / TV Setting Displays selected group and channel settings and the corresponding television channel Note: the TV indicator only applies to U.S.A. channels, and remains blank in other regions



④ Sync Status Appears after a successful sync between the transmitter and receiver. The direction of the sync is shown as Tx>Rx (transmitter sends frequency to receiver) or TxRx (Sender sendet Frequenz an Empfänger) oder Tx60 dB



Intermodulationsbedämpfung >50 dB



Blockierung >60 dB



HF-Ausgangsimpedanz



Audio-Ausgangsleistung 1 kHz bei 50 dB



Potencia RF de salida



Bloqueo



Impedancia de salida RF



Potencia de salida de audio 1 kHz a distorsión de 60 dB



40 mW  + 40 mW Impedancia de carga mínima 4 Ω



Salida para auriculares



3,5 mm (1/8 pulg) estereofónica



Impedancia de salida Rx (il trasmettitore invia la frequenza al ricevitore) o TxRx (transmissor envia frequência ao receptor) ou Tx 























Empfehlen Sie Dokumente
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User Guide 

(e1) fitting under the top rail around the end vertical bar of one gate panel and, (d1) locking around (e1) above top ra
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User Guide 

Never use if gate is less than 3/4 of ... Slide top spindles (b) and bottom spindles (s) into extension tubes. 4. Note:
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User Guide 

... tell you what the potential hazard is, tell you how to reduce the chance of injury, and tell you what can .... dange
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User Guide 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of ..... Reinstall the
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user guide 

Congratulations on your purchase of the Turtle Beach Stream Mic. ..... for a period of one year from the date of purchase by the Purchaser (â€œWarranty. Periodâ€�).










 


[image: alt]





USER GUIDE 

Press and hold the power button for 3 seconds to turn on the the RX (receiver). Press and hold the power button for 3 seconds to turn on the TX (transmitter).
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User Guide 

5 HOW TO SCAN . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8. Scan Menu Bar .
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User Guide 

leave extra space on the hinge side so the door can open wider. Temperature .... the connection on the lower-left rear o
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User Guide 

Blinks blue five times. Battery level is at 5 to 15%. Blinks red five times. If the battery needs charging, the red LED
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User Guide 

Do not use sharp instruments, rubbing alcohol, flammable fluids, or ... Excessive Weight Hazard. Use two or more .... so
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user guide 

increasingly appreciate the feeling of living in a more comfortable house. .... RED light phase, the unit is checking an
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User Guide 

You will need to restart the application for this change to take effect . •. User Guide - displays a PDF of the User Gui
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User Guide 

Allow at least 1" (2.5 cm) between the back of the refrigerator ..... Problem Solver section of the Use and Care Guide,
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User Guide 

replace the bulb with an appliance bulb of the same size, shape, ...... ce manuel et balayer le code QR avec votre appar
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User Guide 

Clean Before Using. After you remove all of the packaging materials, clean the inside ... Keep the refrigerator door clo
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User Guide 

TABLE OF CONTENTS. You can be killed or seriously injured if you don't immediately .... space on the hinge side so the d
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User Guide 

You may hear the evaporator fan motor circulating air through ..... Travel or transportation expenses for service in rem
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user guide - User Manual Wiki 

This device complies with Industry Canada license- exempt RSS ... federal, state and local laws and regulations. Do not
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VULCAN USER GUIDE PDF 

vulcan user guide are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using instruction manuals.
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NS-FTV27 User Guide 

This manual explains how to correctly install, operate, and get the best performance from your television. Read this use
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KBB501C User Guide 

Congratulations on your purchase of the IMPECCA KBB501C Custom Carved Designer. Bamboo Keyboard and Mouse. We are sure y
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User Guide - Compex 

To be effective, this work must involve the greatest possible number of muscle fibres ...... 100. 4.2. Ansluta till elek
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Software User Guide 

... bajo una licencia BSD modificada. Copyright © 1998—2011 The OpenSSL Project. Todos los derechos reservados. ...... 8
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Fireplace User Guide 

When adjusting the brightness of the flames this icon will light up with a blue light. The setting will be displayed on
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