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USP Expert OM - Heckler & Koch

beiliegende Bedienungsanlei- tung und vor allem die darin auf- gefÃ¼hrten Sicherheitshinweise zum Umgang mit Pistolen. Die USP EXPERT in den Kalibern. 
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ERGÄNZUNG ZUR BEDIENUNGSANLEITUNG PISTOLE USP ADDITION TO THE USP OPERATOR’S MANUAL PISTOLE USP EXPERT | USP EXPERT PISTOL



EN



DE



Allgemeines Wichtig! Diese Anleitung beschreibt die Unterschiede zur Pistole USP. Beachten Sie daher vor Gebrauch der Pistole unbedingt die beiliegende Bedienungsanleitung und vor allem die darin aufgeführten Sicherheitshinweise zum Umgang mit Pistolen. Die USP EXPERT in den Kalibern 9 mm x 19, .40 S&W und .45 Auto ist eine universell einsetzbare Sportpistole für Großkaliberdiszi-



plinen der Verbände, für den IPSCBereich als auch für das Praktische Schießen. Neben den USP-typischen Merkmalen besitzt die EXPERT noch folgende Ausstattungsdetails: • Lange Visierlinie • Verstellbares Präzisionsvisier • Matchabzug mit einstellbarem Trigger Stop • Magazintrichter (Jet Funnel) bei Kaliber 9 mm x 19 und .40 S&W • Erhöhte Magazinkapazität bei Kaliber 9 mm x 19 und .40 S&W.



Verstellbares Präzisionsvisier



Match-Abzug mit Trigger Stop Magazintrichter bei Kaliber 9 mm x 19 und bei .40 S&W Magazin mit erhöhter Kapazität bei Kaliber 9 mm x 19 und bei .40 S&W



Match-Abzug mit einstellbarem Trigger Stop Der Match-Abzug hat eine verfeinerte Abzugscharakteristik mit einstellbarem Abzugsweg-Begrenzer 2



um sofort nach Auslösen des Hahns die weitere Abzugsbewegung zu begrenzen. Trigger Stop einstellen: Einstellschraube mit beigepacktem Innensechskantschlüssel soweit



ein- bzw. herausdrehen, daß der Abzug sicher auslöst.



Bei Rechtsschuß Seitenverstellschraube entgegen dem Uhrzeigersinn nach links drehen. Eine Raste entspricht ca. 0,5 cm Treffpunktverlagerung bei 25 m Entfernung.



Präzisionsrohr mit O-Ring Präzisionsvisier: Die USP EXPERT hat ein höhenund seitenverstellbares Präzisionsvisier. Mit dem beigepackten Justierschlüssel kann das Visier auf die gewünschte Treffpunktlage justiert werden. Höhenverstellung: Bei Hochschuß mit Justierschlüssel die Höhenverstellschraube im Uhrzeigersinn nach rechts drehen. Bei Tiefschuß Höhenverstellschraube entgegen dem Uhrzeigersinn nach links drehen. Eine Raste entspricht ca. 1 cm Treffpunktverlagerung bei 25 m Entfernung.



Justierschlüssel Seitenverstellschraube



Höhenverstellschraube



Das 135 mm lange Präzisionsrohr mit Polygonprofil ist für eine erhöhte Schußpräzision mit einem wärmebeständigen O-Ring versehen. Geben Sie nach dem Reinigen der Pistole einen Tropfen Öl auf den O-Ring am Rohr. Bei beschädigtem O-Ring ersetzen Sie den Ring von Hand. Ersatz-O-Ringe sind beigepackt.



O-Ring



Magazintrichter (Jet Funnel) Zur Vergrößerung der Handauflagefläche und um einen schnellen Magazinwechsel zu ermöglichen besitzt die EXPERT im Kaliber 9 mm x 19 und .40 S&W in Verlängerung des Griffstücks einen Magazintrichter.



Magazin Seitenverstellung: Bei Linksschuß mit Justierschlüssel die Seitenverstellschraube im Uhrzeigersinn nach rechts drehen.



Die Magazine für die EXPERT haben in den Kalibern 9 mm x 19 und .40 S&W eine erhöhte Magazinkapazität von 18 bzw. 16 Patronen. Das Magazin der EXPERT .45 Auto faßt 12 Patronen. 3



Technische Daten Funktionsprinzip Verschlußsystem Visierung



Rückstoßlader Modifiziertes Browning-Verriegelungssystem Verstellbares Präzisionsvisier



Maße: Kaliber . . . . . . . . . . . . . . . . . . . . . . . . 9 mm x 19 Gesamtlänge . . . . . . . . . . . . . . . . . . . . . 221 mm Rohrlänge. . . . . . . . . . . . . . . . . . . . . . . . 132 mm Visierlinie . . . . . . . . . . . . . . . . . . . . . . . . 190 mm Drallänge . . . . . . . . . . . . . . . . . . . . . . . . 250 mm Gesamthöhe . . . . . . . . . . . . . . . . . . . . . 149 mm Gesamtbreite – Verschluß . . . . . . . . . . . . 29 mm Gesamtbreite – Griffstück (Trichter) . . . 39,5 mm



.40 S&W 221 mm 132 mm 190 mm 380 mm 149 mm 29 mm 39,5 mm



.45 Auto 221 mm 132 mm 190 mm 406 mm 151 mm 29 mm ––



ca. 940 g ca. 62 g



ca. 950 g ca. 103 g



Gewichte: Gesamtgewicht mit leerem Magazin . . ca. 930 g Magazin, leer . . . . . . . . . . . . . . . . . . . . ca. 62 g Sonstige Daten: Abzugskraft – Direktabzug . . . . . . . . . . ca. 17 N ca. 17 N ca. 17 N Abzugskraft – Spannabzug . . . . . . . . . . ca. 50 N ca. 50 N ca. 50 N Magazinkapazität. . . . . . . . . . . . . . . 18 Patronen 16 Patronen 12 Patronen



Teileliste und Zubehör Bezeichnung . . . . . . . . . . . . . . . . . . . . . Ident-Nr. Kaliber . . . . . . . . . . . . . . . . . . . . . . . . 9 mm x 19 Pistole USP EXPERT, vollst. . . . . . . . . . 215 120 Verschluß, vollst. . . . . . . . . . . . . . . . . . . 215 121 Visier. . . . . . . . . . . . . . . . . . . . . . . . . . . . 988 281 Korn . . . . . . . . . . . . . . . . . . . . . . . . . . . . 215 115 Rohr . . . . . . . . . . . . . . . . . . . . . . . . . . . . 215 122 O-Ring . . . . . . . . . . . . . . . . . . . . . . . . . . 987 140 Griffstück, vollst. . . . . . . . . . . . . . . . . . . 215 109 Hahn, vollst. . . . . . . . . . . . . . . . . . . . . . . 215 681 Abzug . . . . . . . . . . . . . . . . . . . . . . . . . . . 215 684 Trichter . . . . . . . . . . . . . . . . . . . . . . . . . . 215 113 Einsatz . . . . . . . . . . . . . . . . . . . . . . . . . . 215 155 Spannstift ISO 8750 – 3,5 x 24 . . . . . . . 217 999 Zylinderschraube . . . . . . . . . . . . . . . . . . 988 187 Magazin, vollst. . . . . . . . . . . . . . . . . . . . 215 124 Magazinboden . . . . . . . . . . . . . . . . . . . . 215 119 Innensechskantschlüssel . . . . . . . . . . . . 958 179 Justierschlüssel . . . . . . . . . . . . . . . . . . . 987 505 4



Ident-Nr. .40 S&W 215 108 218 342 988 281 215 115 215 111 987 141 215 109 215 681 215 684 215 113 215 155 217 999 988 187 215 116 215 119 958 179 987 505



Ident-Nr. .45 Auto 217 837 215 127 988 281 215 115 215 128 986 429 217 838 215 681 215 684 –– –– –– –– 214 831 214 834 958 179 987 505



General Important This instruction describes the differences to the USP Pistol. Before using the pistol please mind the attached operator’s manual and specifically the listed safety instructions for handling pistols. The USP EXPERT in calibres 9 mm x 19, .40 S&W and .45 Auto is a universal sporting pistol for big calibre shooters, IPSC shooters and



the practical shooting sports. Apart from the typical USP design characteristics the EXPERT additionally features the following specific details: • long line of sight • adjustable match sight • match trigger with adjustable trigger stop • magazine jet funnel in calibres 9 mm x 19 and .40 S&W • increased magazine capacity in calibres 9 mm x 19 and .40 S&W



Adjustable match sight



Match trigger with adjustable trigger stop Magazine jet funnel in cal. 9 mm x 19 and .40 S&W Increased magazine capacity in cal. 9 mm x 19 and .40 S&W



Match trigger with adjustable trigger stop



as much as possible any further trigger movement after release of the hammer.



The match trigger is provided with a refined trigger pull characteristic and a trigger stop in order to limit



Adjustment of the trigger stop Turn the adjustment screw with the attached 1,5 mm allen key. Mind 5



that the hammer can still be released by the trigger.



If the pistol fires too far to the right, turn the side adjustment screw counter-clockwise to the left. One click of the side adjustment screw approximately corresponds to a 0,5 cm change of the point of aim at 25 m.



Precision barrel with O-ring Match Sight The USP EXPERT is provided with a match sight which is adjustable for windage and elevation. The enclosed adjustment screw driver is used for adjusting the sight’s point of aim to the respective point of impact. Height adjustment If the pistol fires too high, turn the height adjustment screw clockwise to the right. If the pistol fires too low, turn the height adjustment screw counterclockwise to the left. One click of the height adjustment screw approximately corresponds to a 1 cm change of the point of aim at 25 m.



Allen wrench Side adjustment screw



Height adjustment screw



The precision barrel has a length of 135 mm and a polygonal bore profile. In order to achieve maximum accuracy the barrel is provided with a heat resistant O-ring. After cleaning slightly oil this O-ring. In case the ring is damaged it can be replaced by the shooter. Spare O-rings are supplied with the pistol.



O-ring



Magazine jet funnel For optimum accommodation of the pistol grip to the shooter’s hand and in order to permit a quick magazine exchange the EXPERT pistols of cal. 9 mm x 19 and .40 S&W are equipped with a magazine funnel which also serves as a grip extension.



Magazine Side adjustment If the pistol fires too far to the left, turn the side adjustment screw clockwise to the right. 6



The EXPERT magazine of calibre 9 mm x 19 has an increased capacity of 18 rounds and the magazine of calibre .40 S&W an increased capacity of 16 rounds. The EXPERT magazine of calibre .45 Auto holds maximum 12 rounds.



Technical Data Operating system Bolt system Sight



Recoil operated Modified Browning locking system Adjustable match sight



Dimensions Calibre . . . . . . . . . . . . . . . . . . . . 9 mm x 19 Total length. . . . . . . . . . . . . . . . . . . 221 mm Barrel length . . . . . . . . . . . . . . . . . . 132 mm Sight radius . . . . . . . . . . . . . . . . . . 190 mm Twist length . . . . . . . . . . . . . . . . . . 250 mm Total height. . . . . . . . . . . . . . . . . . . 149 mm Total width – slide . . . . . . . . . . . . . . 29 mm Total width – jet funnel on grip . . . 39,5 mm



.40 S&W 221 mm 132 mm 190 mm 380 mm 149 mm 29 mm 39,5 mm



.45 Auto 221 mm 132 mm 190 mm 406 mm 151 mm 29 mm ––



Weights USP EXPERT with empty magazine. . . . . . . . . . . . . . . . approx. 930 g approx. 940 g approx. 950 g Magazine, empty . . . . . . . . . approx. 62 g approx. 62 g approx. 103 g Other data Trigger pull – single action . . . approx. 17 N approx. 17 N approx. 17 N Trigger pull – double action . . approx. 50 N approx. 50 N approx. 50 N Magazine capacity . . . . . . . . . 18 cartridges 16 cartridges 12 cartridges



Parts list and accessories Designation. . . . . . . . . . . . . . . . . . Ident No. Calibre . . . . . . . . . . . . . . . . . . . . 9 mm x 19 USP EXPERT Pistol, compl.. . . . . . 215 120 Slide, compl. . . . . . . . . . . . . . . . . . 215 121 Rear sight . . . . . . . . . . . . . . . . . . . . 988 281 Front sight . . . . . . . . . . . . . . . . . . . 215 115 Barrel . . . . . . . . . . . . . . . . . . . . . . . 215 122 O-ring . . . . . . . . . . . . . . . . . . . . . . . 987 140 Grip, compl. . . . . . . . . . . . . . . . . . . 215 109 Hammer, compl. . . . . . . . . . . . . . . . 215 681 Trigger. . . . . . . . . . . . . . . . . . . . . . . 215 684 Jet funnel . . . . . . . . . . . . . . . . . . . . 215 113 Grip insert. . . . . . . . . . . . . . . . . . . . 215 155 Dowel pin ISO 8750 – 3,5 x 24 . . . 217 999 Cylindrical screw . . . . . . . . . . . . . . 988 187 Magazine, compl. . . . . . . . . . . . . . . 215 124 Magazine floor plate. . . . . . . . . . . . 215 119 Allen key . . . . . . . . . . . . . . . . . . . . . 958 179 Adjustment wrench . . . . . . . . . . . . 987 505



Ident No. .40 S&W 215 108 218 342 988 281 215 115 215 111 987 141 215 109 215 681 215 684 215 113 215 155 217 999 988 187 215 116 215 119 958 179 987 505



Ident No. .45 Auto 217 837 215 127 988 281 215 115 215 128 986 429 217 838 215 681 215 684 –– –– –– –– 214 831 214 834 958 179 987 505 7
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P8-P8 A1 OM - Heckler & Koch 

adversely affect the safety. After such events the pistol must be checked by the manufacturer. â€“ Heckler & Koch do not assume any liability for events due to dis-.
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pistole usp tactical | usp tactical ergÃ¤nzung zur ... - Heckler & Koch 

extended magazine floor plate. Match trigger with adjustable trigger stop. The match trigger is provided with a refined trigger pull characteristic and a trigger stop ...
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om om mini om mini om 

30 cm. Chef control h. ≥ 35 cm om. PARED de parede. Mandos. Comandos ... 55 cm vidrio negro vidro preto filtrante filtra
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MANUAL 2275002 2275004 2275007 HK USP USP ... - Umarex USA 

Always keep the airsoft gun on SAFE until ready to shoot. • Always keep .... MONIXIDE (CO). CO (CARBON MONOXIDE) IS INVI
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horno expert 

Servicio Asistencia Técnica SAT 600 411 77 00 / Whatsapp +56 9 9825 1775 | [email protected]. Av. El Salto 3480
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horno expert 

HORNO. EXPERT. SAP: 12252. FDV DELUXE. Servicio Asistencia Técnica SAT 600 411 77 00 / Whatsapp +56 9 9825 1775 | postve
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KOCH IMMOBILIEN 

St.â€�Nr. 157/247/08770; HR: Amtsgericht Jena, HRA 503875; Gewerbeerlaubnis gem. Â§ 34c GewO, Landratsamt Unstrutâ€�Hainichâ€�Kreis,. Sicherheit und Ordnung ...
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om,f1K 

1 c.P. VICTOR LEYVA SALAS .~. \. "" N\ ",'. 2 c. .... T.X +xq50CEU003JRa. 19Lph+vHFMR .... MIlJ!:no 3Z01 J. cnntidn.d•••
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USP CO2 - Umarex USA 

Safety: Safe/Fire. Sûreté : Sûreté/Sûreté enlevée. Seguro: Seguro/Seguro desactivado. 2. Sights: Fixed front and rear. D
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FT Expert Perform Sports 
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expert 092 - Zeitarbeit-ooe.at 

ger haben â€“ unter gewissen Voraussetzungen â€“ ein Risiko: Wenn der Ãœberlasser mit der Arbeitskraft ein geringeres als das gesetzlich bzw. kollektivvertraglich ...










 


[image: alt]





Agenda KPS-Expert-Brunch 

03.12.2014 - 08.30 Uhr bis 09.00 Uhr. Empfang und Kaffee. 09.00 Uhr bis 11.00 Uhr. PrÃ¤sentation von KPS designstudio Teil 1. 11.00 Uhr bis 12.00 Uhr.
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Impulse 1015P om - Peavey.com 

The third wire ground plug on the AC plug should NEVER be removed or broken off, as this seriously compromises safety. USING THE IMPULSE 1015P WITH A ...
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koch quartier - Claudia Thiesen 

07.03.2018 - an der Weiterentwicklung des Koch-Quartiers zu beteiligen. Newsletter abonnieren unter: kochquartier.ch. 1 AREAL. 4 BAUTRÃ„GER_INNEN.
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Winterangebote - Koch-Mannes 

01.01.2019 - Lieferumfang: 1 Zusatzauflage ZA. 1 Zusatzanschlag-Set ZAG. 1 Absaugstutzen. 1 Positionszeiger PAZ. 2 Anti-Rutschmatten (265 x 175 mm).
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MANUAL horno expert 

No se debe utilizar un limpiador de vapor. 17. Los aparatos no están ... garantizada si la instalación fue realizada de
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Learning & Organizational Development Expert 

Learning & Organizational Development Expert /. Personalentwickler (m/w/d) am Standort Ladenburg. Teilzeit in Elternzeitvertretung befristet auf 2 Jahre.
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expert praxislexikon betriebswirtschaftliche ... AWS 

PDF Subject: Expert Praxislexikon Betriebswirtschaftliche Kennzahlen Instrumente Zur Unternehmerischen. Leistungsmessung Expert Its strongly recommended to start read the Intro section, next on the Quick Discussion and find out all the topic coverage
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BVND - Expert Electrical Supplies 

M = grey with metal thread / grau mit Metallgewinde. A = black â€“ anthracite / schwarz â€“ anthrazit. T = transparent / transparent. X = special colour / Spezialfarbe.
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Int Sales Expert - tocario 

This is a high impact role, as part of the revenue team you will help tocario to break into new markets and take a key part in the company growth. ISEs lead the ...
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Expert Security Tester 

Develop test automation for the entire system including the legacy and third party ..... A non-critical project in order to mitigate any delays the TAS may cause .... with the first failure (which is probably at the step rather than test cases level)
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Expert Management & Organizational 

5,4 Mrd. USD. ... Team sowie mit den Shared Service Centern zusammen. ... Coach. â€¢ Erfahrung in funktionsÃ¼bergreifenden Teams und mit externen Partnern in ...










 


[image: alt]





Expert Batteries de 
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microondas combinado expert 

FDV DELUXE. SERVICIO ASISTENCIA TÉCNICA SAT 600 411 77 00 / WHATSAPP +56 9 9825 1775 | [email protected]. Av. E
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