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Valances for Vertical Blinds

Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los 
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The following illustrations show installed examples of some common valance styles. Refer to the installation that matches your valance. DesignLine valance ™



Traditional valance



DesignLine™ Outside- and InsideMount Installation



Installing Valance Clips



Valance Styles



A



Install the valance clips— DesignLine™, Traditional, and Transitional (outside-mount)



NOTE: Headrail mounting shown in installed position to show typical mounting bracket locations. • Position one clip at each end of the headrail, next to the headrail mounting bracket locations. Make sure that the clips do not interfere with the mounting brackets. • Lower the clip into the top channel of the headrail at a 45° angle to the headrail so the locking tabs fit into the channel.



Tailored Edge
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Attach the valance to the headrail



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until they click into place.



Round Edge
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Attach the valance to the headrail



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until they click into place.



Valance clip Locking tabs



Headrail mounting bracket



Transitional valance Headrail



• Rotate the clip in the channel so that it locks into place. Resemblance™ Faux Wood valance



Before you begin: Please refer to the illustrated examples above to determine which clips and instructions you will need. Twist-Lock Valance Clips DesignLine , Traditional, and Transitional ™



Contact Us Contact Kirsch customer service regarding any questions or concerns you may have about your new window treatment. You may reach us at:



1-800-538-6567 (9:00 a.m. – 6:00 p.m. EST) www.kirsch.com



Additional Parts and Services • Purchasing extra or replacement parts Should the need arise, you may have your Kirsch blinds repaired or restrung through our repair center. Please contact Kirsch customer service through www.kirsch.com for a return authorization number. PWDR0158



Resemblance™ Valance Clips Resemblance™ Faux Wood



Attach the returns (outsidemount)



• Slide the end of the return into the pocket of the corner clip, as shown. • Slide the corner clip onto the end of the front panel. The top notch will slide over the mounting tab; the lower lip on the bottom notch will slide into the channel on the back of the lower front panel trim.



Valances for Vertical Blinds Read all installation instructions before installing.
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• Space remaining clips evenly between the ends, not more than 30" apart.



B



Install the valance clips— DesignLine™, Traditional, and Transitional (inside-mount)



NOTE: Valance clips must be installed prior to headrail installation. • Position one clip at each end of the headrail, next to the headrail mounting bracket locations. Make sure that the clips do not interfere with the mounting brackets. • Lower the clip into the top channel of the headrail at a 45° angle to the headrail so the locking tabs fit into the channel. • Rotate the clip in the channel so that it locks into place.



2



Attach the returns (outsidemount)



• Slide the end of the return into the pocket of the corner clip, as shown. • Slide the corner clip onto the end of the front panel. The top notch will slide over the mounting tab; the lower lip on the bottom notch will slide into the channel on the back of the lower front panel trim. Return



Return



Corner clip



• Repeat for the other return.



Corner clip



• Repeat for the other return.



Traditional Valance
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Attach the valance to the headrail (outside-mount)



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until it clicks into place.



Transitional Valance
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Attach the valance to the headrail (outside-mount)



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until it clicks into place.



Resemblance™ Valance
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Install the clips on the valance



• Install a valance clip about 2" in from each end. Space any remaining clips evenly along the length of the valance. • Insert the clip into the groove on the back side of the valance and then rotate the clip 90°. “TOP” end



Valance clip Valance
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Attach the valance to the headrail (inside-mount)



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until it clicks into place.
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Attach the valance to the headrail (inside-mount)



Attach the valance to the headrail



• Hook the valance clips onto the front of the headrail. Make sure the hooks fit over the lip of the channel as shown. Valance



Headrail



• Center the front panel with the headrail. • Slide the mounting tab on the front valance panel into the valance clips until it clicks into place. Front of headrail
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Attach the returns (outside-mount)



• Slide a return “L” bracket into the angled end of each return. L bracket Return L bracket



Return



• Press the returns into place on each end of the valance.



Return



Las siguientes ilustraciones muestran ejemplos instalados de algunos estilos de bastidores comunes. Consulte la ilustración que se ajuste a su bastidor. Bastidor DesignLine™



Bastidor Tradicional



Instalaciones de montaje externo y interno DesignLine™



Cómo Instalar los Ganchos para Bastidor



Estilos de bastidores



A



Instale los ganchos para bastidor—DesignLine™, Tradicional, y Transicional (instalación exterior)



NOTA: Puede verse el cortinero en la posición de instalación para indicar las ubicaciones típicas de los soportes de montaje. • Coloque un gancho en cada extremo del cortinero, cerca de las ubicaciones de los soportes de montaje del cortinero. Asegúrese de que los ganchos no interfieran con los soportes de montaje. • Descienda el gancho en el canal superior del cortinero en un ángulo de 45° respecto del cortinero para que las lengüetas de trabado puedan encajar en el canal.



Lengüetas de trabado



Bastidor Transicional



Esquina a Medida
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Conecte el bastidor al cortinero



• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.



Esquina Redondeada
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Conecte el bastidor al cortinero



• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.



Soporte de montaje del cortinero



Cortinero



• Gire el gancho en el canal para que se ajuste en su lugar.



Bastidores para persianas verticales Antes de iniciar la instalación, lea todas las instrucciones.



Bastidor Resemblance™ de madera del faux



Antes de comenzar: Consulte los ejemplos ilustrados arriba para determinar los ganchos e instrucciones que necesitará. Ganchos para bastidor con cierre por torsión DesignLine™, Tradicional, y Transicional



Para contactar nos Si tiene alguna pregunta o duda relacionada con su nueva tratamiento de la ventana, póngase en contacto con el servicio de atención al cliente de Kirsch llamándonos al:



1-800-358-6567 (9:00 a.m. – 6:00 p.m. EST) www.kirsch.com



Piezas adicionales y servicio • Compra de piezas adicionales o de reemplazo  Si es necesario, puede reparar las persianas o cambiar las cuerdas en nuestro centro de reparación. Póngase en contacto con el servicio de atención al cliente de Kirsch en www.kirsch.com para obtener el número de autorización de devolución. PWDR0158



Ganchos para bastidor Resemblance™ Resemblance™ de madera de faux
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Conecte los retornos (instalación exterior)



• Deslice el extremo de un retorno en el bolsillo del gancho de esquina, como puede verse. • Deslice el gancho de esquina en el extremo del panel frontal. La ranura superior se deslizará sobre la lengüeta de montaje, el reborde inferior de la ranura inferior se deslizará por el canal de la parte trasera del panel frontal inferior. • Coloque los ganchos restantes entre los extremos de manera uniforme, a no más de 30" de distancia.



B



Instale los ganchos para bastidor—DesignLine™, Tradicional, y Transicional (instalación interior)



NOTA: Los ganchos para bastidor debe estar instalado antes de la instalación de cortinero. • Coloque un gancho en cada extremo del cortinero, cerca de las ubicaciones de los soportes de montaje del cortinero. Asegúrese de que los ganchos no interfieran con los soportes de montaje. • Descienda el gancho en el canal superior del cortinero en un ángulo de 45° respecto del cortinero para que las lengüetas de trabado puedan encajar en el canal. • Gire el gancho en el canal para que se ajuste en su lugar.



Retorno



Gancho de esquina



• Repita con el otro retorno.
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Conecte los retornos (instalación exterior)



• Deslice el extremo de un retorno en el bolsillo del gancho de esquina, como puede verse. • Deslice el gancho de esquina en el extremo del panel frontal. La ranura superior se deslizará sobre la lengüeta de montaje, el reborde inferior de la ranura inferior se deslizará por el canal de la parte trasera del panel frontal inferior. Retorno



Gancho de esquina



• Repita con el otro retorno.



Bastidor Tradicional
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Conecte el bastidor al cortinero (instalación exterior)



Bastidor Transicional
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• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.



Conecte el bastidor al cortinero (instalación exterior)



• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.



Bastidor Resemblance™
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Instale los ganchos en el bastidor



• Instale un gancho de bastidor a 2" de cada extremo. Coloque los ganchos restantes de manera uniforme a lo largo del bastidor. • Introduzca el gancho en la ranura ubicada en la parte trasera del bastidor y luego gire el gancho en 90°. Extremo “SUPERIOR”



1



Gancho de bastidor Bastidor



2 1B



Conecte el bastidor al cortinero (instalación interior)



1B



Conecte el bastidor al cortinero (instalación interior)



Conecte el bastidor al cortinero



• Ajuste los ganchos de bastidor en la parte frontal del cortinero. Asegúrese de que los ganchos entren en el reborde del canal como puede verse. Bastidor



Cortinero



• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.



• Centre el panel frontal con el cortinero. • Deslice la lengüeta de montaje del panel del bastidor frontal dentro de los ganchos para bastidor hasta que encajen en su lugar haciendo “clic”.
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Frente del cortinero
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Conecte los retornos (instalación exterior)



• Deslice el soporte de retorno en “L” en el extremo angulado de cada retorno. Soporte en “L” Retorno Soporte en “L”



Retorno



• Presione los retornos en su lugar en cada extremo del bastidor.



Retorno 























Empfehlen Sie Dokumente
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Vertical Blinds 

Tire del cordón frontal o posterior levemente hacia abajo para atravesar las tiras. No fuerce el cordón: si las tiras no
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VTi® CELTIC MOTOR FOR VERTICAL BLINDS 

accomplished when pressing the up button on the wall control, the blind closes, or when pressing the down button, the bl
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Vertical Blinds 

Mark a guide line straight across the vane. 3. Use first shortened vane or cut-off to mark the remaining ... Inside the
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Vertical Blind Installation Instructions - Blinds 

Inside Mount Installation - with valance ... How to Install Inside- or Ceiling-mount Vertical Blinds with a Valance G71,
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Vertical Soft Shading Installation Instructions - Blinds 

Follow the easy step-by-step instructions to install your shade. Should you need .... For inside flush headrail mount, m
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installation instructions for roller shades - Blinds 

LIMITED LIFETIME WARRANTY. Lifetime: Entire product against manufacturing defects (i.e. a flaw in the product design, ma
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Vertical terminals for fixed circuit-breakers 

E3A. E4A. E6A. 6. 8. 6. 8. 12 16. 6. 8. -. -. III IV. 9. 12. 9. 12. 18 24. 9. 12. -. -. III IV. 36 38. 12 14. 24 28. 12 14. 12 12. III IV. 42 45. 18 21. 36 42. 18 21. 12 12. E2A.
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Metal Blinds 

To keep your blinds looking their best, wipe them periodically ... support bracket, space the support brackets evenly, n
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Vertical Horizontal 

Este sector se basa en la industria. 12. Principal componente del sector secundario. 13. elemento fundamental en el proc
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Metal Blinds 

spots. NOTE: The warranty for your blinds does not cover damage or discoloration caused by improper cleaning. DANGER. ST
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NaturalShade - Blinds 

Your blind may be installed either inside the window frame or outside the ... window opening - mark the exact location o
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warning - Blinds 

Mark the bracket locations— inside-mount installation. The shade has been custom-measured and assembled to fit inside th
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Metal Blinds 

end of the headrail, making sure the brackets will not interfere with the cord mechanism or other internal headrail part
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Large volume vertical storage tanks are designed for ... - Rheem 

are 3" NPT (2-1/2" on 200 gallon) and hot outlet is 2". ASME. All large volume commercial storage tanks are certified to
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How to Install - Blinds 

Todo lo necesario para instalar su cortina. Tout le nécessaire pour installer votre store. Inside-/Ceiling- or Outside-m
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How To Install - Blinds 

This skylight blind uses spring tension to help prevent sag when mounted overhead. The length will appear short but will
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CordlessCellular FabricShade - Blinds 

Your shade may be installed either inside the window frame or outside the ... the shade in place and make a pencil mark
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How To Install - Blinds 

Inside/Ceiling Mount. Montaje de ... Determine inside/ceiling, outside or side mount. Determine ... Mark screw locations
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How to Install - Blinds 

Springs Window Fashions • Middleton, WI 53562-1096. Cornisa sin cubierta antipolvo. Cornisa armada. Plantilla de papel.
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How to Install - Blinds 

Encore une fois, nous vous remercions de nous avoir choisi pour améliorer et embellir votre intérieur. How to Install. F
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Metal Blinds 

Place a towel on the floor or windowsill to catch any water that drips ... bracket to release the locking tab ... then p
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Cellular Shades - Blinds 

Move cribs and furniture away from cords. • Remove objects below windows. • Loops will appear when the shade is in the r
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How to Install - Blinds 

Inside/Ceiling Mount. Montaje de ... Inside-/Ceiling- or Outside-mount Cordless Roman Shade ... Mark screw locations; ce
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Conversion kit for fixed part terminals from horizontal to vertical 

18 21. E3. E4. E6. E1. III IV. E2. III IV. 3. 4. 1. III IV. 3. 4. III IV. III IV. 1. E3. E4. E6. E1. III IV. 3. 4. 1. 2. 3. IV IV ... ABB S.p.A.. ABB SACE Division. Via Baioni, 35.
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