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washing machine outlet box available with or without hammer arrestors

AVAILABLE WITH OR WITHOUT HAMMER ARRESTORS. 1/4 Turn Ball Valve Push-fit Connections. Connects to PEX, CPVC or Copper Pi 
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WASHING MACHINE OUTLET BOX AVAILABLE WITH OR WITHOUT HAMMER ARRESTORS 1/4 Turn Ball Valve Push-fit Connections Connects to PEX, CPVC or Copper Pipe



BOÎTE DE RACCORDEMENT POUR MACHINE À LAVER BOÎTE DE RACCORDEMENT POUR MACHINE À LAVER Raccords-poussoirs à clapet à bille quart de tour Se raccorde à des tuyaux en PEX, CPVC ou en cuivre



CAJA DE CONEXIÓN PARA LAVARROPAS CAJA DE CONEXIÓN PARA LAVARROPAS



Conexiones a presión para válvula esférica de 1/4 de giro Apta para conexión de tubería de PEX, CPVC y cobre



Part #: 25031



Part #: 24763



Visit www.sharkbite.com/washingmachineoutletbox for detailed product information. CUT. PUSH. DONE. Fixture connections are easy with SharkBite®. Visitez www.sharkbite.com/washingmachineoutletbox pour plus de détails sur les produits. COUPER. POUSSER. TERMINÉ. Raccordez facilement les appareils sanitaires avec SharkBite®. Información detallada del producto en www.sharkbite.com/washingmachineoutletbox. CORTE. EMPUJE. LISTO. SharkBite® simplifica la conexión de accesorios.
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Installation Instructions 1. Read all instructions carefully prior to installation. Turn off and drain water supply to any involved piping. 2. Determine orientation of the drain. The box can be mounted for a right hand or left hand drain (figure A). Alternatively, the box can be rotated 180o for a center drain option (figure A). The valves will operate normally in either orientation. 3. For a center drain application with bottom supplied water lines, the valves must be moved to either side of the center drain. Refer to A-1 instructions below. 4. Insert the mounting brackets into the slots on the sides of box (figure B). 5. Nail or screw the mounting brackets to the wall studs (figure C) making sure that the outlet box is located above the water level of the washer (approx. 42" from the floor level). 6. Solvent weld 2" DWV pipe to the desired drain opening (figure D). Use PVC solvent cement for PVC drain pipe and ABS solvent cement for ABS drain pipe. 7. Test drainage system to ensure no water leaks are present. When test is complete, carefully knock out the test cap using a hammer and screwdriver. Refer to A-2 instructions below. Do not attempt to knockout test caps before securing outlet box to drain pipe. 8. Connect water distribution lines (figure E) to the SharkBite Push-Fits. SharkBite Push-Fits can connect to copper, CPVC or PEX pipe. 9. Secure or brace supply lines into place to prevent movement. 10. When wall surface is finished, snap faceplate into place. Secure the drain hose into the drain line and attach hot and cold supply lines to the respective valves (figure F). 11. When ready for use, turn on the water supply. Check for hose leaks at valve. 12. To ensure against possible future hose failure, water supply should always be shut off when not in use. Instructions du boîtier de prise de courant pour machine à laver 1. Lire attentivement toutes les instructions avant l’installation. Couper l’alimentation en eau et drainer l’eau de la tubulure concernée. 2. Insérer les supports de montage dans les fentes des côtés du boîtier (figure B). Régler les supports à la profondeur nécessaire de manière à ce que le boîtier affleure la surface murale finie ou soit légèrement renfoncé. 3. Clouer ou visser les supports de montage aux poteaux de cloison (figure C) en s’assurant que le boîtier de prise de courant se situe au-dessus du niveau d’eau de la machine à laver (à environ 107 cm ou 42 po du sol). 4. Coller au solvant un tuyau de drain, de renvoi et d’évent de 5 cm (2 po) à l’ouverture de drainage désirée (figure D). Utiliser un adhésif à solvant PVC pour un tuyau de drain en PVC et un adhésif à solvant ABS pour un tuyau de drain en ABS. 5. Tester le système de drainage pour vérifier l’absence de fuite d’eau. Lorsque le test
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a été effectué, enlever avec soin le bouchon d’essai à l’aide d’un marteau ou d’un tournevis. Raccorder les conduites de distribution d’eau (figure E) aux raccords-poussoirs SharkBite. Ces derniers peuvent être raccordés à des tuyaux en cuivre, en CPVC ou PEX. Fixer ou brider les conduites d’alimentation en place pour empêcher tout mouvement. Une fois la surface murale finie, enclencher en place la plaque avant. Fixer le boyau du drain dans la conduite du drain et raccorder les conduites d’alimentation d’eau froide et d’eau chaude à leurs robinets respectifs (figure F). Lorsque la machine est prête à être utilisée, ouvrir l’alimentation en eau. Vérifier l’absence de fuite aux robinets. Pour prévenir toute défaillance future du boyau, couper toujours l’alimentation en eau lorsque la machine n’est pas utilisée.



Instrucciones para la caja de salida de lavadora 1. Lea todas las instrucciones atentamente antes de iniciar la instalación. Cierre y drene el suministro de agua hacia cualquier tubería comprometida. 2. Introduzca los soportes de montaje en las ranuras que están al lado de la caja (figura B). Coloque los soportes a la profundidad necesaria de modo que la caja esté al ras o ligeramente debajo de la superficie de la pared terminada. 3. Clave o atornille los soportes de montaje a los montantes de la pared (figura C) y verifique que la caja de salida esté por encima del nivel del agua de la lavadora (aproximadamente a 42" del nivel del piso). 4. Suelde con solvente un tubo DWV (para drenaje, desechos y ventilación) a 2" de la abertura de drenaje deseada (figura D). Use cemento solvente de PVC para el tubo de drenaje de PVC y cemento solvente de ABS para el tubo de drenaje de ABS. 5. Pruebe el sistema de drenaje para asegurarse de que no haya fugas. Cuando termine la prueba, golpee cuidadosamente la tapa con un martillo y un destornillador. 6. Conecte las líneas de distribución del agua (figura E) a los conectores de ajuste a presión marca SharkBite. Los conectores de ajuste a presión marca SharkBite pueden conectarse a tubos de cobre, CPVC (policloruro de vinilo clorado) PEX (polietileno reticulado). 7. Fije o sujete las líneas de suministro en su lugar para evitar que se muevan. 8. Cuando la superficie de la pared esté terminada, coloque la placa delantera en su lugar. Sujete la manguera de drenaje en la línea de drenaje y conecte las líneas de agua fría y caliente a las válvulas respectivas (figura F). 9. Cuando esté lista para usar, abra el suministro de agua. Revise que la manguera en la válvula no tenga fugas. 10. Para asegurarse de que la manguera no falle en el futuro, el suministro de agua siempre debe cerrarse cuando no se use.



Figure A-1. Valve Removal for Inverted Box



Figure A-2. Knockout Instructions: Do not attempt to knockout test caps before securing outlet box to drain pipe. 
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WASHING MACHINE 

The SmartDiagnosis™ feature helps the service center diagnose problems over ...... the power button, when instructed to
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WASHING MACHINE 

Presetting the start time, Delay Wash. 29 ... 34 Smart Diagnosis™ Through the Call Center ..... starts or pauses the was
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Washing Machine 

insert the power cord between objects, or push the power cord into the space behind the ..... Pushing the Start/Pause bu
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WASHING MACHINE 

All safety messages will follow the safety alert symbol and either the word DANGER, WARNING ... You may be slightly inju










 


[image: alt]





washing machine 

2. 4. - Load clothes loosely, and do not overfill the drum. Clothes need room to .... poly/cotton blend clothing, ablecl
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Washing Machine 

7 may. 2018 - The drain hose is attached at the factory. Flooring. For best ...... simplement d'un deux-tiers de tour su
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Washing Machine 

12 abr. 2018 - This limited warranty begins on the original date of purchase, and is valid only on ..... votre responsab










 


[image: alt]





Washing Machine 

12 abr. 2018 - 1. Connect the ends of the water supply hoses to the HOT and COLD ..... IOS : IPhone series. Supported op
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WASHING MACHINE 

a) Aprons, bibs, chair covers b) Curtains and tablecloths ...... 12 Elección de la ubicación adecuada .... mueve la lava
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WITH OR WITHOUT A SONG MEMOIR PDF 

with or without a song memoir are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using instruction ...
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Washing Machine - Datatail 

Follow directions explicitly. Unplug the power plug from the wall socket. Make sure the machine is grounded to prevent e
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Washing Machine - Webcollage.net 

14 ago. 2018 - ... items contaminated with gasoline, kerosene, benzene, paint thinner, ..... Individual branch circuit s
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Lavadora Washing Machine 

Más Aqua. - Reserva. 60°C. (40°C 50°C). Cuidado infantil. Menos de 6kg. Ropa de bebé ligeramente manchada. Seda/Lana. Pr
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Washing Machine - Webcollage.net 

washer-dryer, turn on all hot water faucets and let the water flow from each for several minutes. ...... turn the cap, t
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washing machine 

Failure to follow this warning can cause serious injury, fire, ...... If the temperature or the water level inside the m










 


[image: alt]





Washing Machine - Appliances Connection 

31 ago. 2012 - many loads, you save time, money, water and energy. ... Smart Control allows you to monitor the washing p
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washing machine - Datatail 

You will be killed or seriously injured if you don't immediately follow instructions. WARNING. You can be ...... Check a
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ice maker outlet box boîte de raccordement pour machine ... - SharkBite 

Conectar la línea de agua a la válvula SharkBite (figura B). Los conectores a presión SharkBite son aptos para tubería d
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Page 1 - MISSES LINEDDRESSES: Lined dresses (with or without ... 

45", 54", 60" - a yd. propio disefo Con estas piezas de patrón para Combinar. NOTA: Se incluyen Consejos para of VULLVD
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washing machine - GSCS CDN B2C Service. - LG 

cup bleach to 1 qt. water to the tub, and select the Tub Clean cycle. To skip the Tub Clean cycle when alerted, press th
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washing machine - GSCS CDN B2C Service. - LG 

ignite the materials. • Do not wash items that are soiled with vegetable or cooking oil. ...... manguera de drenaje en l
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washing machine - GSCS CDN B2C Service. - LG 

Do not wash items that are soiled with vegetable or cooking oil. ...... LG Canada does not authorize any person to creat
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washing machine - GSCS CDN B2C Service. - LG 

Save the foam block for future use. If the washer must be moved in the future, the foam block will help .... Push or roc
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washing machine - GSCS CDN B2C Service. - LG 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of injury, and tell yo
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