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If using a CX sensor, remove the mounting post bracket by rotating clockwise. 2. Attach sensor to the ... Wattstopper wa 
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Wattstopper



®



High-Bay or Industrial Setting Sensor Bracket No: 24250 – 10/16 rev. 1



Installation Instructions • Instructions d’Installation • Instrucciones de Instalación



Catalog Number • Numéro de Catalogue • Número de Catálogo: MB-1 Country of Origin: Made in China • Pays d’origine: Fabriqué en Chine • País de origen: Hecho en China



DESCRIPTION



L-shaped bracket



The MB-1 Sensor Bracket allows an occupancy sensor to be mounted in high-bay and industrial settings, such as a warehouse. The MB-1 features an L-shaped bracket that can mount to a variety of structures, structure supports, and fluorescent fixtures. MB-1 Bracket The bracket has an adjustable mounting plate with wire holes and screw holes to allow use with many of the Wattstopper sensors. Mounting screws are provided for the Wattstopper CI and HB sensors. A bubble level on the mounting plate is used for initial leveling. Preset locking positions allow for precise angle adjustments, if any (horizontally, 33° from horizontal, and vertically, Adjustable 12° from vertical). Refer to the Installation Instructions for the sensor used.



Wingnut



mounting plate



INSTALLATION 1. If using a CX sensor, remove the mounting post bracket by rotating clockwise. 2. Attach sensor to the mounting plate: • Thread the wires from the sensor through the appropriate holes in the mounting plate so that the wires will not be crimped or pinched when the sensor is attached. • CX Sensors: Line up the screw holes on the mounting plate with the dimples on the back of the sensor, and attach the sensor with the 1/4 inch self-tapping screws provided with the sensor (this avoids potential damage to the internal components). • CI and HB Sensors: Line up the screw holes on the MB-1 with the screw holes on the outside rim of the sensor, and attach the sensor with the provided long screws. • Sensors that use a 1/2 inch threaded post for mounting: Insert the mounting post through the large hole in the mounting plate and secure it with the post’s nut. 3. Adjust the mounting plate to the horizontal preset position (0°). Loosen the wingnut, adjust the plate, then re-tighten the wingnut. 4. Secure the MB-1’s L-shaped bracket to the mounting location with appropriate screws. If mounting to a fluorescent fixture, be careful not to screw or drill into the ballast. 5. Use the bubble level and adjust the bracket by bending or using spacing washers (not supplied) as needed to level the bracket. 6. If a different preset locking angle for the sensor is desired (see the Installation Instructions for the sensor used), adjust the plate as in step 3 above.



Mounting Plate Preset Locking Positions



MB-1 Bracket Mounting Location Examples



Structure support mounting



Flourescent fixtures: outside & inside mounting



Sensor Attachment Examples Thread wires through appropriate holes to avoid crimping



Use the 1/4” self-tapping screws provided with CX sensors



CX



Usual sensor positions: 12°, 33°, and 0° (Horizontal)



CI



HB Sensors



WARRANTY INFORMATION



INFORMATIONS RELATIVES À LA GARANTIE



INFORMACIÓN DE LA GARANTÍA



Wattstopper warranties its products to be free of defects in materials and workmanship for a period of five (5) years. There are no obligations or liabilities on the part of Wattstopper for consequential damages arising out of, or in connection with, the use or performance of this product or other indirect damages with respect to loss of property, revenue or profit, or cost of removal, installation or reinstallation.



Wattstopper garantit que ses produits sont exempts de défauts de matériaux et de fabrication pour une période de cinq (5) ans. Wattstopper ne peut être tenu responsable de tout dommage consécutif causé par ou lié à l’utilisation ou à la performance de ce produit ou tout autre dommage indirect lié à la perte de propriété, de revenus, ou de profits, ou aux coûts d’enlèvement, d’installation ou de réinstallation.



Wattstopper garantiza que sus productos están libres de defectos en materiales y mano de obra por un período de cinco (5) años. No existen obligaciones ni responsabilidades por parte de Wattstopper por daños consecuentes que se deriven o estén relacionados con el uso o el rendimiento de este producto u otros daños indirectos con respecto a la pérdida de propiedad, renta o ganancias, o al costo de extracción, instalación o reinstalación.



No. 24250 – 10/16 rev. 1 © Copyright 2016 Legrand All Rights Reserved. © Copyright 2016 Tous droits réservés Legrand. © Copyright 2016 Legrand Todos los derechos reservados.



800.879.8585 www.legrand.us/wattstopper 
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Van Dyck Inc. AWS 

Van Dyck Inc. Vor mehr als dreiÃŸig Jahren trafen sie sich zum ersten Mal. Da tauchten zwei Hamburger Gitarristen als GÃ¤ste bei einer Session in einer Bremer Blueskneipe auf und lernten dort einen niederlÃ¤ndischen. SÃ¤nger kennen, der neue Kontakte
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Wattstopper 

The sensor uses passive infrared technology to sense human motion in a ... wire from the circuit to the green ground wir
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Wattstopper 

The HBEM3W Extender Module allows you to attach an HB3xxW series IP65 compliant occupancy sensor to the side of a wet lo
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Wattstopper - Legrand 

NOTE: Make sure the sensor is pointing downward. Fixez le ... Wattstopper warranties its products to be free ... can be
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Wattstopper - Legrand 

The HB350* can be attached either directly to the fixture surface via the two screw holes .... connection with, the use
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WattStopper - Legrand 

All dimmers can be damaged by improper wiring. Check for short circuits prior to installing the dimmer with a lamp load
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Wattstopper - Legrand 

Passive Infrared Wall Switch Occupancy Sensor (version 3) ... A “walk-through” mode can turn lights off after only 3 min
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Wattstopper - Legrand 

NOTE: After 10 minutes, the PW-311 will exit Setup Mode even if the four DIP switches .... 8. Time. Delay. Mode. ON. Add
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Wattstopper - Legrand 

All models in the HB3x0-B series use a set of DIP switches to set the time delay, .... Change the switch settings to adj
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Wattstopper - Legrand 

PIR Fixture Integrated Outdoor Sensor In IP66 Enclosure ..... Check light level parameter, to find out the amount of lig
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WattStopper - Legrand 

IMPORTANT NOTES: 1. All Fan Speed Controls can be damaged by improper wiring. Check for short circuits prior to installi
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WattStopper - Legrand 

Repeat above as necessary. Note: Never adjust trim pot when circuit is live. ... always turn power off at the service pa
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Wattstopper - Westside Wholesale 

mounting tabs on the J-Box. 5. Snap the front cover onto the sensor. 4" Square, 2.25" Deep*. Junction Box with. Double G
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Wattstopper - Legrand 

warm-up time of 60 seconds before the sensor begins detecting motion. ... adjust the time delay trimpot on the sensor to
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Wattstopper - Legrand 

Installation Instructions • Instructions d'Installation • Instrucciones de Instalación. No: 23948 – 04/19 rev. 6. Catalo
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WattStopper - Legrand 

d'autres pièces d'équipement : • Ne pas installer un gradateur pour lampes fluorescentes pour contrôler une prise électr
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Wattstopper - Legrand 

Élément certifié UL. Prestación calificada por UL. Diamètre minimum de ... WARRANTY INFORMATION. INFORMATIONS RELATIVES
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Wattstopper - Legrand 

In the PW-203, light level only affects the load on Relay 2. ... outside of the desired area (also consider masking the
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Wattstopper - Franklin Empire 

DÃ©tecteur de mouvement basse tension Ã  infra-rouge passif 360Â° (v3) avec contrÃ´le du niveau de luminositÃ©, relais i
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Light Meter 

Las leyes estatales varÃan, por lo que las limitaciones o exclusiones anteri- ... especÃficos y usted puede tener tambiÃ©n otros derechos que varÃan segÃºn el.
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WattStopper - PRO Lighting 

Si el dispositivo todavía no está instalado en la caja de pared, proceda al Paso 1 de la sección Procedimiento de Cambio
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WattStopper - PRO Lighting 

All dimmers can be damaged by improper wiring. Check for short ... Any dimmer damage due to improper installation is not
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Wattstopper - Westside Wholesale 

One blink indicates Mode 1 (Vacancy Sensor Operation), Manual-ON/OFF, Auto- ... Two blinks indicate Mode 2 (Occupancy Se










 


[image: alt]





Quiere meter la 5ª 

3 jul. 2016 - 5L 0L 0L 7L11 SECRET SLAM. Ortega P., E. 5l57 Fire Slam (Us) - Secret Voyage (Can). Giulietti,R. 3L 3L 4L
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