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Welding filler metals for Aluminium

Yield strength. * weitere Abmessungen auf Anfrage other dimensions on request. Rm. Zugfestigkeit. Tensile strength. A (L0=5d0) Dehnung. Elongation. Union Al ... 
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Die Angaben zur Art und Anwendung unserer Produkte dienen lediglich der Information des Anwenders. Die Daten zu den mechanischen Eigenschaften beziehen sich immer auf das reine Schweißgut unter Beachtung der geltenden Normen. In der Schweißverbindung werden die Schweißguteigenschaften u.a. vom Grundwerkstoff, der Schweißposition und den Schweißparametern beeinflusst. Eine Garantie für die Eignung für eine bestimmte Art der Anwendung erfordert in jedem einzelnen Fall eine ausdrückliche schriftliche Vereinbarung.



The specifications in regard to the type and application of our products are only for the user’s information. The data specified for the mechanical properties always refer to the weld metal alone under observance of the applicable standards. In the weld joint, the weld metal properties are influenced, among other factors, by the parent metal, the welding position and the welding parameters. A guarantee of suitability for a certain type of application requires an explicit written agreement in each individual case.



Änderungen vorbehalten.



Subject to change without notice.



Böhler Welding Global Brand Management [email protected] www.boehler-welding.com
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Schweißzusätze für Aluminium Welding filler metals for aluminium



voestalpine Böhler Welding www.voestalpine.com/welding



Drahtelektroden und Schweißstäbe für Aluminium und Aluminiumlegierungen Bare electrodes and welding rods for aluminium and aluminium alloys Markenname Product name



Grundwerkstoffe Base materials



EN ISO 18273 AWS A5.10



DIN 1725



Union Al 99.5 S Al 1450 (Al99.5Ti)



EN 573/753/1706



Mechanical properties of all weld metal



Zulassungen Approvals



GMAW



2.0 2.4 3.2



–



–



EN ISO 14175: I1



EN ISO 14175: I1, I3



1.6 2.0 2.4 3.2 4.0



–



EN AW-5754 [AlMg 3] EN AW-5251 [AlMg 2] EN AW-500SA [AlMg 1(C)] EN AW-6060 [AlMgSi] EN AW-5454 [AlMg 3 Mn] EN AC-51100 -



Al Mg Cr Mn Ti Fe Si Zn Cu



Rest/Ballanced 2.6 - 3.6 < 0.3 < 0.5 < 0.15 < 0.4 < 0.4 < 0.2 < 0.1



Rp0.2 80 MPa Rm 190 MPa A (L0=5d0) 20%



1.0 1.2 1.6



3.3547 3.3545 3.3555 3.3206 3.3210 3.2315 3.3211 3.4335 3.3561 3.3261



EN AW-5083 [AlMg 4.5 Mn 0.7] EN AW-5086 [AlMg 4] EN AW-5019 [AlMg 5] EN AW-6060 [AlMgSi] EN AW-6005A [AlSiMg(A)] EN AW-6082 [AlSi 1 MgMn] EN AW-6061 [AlMg 1 SiCu] EN AW-7020 [AlZn 4.5 Mg 1] EN AC-51300 EN AC-51400



Al Mn Cr Mg Zr Ti Fe Si Zn



Rest / Balanced 0.7 - 1.1 0.05 - 0.25 4.5 - 5.2 0.1 - 0.2 
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Welding filler metals for Aluminium 

Zirconium micro alloyed welding rods and bare wire elec trodes. The weld metal is not susceptible to hot cracking. Particularly advantageous for complicated ...
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Welding filler metals for Aluminium - PDFDOKUMENT.COM 

Seawater resistant weld metal. Thorough cleaning of the workpiece bevels is necessary. Thicker plate materials require preheating to 150Â°C (302Â°F).
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Welding filler metals for Aluminium - SLIDEBLAST.COM 

Bare electrodes and welding rods for aluminium and aluminium alloys. Markenname. Product name. EN ISO 18273. AWS A5.10. Grundwerkstoffe. Base materials. DIN 1725. EN 573/753/1706. Richtanalyse. Typical Composition. %. Mechanische GÃ¼tewerte des reine
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Function Package for Aluminium 

Disadvantages aluminium. â–¡ More demanding to weld. â–¡ Generates toxic fumes at welding ... Reference - 9. Referens. â–¡ Ground material: UNI 3058 and 7003. â–¡ Thickness: 4mm. â–¡ Electrode: AlMg5 D=1,2mm. â–¡ Gas: Ar70He30. â–¡ Wire feed speed. â
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metals - Europages 

colours, gloss levels, minimum orders and delivery times. The colours shown here are just some of the many options we have to offer. We can also produce.
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hilco hildisc - Hilco Welding 

25. 78096. 230x2,5x22,23. A 24/30 S-BF41. 241. Acero-Inox. 25. Discos de corte planos. Máquina: sierra tronzadora 80 m/s
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Socket Welding RF (SWRF) 

IPA, UPA, W. l '. “ A@E em. Insumos siderometalúrgicos. Planchuelas Lisas y. Perforadas. Según IRAM IAS U500-657. Perfil
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ANODISED Metals - Europages 

Anodising is a process, which is almost 100 years old. It is a transparent transformation of the surface of the aluminium, which results in keeping the natural.
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Waste and Metals national 

Niedersachsen / Sachsen-Anhalt. Rainer KrÃ¶ger. Markus Karberg. RÃ¼diger HochgrÃ¤fe. Bernhard Klaus. Detlef Meyer. Bernd-RÃ¼diger Worm. Dr. Jens Thieme.
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70 - Aluminium Verre Acier 

Il centro di lavoro Dali Ã¨ stato progettato per eseguire lavorazioni di foratura e fresatura su profilati estrusi in alluminio e PVC. Le specifiche meccaniche di ...
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dachsysteme aus aluminium - Dachbaustoffe 

PREFA Aluminium Dachplatten vereinen eine zeitlos geradli- nige Formensprache mit hÃ¶chsten QualitÃ¤tsansprÃ¼chen bei. StabilitÃ¤t und Langlebigkeit. Die neue ...
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Aluminium-MÃ¶belkomponenten - Akara 

GrÃ¼ne Technologie fÃ¼r den Blauen Planeten reen Technology for the Blue Planet ..... wide range of accessories can be added directly under the wall unit.
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HaustÃ¼ren aus aluminium. 

TÃ¼rmindestmaÃŸ 860 x 1890 mm. Nuten in Zierschliffoptik auf der AuÃŸenseite n AufsatzfÃ¼llung n Farbe Ã¤hnl. RAL 9007 n Griff ZAE 6s 600 mm | PG 6 n Seitenteil ...
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Materialdatenblatt EOS Aluminium AlSi10Mg 

Physikalische und chemische Eigenschaften der Bauteile. Materialzusammensetzung. Al (Rest). Si (9,0 - 11,0 Gew.-%). Fe (â‰¤ 0,55 Gew.-%). Cu (â‰¤ 0,05 Gew.
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WELDING AND METAL FABRICATION PDF 

welding and metal fabrication are a good way to achieve details about operating certainproducts. Many products that you buy can be obtained using instruction ...
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DETOXIFICATION OF HEAVY METALS PDF 

detoxification of heavy metals | Get Read & Download Ebook detoxification of heavy metals as PDF for free at The Biggest ebook library in the world. Get detoxification of heavy metals PDF file for free on our ebook library. PDF File: detoxification o
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Standorte Segment Waste and Metals 

26.01.2016 - Lübben. E02. WaM. Lübbenau. E03. WaM. Cottbus-Lakomaer Chaussee. E04. WO. Cottbus-Dissenchenner Str. Niederlassung Leipzig. E05.
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Standorte Segment Waste and Metals 

26.01.2016 - Halmstad. D. Niedersachsen / Sachsen-Anhalt. Niederlassung Wilhelmshaven. D01. WaM. Leer. D02. SaM. Emden. D03. SaM. Wilhelmshaven.
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aus Aluminium 

Tel: 0049 2451 9 03 0019. Fax: 0049 2451 9 030068 .... Günstig ist die Wirkung einer Belüftung durch Kippfenster in den seitlichen Dachschrägen (wirksam.
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Reelcraft Safe-T-Reel Welding Hose Reels 

Momentarily open control valve, when initially charging to purge hose of gases. When fluid appears at control valve, clo
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Inverter Welding Machine (KPT-10) - SLIDEBLAST.COM 

Page 1. Inverter Welding Machine (KPT-10)
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Reelcraft Safe-T-Reel Welding Hose Reels 

Bleed fluid/gas pressure from system before servicing reel. ... Thread male connector of hose into 90° elbow located wit
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METALS â€” Others available upon request 

Aluminum. AlSi10Mg (DMLS). Aluminum 2011 T3 (CNC). Aluminum 2024 T3 (CNC). Aluminum 5052 (Sheet Metal). Aluminum 6061 (Sheet Metal). Aluminum 6061 T6 (CNC). Aluminum 6061 T651 (CNC). Aluminum 6063 T52 (CNC). Aluminum 7075 T6 (CNC). Aluminum 7075 T651
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Inverter Welding Machine (Tandy 200) - PDFMAZE.COM 

Page 1. Inverter Welding Machine (Tandy 200)
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