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WV-CP600 Series

Over the coaxial cable data communication. â€¢ 16 alphanumerics camera title display. â€¢ Multi language: English, French, Italian, Spanish, German, Russian,. 
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Day/Night Fixed Camera



WV-CP600 Series WV-CP600 (220 V- 240 V AC) WV-CP604 (24 V AC or 12 V DC) WV-CP620 (220 V - 240 V AC) WV-CP624 (24 V AC or 12 V DC)



WV-CP604 WV-CP624



WV-CP600 WV-CP620



WV-CP620 WV-CP624



WV-CP600 WV-CP604



Lens: optional



Compact Day/Night Fixed Camera featuring Super Dynamic 6 technology Key Features • Super Dynamic 6 technology delivers 160x wider dynamic range compared to conventional cameras. • High resolution: 650 TV lines • High sensitivity with Day/Night function: 0.08 lx (Color), 0.008 lx (B/W) at F1.4. IR cut ﬁlter switches on/off to enhance the sensitivity in B/W mode. (WV-CP620/WV-CP624) • High sensitivity with Day/Night (electrical) function: 0.08 lx (Color), 0.05 lx (B/W) at F1.4 (WV-CP600/WV-CP604) • ABS (Adaptive Black Stretch) enhances visibility of dark area without degrading image quality in bright area. • Focus Assist ensures easy installation. • Various adjustment features including ATW (Auto Tracing White Balance) and ALC (Automatic Light Control) • 16 axis matrix color compensation function enables wider range of natural color adjustment. • 3-dimensional color conversion function for natural color reproduction even in lower color temperature situation • Adaptive Digital Noise Reduction: Integration of 2D-DNR and 3D-DNR ensures noise reduction in various conditions. • Electronic sensitivity enhancement: Auto (Up to 32x) / Manual (Up to 512x) • Electronic shutter from 1/120 to 1/120,000 sec. • Digital zoom: Up to 2x • Auto Image Stabilizer for applications where vibration or wind is a concern • Internal synchronization • Over the coaxial cable data communication



• 16 alphanumerics camera title display • Multi language: English, French, Italian, Spanish, German, Russian, Chinese, Japanese • On screen display menu • ELC mode for easier lens adjustment upon installation • Smart look ﬁts for various applications such as shopping mall, hotels and hospitals.



Standard Accessories • CD-ROM*..................................... 1 pc.



• Installation Guide......................... 1 pc.



The following is used during installation procedures: • Power cord (only for WV-CP600/G and WV-CP620/G)(Approx. 1.8 m)................ 1 pc. • Power cord plug (only for WV-CP604E and WV-CP624E).....................................1 pc. • Safety wire lug.......................................................................................................1 pc. • Safety wire (Approx. 300 mm)............................................................................... 1 pc. • Wire lug ﬁxing screws (M2.5 × 8 mm)...................2 pcs. (including 1 for replacement) • Washer.................................................................................................................. 1 pc. • Spring washer.......................................................................................................1 pc. *The CD-ROM contains the operating installations and installation guide (PDF).



Optional Accessories 1/3 type 2x Varifocal Lens



1/3 inch 8x Varifocal Lens



(3.8 ~ 8 mm) F1.4 (Wide) F1.8 (Tele)



(5 ~ 40 mm) F1.6 (Wide) F1.9 (Tele)



WV-LZA61/2S



WV-LZ62/8S



TV System Camera



Input / Output General



WV-CP600 WV-CP620 WV-CP604 WV-CP624 1/3 type interline transfer CCD Image Sensor 976 (H) x 582 (V) Effective Pixels 2:1 interlace Scanning Mode 4.8 (H) x 3.6 (V) mm Scanning Area Horizontal: 15.625 kHz Vertical: 50.00 Hz Scanning Frequency 650 TV lines typ. Horizontal Resolution 0.08 lx Minimum color mode 0.008 lx 0.05 lx 0.008 lx Illumination black-andwhite mode 0.05 lx 52 dB (AGC: OFF) Signal-to-Noise Ratio White Balance AWC (2,000 ~ 10,000 K), ATW1 (2,700 ~ 6,000 K), ATW2 (2,000 ~ 6,000 K) Light Control ALC/ALC+/ELC AGC ON (LOW, MID, HIGH) / OFF Super Dynamic 6 ON / OFF Dynamic Range 54 dB typical (Super Dynamic 6 : ON) Electronic Shutter OFF (1/50), 1/120, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000, 1/120000 (s) Electronic Sensitivity UP 32x max. AUTO, 512x max. FIX Day & Night (Electorical) AUTO / OFF (IR) AUTO1/AUTO2/ON/OFF (Electorical) AUTO / OFF (IR) AUTO1/AUTO2/ON/OFF Digital Noise Reduction High or Low Scene File 2 patterns Video Motion Detection OFF / MOTION DETECTION / SCENE CHANGE Privacy Zone ON(1) / ON(2) / OFF Image Stabilizer ON / OFF Camera Title 16 alphanumeric characters Synchronization Internal (INT) Video Output 1.0 V [p-p] / PAL composite 75 Ω Controller Interface Coaxial Multiplex System External I/O Terminals Alarm IN 1pc, Alarm OUT 1pc Setup Method OSD setup menu Language English, French, Italian, Spanish, German, Russian, Chinese, Japanese Safty / EMC Standard CE (EN55022 ClassB, EN55024), GOST (GOST R 51558) 24 V AC 50/60 Hz: 2.5 W, Power Source and 220 V - 240 V 12 V DC: 220 mA Power Consumption AC 50/60 Hz 2.8 W Ambient Operating –10 °C ~ +50 °C (14 °F ~ 122 °F) Temperature Ambient Operating 90 % or less (without condensation) Humidity Dimensions 101 mm (L) × 72 mm (W) × 55 mm (H) 81 mm (L) × 72 mm (W) × 55 mm (H) {3-31/32 inches (L) × {3-3/16 inches (L) × 2-27/32 inches(W) × 2-5/32 inches (H)} 2-27/32 inches(W) × 2-5/32 inches (H)} Mass (approx.) Approx.190 g Approx.170 g (Power cord excluded) Finish ABS resin / White Painting



Part Names and Functions Bottom View



Side View



Rear View WV-CP600/G, WV-CP620/G



WV-CP604E, WV-CP624E



AC Power Input Terminal [220 V-240 V -50/60 Hz] Video Output Connector [VIDEO OUT] Tripod Mount Base ALC Lens Connector



Back Focus Adjustment Screw Power Input Terminal [12 V IN, 24 V~IN] Setup Button [SET] Exterior I/O Connector



Appearance WV-CP600/G WV-CP620/G 3 (1/8")



72 (2-27/32")



101(3-31/32")



(The illustrations are WV-CP600/G.)



11(7/16")



55 (2-5/32")



Specifications



10 (1/16")



1/4-20UNC for Tripods (Depth 10 mm)



36 (1-3/8")



WV-CP604E WV-CP624E



3 (1/8")



72 (2-27/32")



81(3-3/16")



11(7/16")



55 (2-5/32")



(The illustrations are WV-CP604E.)



10 (1/16")



1/4-20UNC for Tripods (Depth 10 mm)



36 (1-3/8") Unit: mm (inches)



Important – Safety Precaution: carefully read the operating instructions and installation manual before using this product. – "Super Dynamic", "SDII", "SDIII", "SD5", "SD5Link","SD6", "i-PRO" and "i-PRO SmartHD" logos are trademarks or registered trademarks of Panasonic Corporation.



• All TV pictures are simulated. • Weights and dimensions are approximate. • Speciﬁcations are subject to change without notice. • These products may be subject to export control regulations. • All product pictures are PAL models.



DISTRIBUTED BY:



http://panasonic.net/security/ Printed in Japan (2A-097A)
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Series 

5 dic. 2017 - series sobre la familia o series sobre relaciones o cosas como esa. Sin embargo, aquí en. BrookHills, hace










 








SerieS 

Course 26 mm. (-0.0270. ) 5. 11. 25. 82. 30. 3. 20. 10 .5. (1. 1x). 10. M. (1. 1x. ) 52. +0.10.2+. 45. M x1 .5 .... Verfahrweg X / Z (Kurzer Sockel). Stroke X / Z (short ...










 








series 

The Advanced VX tripod comes with an all-metal center leg brace/accessory tray to ..... that is in the eastern part of t










 








Series 

iCON iKeyboard3S V1.00. iCON iKeyboard3S V1.00. 1. 2. 3. 5. 4. 6. 7. 8. 9 logic pro. iCON iKeyboard3S V1.00. iCON iKeybo










 








Series 

iKeyboardS ; monitors, speakers and headphones to the output connectors accordingly. Models. Inputs. Outputs. Headphones










 








Series 

Use 1/2â€� I.P.S. faucet connections, or use the enclosed coupling nuts with 3/8â€� O.D. ... water supplies, check for l










 








302B Series, 302G Series, 302R Series 43-72-1000 M12 

côté supérieur gauche de la gaine. Pour allumer la veste, appuyer sur le bouton d'alimentation de la veste chauffante et










 








PLANET Fiber Transceiver MFB-Series/MGB-Series/MTB-Series ... 

100BASE-FX SFP interface. The distance can be extended from 2km (Multi-mode, LC) to up to 120km. (Single-mode, LC). The










 








302B Series, 302G Series, 302R Series 43-72-1000 M12 

CONTROL DE BATERÍA M12™ ... ence of drugs, alcohol or medication. ... SERVICE. • Have your heated hoodie serviced by a q










 








302B Series, 302G Series, 302R Series 43-72-1000 M12 

Do not abuse the power cable. Never use the cord for carrying, pulling or unplugging the heated hoodie. Keep cord away f










 








202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

If necessary, unzip the expansion zipper to accommodate larger battery packs. To remove the battery, push in the release










 








202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

WARNING To reduce the risk of personal in- jury and damage, disconnect and remove battery pack and battery controller fr










 








301B Series, 301G Series, 301R Series, 321C ... - Milwaukee Tool 

Cat. No. / No de cat. 301B Series, 301G Series, 301R Series, 321C Series. 43-72-1000. M12™ HEATED HOODIE AND M12™ BATTER










 








202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

shock, fire and/or serious injury. Save all warn- ings and instructions for future reference. WORK AREA SAFETY. • Keep w










 








202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

To remove the battery, push in the release buttons and pull the battery pack away from the controller. OPERATION. The zo










 








302B Series, 302G Series, 302R Series 43-72-1000 M12 

Insertion et retrait du bloc piles. Pour insérer le bloc-piles, le glisser dans le corps du porte piles. S'assurer qu'il










 








202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

Do not use while you are tired or under the influ- ence of drugs, alcohol or medication. A moment of inattention may res










 








201B Series, 201G Series, 201R Series, 221C ... - Milwaukee Tool 

201B Series, 201G Series, 201R Series, 221C Series,. 231B Series, 49-24-2310. M12™ HEATED MULTI-ZONE JACKET .... USA &am










 








gp2 series equipes de gp2 series gp2 asia series ... AWS 

21 ene. 2018 - This particular Gp2 Series Equipes De Gp2 Series Gp2 Asia Series Pilotos De Gp2 Series Rondas De Gp2 De.










 








302B Series, 302G Series, 302R Series 43-72 

Stay alert, watch what you are doing and use common sense when using the heated ..... tambiÃ©n busque atenciÃ³n mÃ©dica.










 








302B Series, 302G Series, 302R Series 43-72-1000 M12 

WARNING To reduce the risk of injury, user must read and understand operator's manual. AVERTISSEMENT Afin de réduire le










 








302B Series, 302G Series, 302R Series 43-72 

Follow Care Instructions on hoodie tags. Machine wash, Gentle Cycle in warm water. Tumble Dry. Low Heat. â€¢ Do not blea










 








Series LFMMV 

proper product function. Frequency of cleaning and inspection depends upon local water conditions. You are required to c










 








u300® series 

If the red PEAK LED lights up or flashes, reduce the sensitivity on the ..... Dabei lassen sich jeweils bis zu sechs U30
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